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Corporate Management

 Geom. Giancarlo Fumagalli
 Managing Director

Holder of a diploma by the technical high 
school for building surveyor, he is the 

creator of this composite material ligthing 
system. 

He speaks Italian and French.

Diplomato alla scuola tecnica per 
geometri, è ideatore di questo sistema di 

lampade in materiale composito. 
Parla italiano e francese.

 Dr. Chiara Fumagalli
Commercial Director

Graduate by the Milan University in 
philosophy, she is holder of a diploma 
in foreign languages: she can speak 
and write in Italian, English, German 
French.

Laureata all’università di Milano

straniere: scrive e parla
italiano, inglese, tedesco e francese.

 Dr. 
 Finance Director

Graduate by the Milan University in 
economic sciences, she is teacher of 

banking and commercial tecnique. She 
speaks Italian, English and French.

Laureata all’università di Milano
in scienze economiche, è insegnante 

alle scuole superiori di tecnica 
commerciale e bancaria.

Parla italiano, inglese e francese.

 Dr. 
  Assistant General Manager
Human Resources Director

Graduate by the Milan 
University in jurisprudence, he 

He speaks Italian and English.

Laureato in Giurisprudenza 
all’università di Milano con 

internazionale
Parla italiano e inglese.

  Arch. Paolo Fumagalli
Purchasing and  Technical Director

Graduate in architecture by the 
polytechnic University of Milan, 

Manchester (U. K.). He speaks Italian and 
English.

Milano, ha conseguito la specializzazione 
in illuminotecnica all’università di 

Manchester (U.K.). Parla italiano e 
inglese.
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COMPANY

Thanks to the enterprise of Mr. 
Fumagalli Giancarlo, in 1973 an 

dei Maestri Forgiatori” was born in 
Varese (north of Italy) specialising itself 

started to employ some workers and 
to open itself to foreign markets, in 

Forgiatori”, specializzata  nella 

a mano.

da interno. Dopo cinque anni l’azienda 

tube covered by resin material. 

machineries, the product started to be 
appreciated all over the world.

Un’intuizione del Sig. Fumagalli porta 
l’azienda ad un’evoluzione, creando 

da un’anima in acciaio galvanizzato 

Dopo anni di sperimentazioni 

comincia ad essere distribuito ed 

Fumagalli family decides to turn 
the individual company into a 
limited company, going on with the 
manufacturing of “composite material” 

made Fumagalli S.r.l. a worldwide 
leading company in the manufacturing  

di lampade da esterno in materiale 
composito. Con la creazione di nuovi 

sistemazione nella nuova sede  rende la 
società Fumagalli leader mondiale nel 

1973 1984
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PLANT

Italian manufacturer”: all our products are strictly 
manufactured inside our factory located in Varese 
(Italy),  on a 42.000 sqm area. This means to keep a 
full control on the quality and performances of our 
products.

un’area di 42.000 m2

pieno controllo sulla qualità e sulle prestazioni dei nostri 

FACTORY

 COMPANY
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COMPANY PROFILE

 Member of
CONFEDERATION OF
ITALIAN INDUSTRY

WAREHOUSE

COMPANY

ISO 9001:2015 SCESm 001ISO 9001:2015
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INDUSTRY 4.0
SMART FACTORY

A DIGITAL ENTERPRISE
In our company, product and 

developed in a complete 
digital environment, to get 
an advanced manufacturing 
process fully automated and 
interconnected.

UN’AZIENDA DIGITALE

completamente digitale, 

processo di fabbricazione 

interconnesso.

REAL TIME DATA EXCHANGE

MONITORING ON-LINE

MACHINERIES AND DEVICES INTERCONNECTION

INDUSTRY 4.0

INCREASED
PRODUCTIVITY

COST
REDUCTION

IMPROVED QUALITY
CONTROL
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COMPANY
PRODUCT DEVELOPMENT

PURE ITALIAN MANUFACTURER

PURI FABBRICANTI ITALIANI

R&D DEPARTMENT
3D PROTOTYPING
Product planning and design through 
the most advanced  3D modelling 

advanced 3D printers.

RICERCA E SVILUPPO
PROTOTIPAZIONE 3D

TECHNICAL DESIGN
DEPARTMENT
Mould design and engineering, 
toolpath programming through the 

SEZIONE PROGETTAZIONE 
STAMPI
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PRODUCT DEVELOPMENT
COMPANY

MOULD CONSTRUCTION DEPARTMENT

manufactured in accordance with the most 

the quality of our product in all its details and 

REPARTO COSTRUZIONE STAMPI
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PRODUCT DEVELOPMENT

WIRE ELECTRICAL DISCHARGE MACHINE

CNC SURFACE GRINDER

CNC WORKSTATION

CNC WORKSTATION

COMPANY
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COMPANY
FACTORY

RESIN INJECTION

RESIN INJECTION RESIN INJECTION
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COMPANY
FACTORY

INDUSTRIAL PRODUCTION PROCESS IN DIFFERENT PHASES

machineries with the most updated technologies.

PROCESSO DI PRODUZIONE INDUSTRIALE IN DIVERSE FASI

più moderne tecnologie.

PLASMA CUTTING MACHINE

RESIN DRYERS AND DEHUMIDIFIERS

BLACK STEEL WELDING
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WAREHOUSE

 WAREHOUSE

 MAGAZZINO

COMPONENTS STOCK

COMPANY

- 14 -- 14 -

RESIN RAW MATERIAL STOCK RESIN RAW MATERIAL STOCK
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WAREHOUSE

READY POLES STOCK

COMPANY

- 15 -
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WAREHOUSE

customer’s needs.

REPARTO DI ASSEMBLAGGIO
ED ELETTRIFICAZIONE

COMPANY

AUTOMATIC PACKING MACHINE
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WAREHOUSE
COMPANY

BOX STOCK

GOODS READY FOR SHIPMENT

PACKING
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COMPANY
TECHNICAL ASSISTANCE

  
permanently at our customers’ disposal to provide a 

customer’s needs.

worldwide customers:

in eulumdat, iesna 86/91/95, cibse\1, ltli

 

From Fumagalli web site www.fumagalli.it it’s possible 

photometric data in .eulumdat or .ies format of all 
Fumagalli luminaries.

informazioni e servizi:

eulumdat, iesna 86/91/95, cibse\1, ltli

È possibile scaricare dal sito Fumagalli www.fumagalli.it
Fumagalli in formato .eulumdat o .ies.
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COMPANY
NEWS

Nuova fabbrica di 2500 m2

2.
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1

2

3

Protected against corrosion. 

Double insulated.

Rigid and shockproof.

Fireproof.

Light and easy to transport.

Manufactured according to 
European Community’s standards.

High quality resin polymer sourced in 
Europe.

FUMAGALLI POLES TECHNOLOGY
FUMATECH

FUMAGALLI POLES TECHNOLOGY

METAL POST COVERED BY RESIN

INNER METAL POLE STRUCTURE
Structural metal pole hot deep galvanized inside and 
outside by zinc bath immersion.

OUTER RESIN COVER

made of shockproof resin material:

EXPANSE
High Density rigid polyurethane provides lightweight 
and durable cohesion between the inner metal post 
and the outer resin cover.

Fumagalli and developed a unique post technology, registered 
as FUMATECH. Fumatech technology grants to our lamps the same 
strength features of a metal post, combined with all the advantages in 
terms of rust and corrosion resistance that only a resin material can 

L’azienda Fumagalli ha  e sviluppato un’esclusiva tecnologia per 
la fabbricazione dei pali, registrata come FUMATECH. La tecnologia 

48 YEARS

EXPERIENCE
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FUMATECH

ANTI CORROSION

Thanks to the outer resin material, 
Fumagalli lamps are protected against 
rust and corrosion, even if subjected
to saline or polluted environments. 

NO MAINTENANCE

molded in the paste of material to grant the 

SAFE

isolates the lamp from electrical discharges 

UNAFFECTED BY CHEMICAL 
FERTILIZERS

UV-RAYS STABILIZED

Fumagalli products are made of UV stabilized 
materials to avoid color fading of the outer 
surface under the sun. Ideal in hot and cold 
climate.

PRODUCT ADVANTAGES
ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

CLASS II
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CERTIFIED QUALITY

Fumagalli Srl has implemented and maintains a management system, which meets the 
requirements of the standard ISO 9001:2015
Network IQNET

SQS.

ISO 9001:2015 IQNET, che è il 

dall’Associazione Svizzera per Sistemi di Qualità e di Managment SQS. 

ISO 
9001:2015

Luminaires CSA C22.2 No. 250.0.

with the report about the following tests conducted on Fumagalli products: Grounding 

Sprinkler Test.

canadesi CSA C22.2 No. 250.0.

Sprinkler Test.
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CERTIFIED QUALITY

 

the highest levels of quality in the full respect of enviroment and person.

 To allow a direct market access of our products in more than 50 countries all over the 

laboratories within the IECEE CB scheme

IECEE CB

Fumagalli customers upon request.

IECEE Member Countries at present:

Australia
Austria
Bahrain
Belarus
Belgium
Brazil
Bulgaria
Canada
China
Colombia

Czech Republic
Denmark
Finland
France
Germany
Greece
Hungary
India
Indonesia
Ireland
Israel
Italy

Kenya
Korea,Rep.Of

Malaysia

Netherlands
New Zealand
Nigeria
Norway
Pakistan
Poland
Portugal

Saudi Arabia
Serbia, Rep.Of
Singapore 
Slovakia
Slovenia
South Africa
Spain
Sweden
Switzerland
Thailand
Turkey
Ukraine
United Arab Emirates
United Kingdom
USA
Vietnam

IECEE CB
SCHEME
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TECHNICAL ASSISTANCE
COMPANY

ERP
6000 h

> 80%

LVD
TESTED  l

RoHS
REACH
COMPLIANT

sostanze pericolose) e al regolamento REACH (EC) No. 1907/2006 sulla concentrazione di sostanze ad alto rischio.

market access in more than 50 countries all over the world.

: 
IECEE CB
SCHEME

EMC
TESTED

 l

LED lamps (GX53, GU10, G9, E27, R7s) obtained 

standards EN 60968:2015, EN 62031:2008, IEC/
TR 62778:2014, IEC 62560:2012/A1:2015, EN 
62493:2015.  
includes also the following test reports: 

 TÜV 
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HOW TO READ THE CATALOGUE

HOW TO READ THE CODES

COMPANY

CURRENT
SECTION

PHOTO
suggested 
application

CODE 
NUMBER

PAGE
NUMBER

FIXTURE SIZE 
AND DRAWINGS

catalogue 
INDEX

product
NAME

category 
NAME

PACKAGING
DETAILS

CODE
NUMBER

IDENTIFIES 
THE DIFFUSER IDENTIFIES THE 

SYSTEM IF PRESENT

IDENTIFIES THE TYPE OF 
ELECTRIFICATION AND THE 

EVENTUAL PRESENCE 
OF LED  LAMPS

VARIANT
OF COMPONENTS SUCH AS AN 

EVENTUAL LOUVRE OR BACKLIT BASE 
ON THE BULKHEAD RANGE

IDENTIFIES THE COLOUR OF THE STRUCTURE

A
W
L
V
B

BLACK
WHITE 

GREY
ANTIQUE GREEN*

ANTIQUE BRONZE*
 

IDENTIFIES THE COLOUR OF THE 
DIFFUSER OR THE GLOBE

X
Y
Z
N
R
U

IDENTIFIES THE STRUCTURE 
ON WITCH THE DIFFUSER IS 

MOUNTED (POLE, BRACKET, BASE)

CLEAR / FROSTED
OPAL (milky white) 
SMOKED  (for globes only)
GREEN
ORANGE
BLUE
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UP&DOWN
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AB1.000.J1K

UP & DOWN
ABRAM

Plafoniera con emissione della luce 
UP&DOWN, disponibile in tre diverse 
misure e potenze. Realizzata in resina 

Fornita con inclusa lampadina a LED R7s 
con Kelvin impostabile

ABRAM 150
AB1.000

ABRAM 190
AB2.000

ABRAM 270
AB3.000

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

WALL

2700 K 4000 K 6500 K

CCT SETTABLE
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ABRAM - COMPONENTS ABRAM

ABRAM 150

COVER

COVER

della luce. Disponibile in tre diverse misure.

MODULE 

MODULO 

.

Wall BASE

BASE 

UP & DOWN
ABRAM

ABRAM 270ABRAM 190

R7s LED 100 - 240 V SUFFIX

3 W 400 Lm 4000 K

2700 K

4000 K

2700 K

1100 Lm 4000 K

2700 K

R7s LED
78

118

R7s LED

189

R7s LED

LED LAMPS 

LVD ERP
6000hEMC

Grey

 Moulded colours: 

Diffuser PC:
Black White

Clear

Dimensions and weight
Width: 155/195/265 mm
Height: 120 mm
Depth: 60 mm
Weight: 0,36/0,44/0,60 Kg

120

155/195/265

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K

- 29 -
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UP&DOWN
ABRAM

AB2.000.K1K

AB3.000.P1K

AB1.000.J1K
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UP&DOWN
ABRAM

ABRAM 150 ABRAM 270ABRAM 190

ABRAM 150 ABRAM 190

Pcs 30
Kg  11
mc  0,057

Pcs 30
Kg  13,3
mc  0,057

7,5W AB2.000.K1K3W AB1.000.J1K

ABRAM 270

Pcs 14
Kg  8,5
mc  0.057

10,5W AB3.000.P1K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

155
60

120

195
60

120

265 60

120

- 31 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



1A1.000.F1L

UP & DOWN
FRANCY

della luce UP&DOWN. Realizzata in 

Fornita con incluse lampadine LED-CB 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL

FRANCY
1A1.000

- 32 -
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FRANCY - COMPONENTS FRANCY

Dimensions and weight
Width: 130 mm
Height: 300 mm
Depth: 90 mm
Weight: 0,7 Kg

300

130

E27

 

100 - 240 V SUFFIX

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

6W
8W

12W

60W
75W

100W
incandescent

E27 with sensor

100 - 240 V SUFFIX

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90% SAVE 90%

COVER

COVER

DIFFUSER

DIFFUSORE 

base della plafoniera.

BASE

BASE 

UP & DOWN
FRANCY

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

LED LAMPS 

LVD ERP
6000hEMC

FRANCY-OPFRANCY

- 33 -
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UP&DOWN
FRANCY

1A1.000.F1R

1A1.000.F1L
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FRANCY

Pcs 24
Kg 18,2
mc  0,12

UP&DOWN
FRANCY

FRANCY-OPFRANCY

1A1.000.F1L 6W 1A1.000.F1R

1A1.000.M1L 8W 1A1.000.M1R

1A1.000.N1L 12W 1A1.000.N1R

E27 FILAMENT LED
LAMP INCLUDED

4000K 2700K

85

130

300

- 35 -
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UP & DOWN
MARTA 90

 GU10  LED 

Plafoniera up&down realizzata in 

emissione della luce in una sola direzione o 
con apertura doppia ed emissione della luce 
up&down. Fornito nella versione standard 
con inclusa lampadina a LED GU10 con 
Kelvin impostabile 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL

MARTA 90-1L
1A4.000

MARTA 90-2L
2A4.000

2A4.000.L2K

2700 K 4000 K

CCT SETTABLE
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GU10 LED 100 - 240 V SUFFIX

M
A

R
TA

 9
0

-1
L 4000 K

2700 K

6 W 600 Lm
4000 K

2700 K

M
A

R
TA

 9
0

-2
L 4000 K

2700 K

12 W 1200 Lm
4000 K

2700 K

 

GU10
LED

GU10
LED

   

GU10
LED

GU10
LED

   

3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

MARTA 90
UP & DOWN

MARTA 90 - COMPONENTS MARTA 90

170

Blue

Green OrangeFrosted

92

DIFFUSER

DIFFUSORE

Dimensions and weight
Width: 92 mm
Height: 170 mm
Depth: 80 mm
Weight: 0,5 Kg

Grey

 Moulded colours: 

Diffuser PC:
Black White

BODY

CORPO

BASE

BASE

LED LAMPS 

LVD ERP
6000hEMC

MARTA 160MARTA 90

CCT SETTABLE LED LAMP

2700 K 4000 K

- 37 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



UP & DOWN
MARTA 90

1A4.000.LNU1K

2A4.000.L2K

1A4.000.L1K
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UP & DOWN
MARTA 90

170

80

92

MARTA 90-1L MARTA 90-2L

Pcs 36
Kg  17,3
mc  0,12

Pcs 36
Kg  21,9
mc  0,12

3,5W 1A4.000.U1K 2x3,5W 2A4.000.U2K

170

80

92

MARTA 160MARTA 90

6W 1A4.000.L1K 2x6W 2A4.000.L2K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K
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UP & DOWN
MARTA 160

Plafoniera up&down realizzata in 

emissione della luce in una sola direzione o 
con apertura doppia ed emissione della luce 
up&down. Fornita con incluse lampadine a 
LED GX53 con kelvin impostabile

MARTA 160-1L
1A6.000

MARTA 160-2L
2A6.000

2A6.000.WUD2K

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

WALL

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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UP & DOWN
MARTA 160

MARTA 160 - COMPONENTS MARTA 160

192

164

DIFFUSER

DIFFUSORE Dimensions and weight
Width: 164 mm
Height: 192 mm
Depth: 145 mm
Weight: 1,1 Kg

BODY

CORPO

BASE

BASE

Blue

Green OrangeFrosted

Grey

 Moulded colours: 

Diffuser PC:
Black White

SUFFIX

E27 100 - 240 V SUFFIX

M
A

R
TA

 1
6
0

-1
L 

E2
7

GX53 LED 100 - 240 V SUFFIX

M
A

R
TA

 1
6
0

-1
L

3 W 4000 K

3000 K

800 Lm 4000 K

3000 K

10 W 1200 Lm 4000 K

3000 K

M
A

R
TA

 1
6
0

-2
L

6 W
4000 K

3000 K

14 W 1600 Lm 4000 K

3000 K

20 W 2400 Lm 4000 K

3000 K

GX53
LED

GX53
LED

GX53
LED

GX53
LED

LED LAMPS 

LVD ERP
6000hEMC

MARTA 160MARTA 90

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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UP & DOWN
MARTA 160

2A6.000.D2K

2A6.000.LRD2K

1A6.000.D1K
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UP & DOWN
MARTA 160

MARTA 160

MARTA 160-1L GX53 MARTA 160-2L GX53

Pcs 18
Kg  26
mc  0,12

Pcs 18
Kg  20
mc  0,12

Pcs 18
Kg  28
mc  0,12

192145

164

192145

164

192145

164

E27 lampholder 1A6.000.E27

2x3W 2A6.000.G2K3W 1A6.000.G1K

2x7W 2A6.000.C2K7W 1A6.000.C1K

2x10W 2A6.000.D2K10W 1A6.000.D1K

MARTA 90

MARTA 160-1L E27

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

- 43 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



UP & DOWN
FRANCA 90

 GU10 

luce in una sola direzione o con apertura 
doppia ed emissione della luce up&down. 
Fornita con inclusa lampadina a LED GU10 
con Kelvin impostabile

FRANCA 90
3A7.000

FRANCA 90-1L
WALL

3A7.002

FRANCA 90-2L
WALL

3A7.003

FRANCA 90
SPIKE

3A7.001

3A7.003.U2K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL SPIKECEILING

2700 K 4000 K

CCT SETTABLE
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UP & DOWN
FRANCA 90

FRANCA 90 - COMPONENTS FRANCA 90

115

Blue

Green OrangeFrosted

95

DIFFUSER

DIFFUSORE

Dimensions and weight
Diameter: Ø95 mm
Height: 115 mm
Weight: 0,4 Kg

Grey

 Moulded colours: 

Diffuser PC:
Black White

COVER

COVER

INSTALLATION ELEMENTS

BODY

CORPO 

CONNECTION RING

GHIERA

FRANCA 90 WALL FRANCA 90-2L WALL FRANCA 90 SPIKEFRANCA 90

SUFFIXGU10 LED 100 - 240 V SUFFIX

GU10
LED

4000 K

2700 K

6 W 600 Lm

4000 K

2700 K

 

GU10
LED

   

3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K
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UP & DOWN
FRANCA 90

1A4.000

3A7.002.L1K

3A7.000.L1K

3A7.003.U2K

3A7.001.U1K
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UP & DOWN
FRANCA 90

FRANCA 90

FRANCA 90-2L WALL

FRANCA 90 SPIKE

FRANCA 90-1L WALL

Pcs 30
Kg  12,6
mc  0,09

Pcs 20
Kg 22
mc  0,12

Pcs 30
Kg  13,6
mc  0,09

Pcs 30
Kg  13,6
mc  0,09

3,5W 3A7.000.U1K

2 x 3,5W 3A7.003.U2K

3,5W 3A7.001.U1K

3,5W 3A7.002.U1K

115

95 180

115

95

110

128

95

FRANCA 90 WALL FRANCA 90-2L WALL FRANCA 90 SPIKEFRANCA 90

240

110

95

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

2 CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W 3A7.000.L1K

2 x 6W 3A7.003.L2K

6W 3A7.001.L1K

6W 3A7.002.L1K
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DOWNLIGHT
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NOME
CATEGORIADOWNLIGHT
LIVIA 60

G9  

Fornita con inclusa lampadina a LED G9, 

1A9.000.Z1L

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

LIVIA 60
1A9.000
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LIVIA 60
DOWNLIGHT

LIVIA 60 - COMPONENTS LIVIA 60

69

Frosted

60

BASE made of shockproof resin material suitable for the 

lampholder.

BASE 

Dimensions and weight 
Diameter: Ø60 mm 
Height: 69 mm
Weight: 0,10 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER made of shockproof resin material, UV-rays stabilized, 
rust and corrosion-free. Quick and easy locking system to the 

COVER 

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

LED LAMPS 

Technical details on page 552.

LVD ERP
6000hEMC

G9 LED 100 - 240 V *ADD.
SUFFIX

1,7 W 170 Lm
4000 K .Z1L

3000 K .Z1R

Ceiling 
G9 LED lamp included. Quick and 

easy lamp replacement for a very simple maintenance 

COST SAVING: 
BUILT-IN DRIVER: quick and easy lamp replacement
GREAT FLEXIBILITY:
FUTURE-PROOFED LUMINARIES: performances easy 
to upgrade to latest technology developments
100-240V: 

G9
LED
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NOME
CATEGORIADOWNLIGHT
LIVIA 90

 

lampadine a LED GU10 con 
Kelvin impostabile

2A9.000.L1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

LIVIA 90
2A9.000

2700 K 4000 K

CCT SETTABLE
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LIVIA 90
DOWNLIGHT

LIVIA 90 - COMPONENTS LIVIA 90

105

Frosted

96

BASE made of shockproof resin material suitable for the 

lampholder.

BASE 

Dimensions and weight 
Diameter: Ø96 mm 
Height: 105 mm
Weight: 0,26 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER made of shockproof resin material, UV-rays stabilized, 
rust and corrosion-free. Quick and easy locking system to the 

COVER 

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

GU10 LED 100 - 240 V *ADD.
SUFFIX

GU10
LED

3,5W 350 Lm
4000 K

.U1K
2700 K

6W 600 Lm
4000 K

.L1K
2700 K

Ceiling 
 GU10 LED lamp 

COST SAVING: 
BUILT-IN DRIVER: quick and easy lamp replacement
GREAT FLEXIBILITY:
FUTURE-PROOFED LUMINARIES: performances easy to 
upgrade to latest technology developments
SUITABLE FOR OUTDOOR USE: built-in driver fully 
protected against heat and humidity by silicone paste.

GU10
LED

   

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

CCT SETTABLE LED LAMP

2700 K 4000 K3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

SAVE 95%

LED LAMPS 

Technical details on page 552.

LVD ERP
6000hEMC
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NOME
CATEGORIADOWNLIGHT
LIVIA 160

lampadine a LED GX53 con 
Kelvin impostabile

3A9.000.D1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

LIVIA 160
3A9.000

3000 K 4000 K 6500 K

CCT SETTABLE
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LIVIA 160
DOWNLIGHT

LIVIA 160 - COMPONENTS LIVIA 160

100

Frosted

160

BASE made of shockproof resin material suitable for the 

lampholder.

BASE 

Dimensions and weight 
Diameter: Ø160 mm 
Height: 100 mm
Weight: 0,76 Kg

Grey

Moulded colours: 

Diffuser PC:
Black White

COVER made of shockproof resin material, UV-rays stabilized, 
rust and corrosion-free. Quick and easy locking system to the 

COVER 

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

LED LAMPS 

Technical details on page 552.

LVD ERP
6000hEMC

GX53 LED 100 - 240 V *ADD.
SUFFIX

3 W 350 Lm 4000 K

3000 K

7 W .C1K800 Lm 4000 K

3000 K

10 W .D1K1200 Lm 4000 K

3000 K

Ceiling 

included

COST SAVING: 
BUILT-IN DRIVER: quick and easy lamp replacement
GREAT FLEXIBILITY:
FUTURE-PROOFED LUMINARIES: performances easy 
to upgrade to latest technology developments
SUITABLE FOR OUTDOOR USE: built-in driver fully 
protected against heat and humidity by silicone paste.

GX53
LED

GX53
LED

3W
350 Lm

40W
incandescent

7W
10W

75W
100W

incandescent

SAVE 90%

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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DOWNLIGHT
LIVIA 180

lampadine a LED E27 ad ALTA 
POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

4A9.000.Q1L

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

CEILING

LIVIA 180
4A9.000
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E27 HIGH POWER LED 100 - 240 V SUFFIX

E27

1800 Lm

4000 K

3000 K

E27

30 W

4000 K

3000 K

LIVIA 180
DOWNLIGHT

LIVIA 180 - COMPONENTS LIVIA 180

200

Frosted

180

BASE 

BASE 

Dimensions and weight
Diameter: Ø180 mm
Height: 200 mm
Weight: 1,10 Kg

Grey

 Moulded colours: 

Diffuser PC:
Black White

COVER 

COVER 

DIFFUSER 

DIFFUSORE 

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

LED LAMPS 

LVD ERP
6000hEMC

15W
1800 Lm

100W
incandescent

SAVE 
85%

30W
3500 Lm

50W
HQI-SON

SAVE 
40%
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DOWNLIGHT
LIVIA RANGE

1A9.000.Z1R

4A9.000.XXX

2A9.000.L1K

3A9.000.D1K

4A9.000.Q1R
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DOWNLIGHT
LIVIA RANGE

LIVIA 60 LIVIA 90

3.5 W 2A9.000.U1K

6 W 2A9.000.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

LIVIA 160

3W 3A9.000.G1K

7W 3A9.000.C1K

10W 3A9.000.D1K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

LIVIA 180

E27 HIGHPOWER LED LAMP INCLUDED

LIVIA 160 LIVIA 180LIVIA 90LIVIA 60

1A9.000.Z1L 1,7W 1A9.000.Z1R

G9 LED LAMP INCLUDED4000K 3000K

60

69

44

105

76

96

180

200

140

160

100

145

4A9.000.R1L 15W 4A9.000.R1R

4A9.000.Q1L 30W 4A9.000.Q1R

4000K 3000K

Pcs 50
Kg 13,1
mc 0.057

Pcs 30
Kg  12,6
mc  0,09

Pcs 18
Kg 15,3
mc 0,092

Pcs 12
Kg  22,5
mc  0,147
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DOWNLIGHT/DECKLIGHT
TERESA

UV-TREATED PUBLIC RESIDENTIAL WALK-OVERDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE RECESSED

TERESA
2L0.000

TERESA 1L
2L1.000

TERESA 2L
2L2.000

TERESA 
SQUARE

2L4.000

Disponibile con forma quadrata o circolare 
in diverse versioni di cover. Fornita con 
inclusa lampadina a LED G9

2L1.000.Z1L

RECESSED INDOOR
OUTDOOR

DECKLIGHT INSTALLATIONDOWNLIGHT INSTALLATION

DOWNLIGHT - 60 -
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DOWNLIGHT/DECKLIGHT
TERESA

Dimensions and weight
Installation housing depth: 90/70mm
Diameter: Ø 50 mm
Weight: 0,2 Kg 

TERESA - COMPONENTS TERESA

70

Blue Green Orange

HOUSING

CASSA

METAL SPRING

MOLLETTA METALLICA

COVER

COVER

Ø 50

DIFFUSER

DIFFUSORE

G9 LED 100 - 240 V SUFFIX

4000 K

3000 K

G9 

G9
LED

Grey

  Cover colours:

Diffuser PC:
Black White

Frosted

LED LAMPS 

LVD ERP
6000hEMC

TERESA TERESA 1L TERESA 2L TERESA SQUARE
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DOWNLIGHT/DECKLIGHT
TERESA

2L4.000.Z1L

2L2.000.Z1L

2L0.000.Z1L
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DOWNLIGHT/DECKLIGHT
TERESA

TERESA

TERESA 1L TERESA 2L

2L0.000.Z1L 1,7W 2L0.000.Z1R

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED G9 LED LAMP INCLUDED

4000K

4000K

TERESA SQUARE

G9 LED LAMP INCLUDED

4000K

3000K

3000K

3000K

47

70

Ø50 Ø50

70

47

3000K

4000K

2L1.000.Z1L 1,7W 2L1.000.Z1R 2L2.000.Z1L 1,7W 2L2.000.Z1R

2L4.000.Z1L 1,7W 2L4.000.Z1R

TERESA TERESA 1L TERESA 2L TERESA SQUARE

47

70

90

47

70

Ø50

70

47

90

70

47

Ø50

70

47

47

90

70

47

70
4

90

70

 Pcs 50
Kg 13,1
mc 0,057

 Pcs 50
Kg 13,1
mc 0,057

 Pcs 50
Kg 13,1
mc 0,057

 Pcs 50
Kg 13,1
mc 0,057
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NOME
CATEGORIA

- 64 -- 64 -
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NOME
CATEGORIA

IN-GROUND
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ALDO

UV-TREATED PUBLIC RESIDENTIAL WALK-OVERDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE IN-GROUND

ALDO
1L0.000

ALDO 1L
1L1.000

ALDO 2L
1L2.000

ALDO 
SQUARE

1L4.000

Disponibile con forma quadrata o circolare 
in diverse versioni di cover. Fornita con 
inclusa lampadina a LED G9

1L1.000.Z1L

RECESSED INDOOR
OUTDOOR

WALL RECESSED INSTALLATIONIN GROUND INSTALLATION
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ALDO

Dimensions and weight
Installation housing depth:110/70mm
Diameter: Ø 50 mm
Weight: 0,2 Kg 

ALDO - COMPONENTS ALDO

110

Blue Green Orange

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER

COVER

Ø 50

DIFFUSER

DIFFUSORE

G9 LED 100 - 240 V SUFFIX

4000 K

3000 K

G9 

G9
LED

Grey

  Cover colours:

Diffuser PC:
Black White

Frosted

LED LAMPS 

LVD ERP
6000hEMC

WALK-OVER

70

ALDO ALDO 1L ALDO 2L ALDO SQUARE
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ALDO

1L4.000.LNZ1L

1L0.000.Z1L

1L1.000.LUZ1L

1L0.000.Z1L

1L2.000.Z1L

1L2.000.Z1L
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ALDO

ALDO 1L ALDO 2L

1L0.000.Z1L 1,7W 1L0.000.Z1R

G9 LED LAMP INCLUDED

G9 LED LAMP INCLUDED G9 LED LAMP INCLUDED

4000K

4000K

ALDO SQUARE

G9 LED LAMP INCLUDED

4000K

3000K

3000K

3000K

Ø50

Ø50

47

110

47

110

3000K

4000K

1L1.000.Z1L 1,7W 1L1.000.Z1R 1L2.000.Z1L 1,7W 1L2.000.Z1R

1L4.000.Z1L 1,7W 1L4.000.Z1R

ALDO

Pcs 50
Kg  13,1
mc  0,057

Pcs 50
Kg  13,1
mc  0,057

Pcs 50
Kg  13,1
mc  0,057

Pcs 50
Kg  13,1
mc  0,057

ALDO ALDO 1L ALDO 2L ALDO SQUARE

70

47

110

70

Ø50

70

Ø50

70

110

47
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NOME
CATEGORIA
CECI 90

1F1.000.U1K

UV-TREATED PUBLIC RESIDENTIAL DRIVE-OVERDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE IN-GROUND

 GU10 

quadrata o circolare in diverse versioni di 
cover. Fornito con inclusa lampadina a LED 
GU10 con Kelvin impostabile

CECI 90-SQ
1F4.000

CECI 90-3L
1F3.000

CECI 90
1F1.000

CECI 90-2L
1F2.000

2700 K 4000 K

CCT SETTABLE
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CECI 90

Dimensions and weight
Installation housing depth: 127 mm
Diameter: Ø 92 mm
Weight: 0,35 Kg 

CECI 90 - COMPONENTS CECI 90

127

Grey

 Cover colours: 

Diffuser PC:

 

Black

Blue Green Orange

HOUSING

CASSA 

INSTALLATION HOUSING

CONTRO-CASSA

Frosted

Ø 92

DIFFUSER

DIFFUSORE

DRIVE-OVER

COVER

COVER

CECI 120CECI 90 CECI 160

GU10 LED 100 - 240 V SUFFIX

GU10
LED

4000 K

2700 K

6W 600 Lm
4000 K

2700 K

 

 

GU10
LED

   

3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K
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CECI 90

1F1.000.U1L

1F2.000.U1K

1F1.000.U1K

1F4.000.ARU1K1F3.000.U1K
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127

92 85

CECI 90

127

92 85

127

92 85

CECI 90

CECI 90-2L

127

92 85

CECI 90-3L

CECI 90-SQ

3,5W 1F1.000.U1K

3,5W 1F2.000.U1K

3,5W 1F3.000.U1K

3,5W 1F4.000.U1K

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

Pcs 40
Kg  13,7
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W 1F1.000.L1K

6W 1F2.000.L1K

6W 1F3.000.L1K

6W 1F4.000.L1K
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NOME
CATEGORIA
CECI 120

CECI 120
2F1.000

CECI 120-2L
2F2.000

CECI 120-3L
2F3.000

CECI 120-SQ
2F4.000

UV-TREATED PUBLIC RESIDENTIAL DRIVE-OVERDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE IN-GROUND

 

quadrata o circolare in diverse versioni di 
cover. Fornito con inclusa lampadina a LED 
GX53 con Kelvin impostabile

2F1.000.G1K

3000 K 4000 K 6500 K

CCT SETTABLE
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CECI 120

Dimensions and weight
Installation housing depth: 93 mm
Diameter: Ø 120 mm
Weight: 0,45 Kg 

CECI 120 - COMPONENTS CECI 120

93

Grey

 Cover colours: 

Diffuser PC:
Black

Frosted

Blue Green Orange

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

Ø 120

DRIVE-OVER

COVER

COVER

DIFFUSER

DIFFUSORE

CECI 120CECI 90 CECI 160

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

 

3W
350 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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CECI 120

2F1.000.G1K 2F2.000.LUG1K
2F4.000.G1K

2F3.000.AUG1K
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CECI 120

117

93120

117

93120

CECI 120

CECI 120-2L

117

93120

117

93120

CECI 120-3L

CECI 120-SQ

3W 2F1.000.G1K

3W 2F2.000.G1K

3W 2F3.000.G1K

3W 2F4.000.G1K

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

Pcs 36
Kg  15,7
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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3F3.000.D1K

CECI 160

CECI 160
3F1.000

UV-TREATED PUBLIC RESIDENTIAL DRIVE-OVERDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE IN-GROUND

CECI 160-2L
3F2.000

CECI 160-3L
3F3.000

CECI 160-SQ
3F4.000

quadrata o circolare in diverse versioni di 
cover. Fornito con inclusa lampadina a LED 
GX53 con Kelvin impostabile

3000 K 4000 K 6500 K

CCT SETTABLE
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CECI 160

Dimensions and weight
Installation housing depth: 111 mm
Diameter: Ø 160 mm
Weight: 0,8 Kg 

CECI 160 - COMPONENTS CECI 160

111

Grey

 Cover colours: 

Diffuser PC:
Black

Blue Green Orange

DRIVE-OVER

Frosted

HOUSING

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER

COVER

Ø 160

DIFFUSER

DIFFUSORE

GX53 LED 100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K

3000 K

10 W 1200 Lm 4000 K

3000 K

7W
800 Lm

75W
incandescent

10W
1200 Lm

100W
incandescent

 

SAVE 90%

SAVE 90%

CECI 120CECI 90 CECI 160

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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CECI 160

3F2.000.AUD1K

3F1.000.C1K 3F3.000.C1K3F4.000.C1K
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CECI 160

160
111

147

160
111

147

160 111

147

160
111

147

CECI 160

CECI 160-2L

CECI 160-3L

CECI 160-SQ

7W 3F1.000.C1K 7W 3F3.000.C1K

7W 3F2.000.C1K 7W 3F4.000.C1K

10W 3F1.000.D1K 10W 3F3.000.D1K

10W 3F2.000.D1K 10W 3F4.000.D1K

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

Pcs 18
Kg  14,3
mc  0,084

CECI 120CECI 90 CECI 160

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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BRICKLIGHT
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NINA
RECESSED LAMP

inclusa lampadina a LED R7s con Kelvin 
impostabile

NINA 150
6C1.000

NINA 190
7C1.000

NINA 270
8C1.000

PUBLIC RESIDENTIAL

RECESSED INDOOR
OUTDOOR

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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6C1.000.J1K

2700 K 4000 K 6500 K

CCT SETTABLE



R7s LED 100 - 240 V SUFFIX

3 W 400 Lm 4000 K

2700 K

4000 K

2700 K

1100 Lm 4000 K

2700 K

 R7s

R7s LED
78

118

R7s LED

189

R7s LED

NINA

NINA
RECESSED LAMP

NINA - COMPONENTS

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

NINA 150 NINA 190 NINA 270

COVER 

COVER 

LED LAMPS 

LVD ERP
6000hEMC

Dimensions and weight
Width: 145/185/255 mm
Height: 50 mm
Installation housing depth: 50 mm
Weight: 0,26/0,31/0,72 Kg

50

145/185/255

Opal MODULE

MODULO 

INSTALLATION HOUSING 

CONTRO-CASSA

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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NINA
RECESSED LAMP
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7C1.000.K1K

8C1.000.P1K



NINA
RECESSED LAMP

NINA 150 NINA 190 NINA 270
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NINA 190

NINA 150

NINA 270

255

50

50

185

50

50

 Pcs 50
Kg 15,7
mc 0,057

 Pcs 50
Kg 13,1
mc 0,057

 Pcs 30
Kg 21,6
mc 0,057

3W 6C1.000.J1K

7,5W 7C1.000.K1K

10,5W 8C1.000.P1K

145

50

50

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K



LORENZA
SURFACE LAMP

 

Disponibile in tre diverse misure e potenze. 
Fornita con inclusa lampadina a LED R7s 
con Kelvin impostabile

LORENZA 150
AS1.000

LORENZA 270
AS3.000

LORENZA 190
AS2.000

AS1.000.J1K

PUBLIC RESIDENTIALUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

WALL - 88 -
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CCT SETTABLE



LORENZA

LORENZA
SURFACE LAMP

LORENZA - COMPONENTS

MODULE

MODULO 

Wall BASE 

BASE 

COVER 

COVER 

LORENZA 150 LORENZA 190 LORENZA 270

Grey

 Moulded colours: 

Diffuser PC:
Black White

Clear

LED LAMPS 

LVD ERP
6000hEMC

150

150/190/270

Dimensions and weight
Width: 150/190/260 mm
Height: 150 mm
Depth: 45 mm
Weight: 0,47/0,55/0,78 Kg

R7s LED 100 - 240 V SUFFIX

3 W 400 Lm 4000 K

2700 K

4000 K

2700 K

1100 Lm 4000 K

2700 K

 R7s

R7s LED
78

118

R7s LED

189

R7s LED

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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LORENZA
SURFACE LAMP

AS1.000.J1K

AS3.000.P1K

AS2.000.K1K
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LORENZA 190LORENZA 150

LORENZA 270

45

150

260

45

150

190

 Pcs 24
Kg 13,4
mc 0,057

 Pcs 24
Kg 11,3
mc 0,057

 Pcs 14
Kg 11
mc 0,057

3W AS1.000.J1K 7,5W AS2.000.K1K

10,5W AS3.000.P1K

45

150

150

LORENZA
SURFACE LAMP

LORENZA 150 LORENZA 190 LORENZA 270

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE R7s LED LAMP INCLUDED
2700K/4000K/6500K
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RECESSED LAMP
LETI 100 ROUND

2C1.000.G1K

Fornito con lampadina a LED GX53 
con Kelvin regolabile

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

RECESSED

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 100 ROUND
2C1.000

LETI 100 ROUND-GR
2C2.000

LETI 100 ROUND-EL
2C3.000

LETI 100 ROUND-ST
2C4.000
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GX53 LED 100 - 240 V SUFFIX

3 W 4000 K

3000 K

GX53
LED

3W
350 Lm

40W
incandescent

SAVE 93%

LETI 100 ROUND - COMPONENTS LETI 100 ROUND

Dimensions and weight
Diameter: Ø 134 mm
Installation housing depth: 80 mm
Weight: 0,4 Kg

RECESSED LAMP
LETI 100 ROUND

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 134

Opal DIFFUSER 

DIFFUSORE

HOUSING 

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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2C2.000.G1K2C4.000.G1K2C1.000.G1K

2C3.000.G1K

RECESSED LAMP
LETI 100 ROUND
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LETI 100 ROUND-GR

LETI 100 ROUND-ST

LETI 100 ROUND

LETI 100 ROUND-EL

80

96134

80

96134

80

96134

80

96134

RECESSED LAMP
LETI 100 ROUND

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

3W 2C1.000.G1K

3W 2C3.000.G1K

3W 2C2.000.G1K

3W 2C4.000.G1K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

- 95 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



3C1.000.G1K

RECESSED LAMP
LETI 100 SQUARE

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

RECESSED

con inclusa lampadina a LED GX53 con Kelvin 
impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 100 SQUARE
3C1.000

LETI 100 SQUARE-GR
3C2.000

LETI 100 SQUARE-EL
3C3.000

LETI 100 SQUARE-ST
3C4.000
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LETI 100 SQUARE - COMPONENTS LETI 100 SQUARE

RECESSED LAMP
LETI 100 SQUARE

Dimensions and weight
Height: 115 mm
Width: 115 mm
Installation housing depth: 80 mm
Weight: 0,4 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

115

115

Opal DIFFUSER 

DIFFUSORE

HOUSING 

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

3W
350 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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RECESSED LAMP
LETI 100 SQUARE

3C2.000.G1K

3C4.000.G1K

3C3.000.G1K

3C1.000.G1K
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RECESSED LAMP
LETI 100 SQUARE

LETI 100 SQUARE-GR

LETI 100 SQUARE-ST

LETI 100 SQUARE

LETI 100 SQUARE-EL

80

96115

80

96115

80

96115

80

96115

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

3W 3C1.000.G1K

3W 3C3.000.G1K

3W 3C2.000.G1K

3W 3C4.000.G1K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

- 99 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



RECESSED LAMP
LETI 200

4C4.000.G1K

- 100 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

RECESSED

inclusa lampadina a LED GX53 con Kelvin 

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 200
4C1.000

LETI 200-GL
4C2.000

LETI 200-RS
4C3.000

LETI 200-HS
4C4.000

LETI 200-VP
4C5.000

- 100 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



LETI 200 - COMPONENTS LETI 200

Opal DIFFUSER 

DIFFUSORE

HOUSING 

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

Dimensions and weight
Height: 113 mm
Width: 188 mm
Installation housing depth: 98 mm
Weight: 0,6 Kg

RECESSED LAMP
LETI 200

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

113

188COVER 

COVER 

 GASKET 

GUARNIZIONE

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

3W
350 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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4C2.000.G1K

4C5.000.G1K

4C3.000.G1K 4C4.000.G1K

4C1.000.G1K

RECESSED LAMP
LETI 200
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LETI 200-GLLETI 200

LETI 200-HSLETI 200-RS

LETI 200-VP

113

188

104

98

113

188

104

98

113 98

188 180

113

188

104

98

113

188

104

98

RECESSED LAMP
LETI 200

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

3W 4C1.000.G1K

3W 4C3.000.G1K

3W 4C5.000.G1K

3W 4C2.000.G1K

3W 4C4.000.G1K

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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RECESSED LAMP
LETI 300

5C4.000.G2K

- 104 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

RECESSED

2x 
 

corrosione. Fornita con incluse 2 lampadine a LED 
GX53 con Kelvin impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

LETI 300
5C1.000

LETI 300-GL
5C2.000

LETI 300-RS
5C3.000

LETI 300-HS
5C4.000

LETI 300-VP
5C5.000

- 104 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



LETI 300 - COMPONENTS LETI 300

Dimensions and weight
Height: 113 mm
Width: 293 mm
Installation housing depth: 98 mm
Weight: 0,9 Kg

RECESSED LAMP
LETI 300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

113

293

Opal DIFFUSER 

DIFFUSORE

HOUSING
 or 

CASSA

INSTALLATION HOUSING

CONTRO-CASSA

COVER 

COVER 

E27

SUFFIX

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

SAVE 90%

GX53 LED

 

. 

 

 
 

100 - 240 V SUFFIX

GX53
LED 6W .G2K4000 K

3000 K

2x 3W
700 Lm

60W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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RECESSED LAMP
LETI 300

5C4.000.G2K 5C5.000.G2K5C2.000.G2K

5C3.000.G2K

5C1.000.G2K
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LETI 300-GLLETI 300

LETI 300-HSLETI 300-RS

LETI 300-VP

113

293

104

98

113

293

104

98

113

293 284

98

113

293

104

98

113

293

104

98

RECESSED LAMP
LETI 300

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

 Pcs 24
Kg 22,7
mc 0,12

 Pcs 24
Kg 22,7
mc 0,12

 Pcs 24
Kg 22,7
mc 0,12

 Pcs 24
Kg 22,7
mc 0,12

 Pcs 24
Kg 22,7
mc 0,12

6W 5C1.000.G2K 6W 5C2.000.G2K

6W 5C3.000.G2K 6W 5C4.000.G2K

6W 5C5.000.G2K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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2S3.000.G1K

SURFACE LAMP
EXTRALETI 100 ROUND

- 108 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

 

con inclusa lampadina a LED GX53 
con Kelvin impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 100 
ROUND
2S1.000

EXTRALETI 100 
ROUND-GR

2S2.000

EXTRALETI 100 
ROUND-EL

2S3.000

EXTRALETI 100 
ROUND-ST

2S4.000

- 108 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



EXTRALETI 100 ROUND - COMPONENTS EXTRALETI 100 ROUND

Opal DIFFUSER 

DIFFUSORE

BODY 

CORPO

Dimensions and weight
Diameter: Ø 140 mm
Depth: 64/85 mm
Weight: 0,5 Kg

EXTRALETI 100 ROUND

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 140
COVER 

COVER 

 GASKET 

GUARNIZIONE

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 
100 ROUND

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

3W
350 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SURFACE LAMP
EXTRALETI 100 ROUND

2S3.000.G1K

2S1.000.G1K

2S2.000.G1K2S4.000.G1K
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EXTRALETI 100 ROUND

EXTRALETI 100 ROUND-GR

EXTRALETI 100 ROUND-ST

EXTRALETI 100 ROUND

EXTRALETI 100 ROUND-EL

64

140

67

140

67

140

85

140

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

3W 2S1.000.G1K

3W 2S3.000.G1K

3W 2S2.000.G1K

3W 2S4.000.G1K

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 
100 ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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3S4.000.G1K

SURFACE LAMP
EXTRALETI 100 SQUARE

- 112 -

 

con inclusa lampadina a LED GX53 con kelvin 
impostabile 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

EXTRALETI 100 
SQUARE
3S1.000

EXTRALETI 100 
SQUARE-GR

3S2.000

EXTRALETI 100 
SQUARE-EL

3S3.000

EXTRALETI 100 
SQUARE-ST

3S4.000

3000 K 4000 K 6500 K

CCT SETTABLE
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EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE

Dimensions and weight
Height: 120 mm
Width: 120 mm
Depth: 64/85 mm
Weight: 0,5 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

120

120

EXTRALETI 100 SQUARE - COMPONENTS

SURFACE LAMP

Opal DIFFUSER 

DIFFUSORE

BODY 

CORPO

COVER 

COVER 

 GASKET 

GUARNIZIONE

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 100 

ROUND

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

3W
350 Lm

40W
incandescent

SAVE 93%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SURFACE LAMP
EXTRALETI 100 SQUARE

3S4.000.G1K 3S2.000.G1K

3S3.000.G1K

3S1.000.G1K

SURFACE LAMP
EXTRALETI 100 SQUARE
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EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE-GR

EXTRALETI 100 SQUARE-ST

EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE-EL

64

120

67

120

67

120

85

120

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

 Pcs 48
Kg 20,3
mc 0,12

3W 3S1.000.G1K

3W 3S3.000.G1K

3W 3S2.000.G1K

3W 3S4.000.G1K

SURFACE LAMP
EXTRALETI 300EXTRALETI 200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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SURFACE LAMP
EXTRALETI 200

4S1.000.G1K
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UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

 

corrosione. Fornita con  lampadina a 
LED GX53 con Kelvin impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 200
4S1.000

EXTRALETI 200-GL
4S2.000

EXTRALETI 200-RS
4S3.000

EXTRALETI 200-HS
4S4.000 EXTRALETI 200-VP

4S5.000
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EXTRALETI 200

Dimensions and weight
Height: 120 mm
Width: 200 mm
Depth: 65/85 mm
Weight: 0,7 Kg

 Moulded colours: 

Diffuser PMMA:
Black White Grey

Opal

EXTRALETI 200

120

200

Opal DIFFUSER 

DIFFUSORE 

BODY 

CORPO

COVER 

COVER 

 GASKET 

GUARNIZIONE

SURFACE LAMP
EXTRALETI 300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

EXTRALETI 200 - COMPONENTS

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K

3000 K

3W
350 Lm

40W
incandescent

SAVE 93%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SURFACE LAMP
EXTRALETI 200

4S3.000.G1K 4S5.000.G1K4S4.000.G1K

4S1.000.G1K

4S2.000.G1K
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EXTRALETI 200-GLEXTRALETI 200

EXTRALETI 200-HSEXTRALETI 200-RS

EXTRALETI 200-VP

EXTRALETI 200

65

120

200

65

120

200

85

200

120

65

120

200

85

120

200

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

 Pcs 36
Kg 22,7
mc 0,12

3W 4S1.000.G1K

3W 4S3.000.G1K

3W 4S5.000.G1K

3W 4S2.000.G1K

3W 4S4.000.G1K

SURFACE LAMP
EXTRALETI 300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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SURFACE LAMP
EXTRALETI 300

5S1.000.G2K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL

 

corrosione. Fornita con incluse 2 lampadine 
a LED GX53 con Kelvin impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

EXTRALETI 300
5S1.000

EXTRALETI 300-RS
5S3.000

EXTRALETI 300-GL
5S2.000

EXTRALETI 300-HS
5S4.000

EXTRALETI 300-VP
5S5.000
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EXTRALETI 300 - COMPONENTS

Dimensions and weight
Height: 120 mm
Width: 300 mm
Depth: 65mm
Weight: 1 Kg

EXTRALETI 300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

EXTRALETI 300

120

300

Opal DIFFUSER 

DIFFUSORE

BODY 

CORPO

COVER 

COVER 

 GASKET 

GUARNIZIONE

SURFACE LAMPEXTRALETI 
300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

GX53 LED 100 - 240 V SUFFIX

6W .G2L4000 K

3000 K

 

. 

 

 
 

GX53
LED

2x 3W
700 Lm

60W
incandescent

SAVE 90%

65

NEW VERSION WITH SLIMMER BODY

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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5S3.000.G2K 5S5.000.G2K5S2.000.G2K

5S4.000.G2K

5S1.000.G2K

SURFACE LAMP
EXTRALETI 300
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EXTRALETI 300-GLEXTRALETI 300

EXTRALETI 300-HSEXTRALETI 300-RS

EXTRALETI 300-VP

120

300 65

120

300 65

120

300 85

120

300

85

120

300 65

SURFACE LAMP
EXTRALETI 300

 Pcs 20
Kg 19
mc 0,14

 Pcs 12
Kg 11
mc 0,14

 Pcs 20
Kg 19
mc 0,14

 Pcs 20
Kg 19
mc 0,14

 Pcs 12
Kg 11
mc 0,14

6W 5S1.000.G2K 6W 5S2.000.G2K

6W 5S3.000.G2K 6W 5S4.000.G2K

6W 5S5.000.G2K

EXTRALETI 
300

EXTRALETI 
200

EXTRALETI 
100 SQUARE

EXTRALETI 100 
ROUND

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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NOME
CATEGORIA
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NOME
CATEGORIA

FLOODLIGHT
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NOME
CATEGORIAFLOODLIGHT
MINITOMMY

1M1.001.U1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING SPIKE

INDOOR
OUTDOOR

MINITOMMY
1M1.000

MINITOMMY-EL
1M2.000

MINITOMMY 2L
3M1.000

MINITOMMY-EL 2L
3M2.000

corrosione. Idoneo per installazioni a 

Fornito nella versione standard con 
inclusa lampadina a LED GU10  con Kelvin 
impostabile 

2700 K 4000 K

CCT SETTABLE
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FLOODLIGHT
MINITOMMY

Dimensions and weight
Height:127 mm
Width: 122 mm
Weight: 0,45 Kg 

MINITOMMY - COMPONENTS MINITOMMY

127

Grey White

 Moulded Colours: 

Diffuser PC:

 

Black

Frosted

Blue Green Orange

TOMMYMINITOMMY

 

ELEMENTI DI FISSAGGIO:

COVER

COVER

SPIKE CONNECTION 
FITTING

ROTATION 
DISK

BODY
SUPPORT FORK

CORPO
FORCELLA

DIFFUSER

DIFFUSORE

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K

GU10 LED 100 - 240 V SUFFIX

GU10
LED

4000 K

3000 K

6W 600 Lm

4000 K

3000 K
GU10
LED

   

3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

- 127 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



FLOODLIGHT
MINITOMMY

1M1.001.L1K

3M1.001.U2K

1M1.000.LRU1K
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FLOODLIGHT
MINITOMMY

127

73

122 118

MINITOMMY

 Pcs 30
Kg 12,6
mc 0,092

310

73

122 118

MINITOMMY SPIKE

 Pcs 30
Kg 13,8
mc 0,092

TOMMYMINITOMMY

3,5W 1M1.000.U1K 3,5W 1M1.001.U1K

261/372

136/192

MINITOMMY 2L

 Pcs 18
Kg 16,2
mc 0,092

261 / 372

136 / 192

180

MINITOMMY 2L SPIKE

  Pcs 18
Kg 17
mc 0,092

2x3,5W 3M1.000.U2K 2x3,5W 3M1.001.U2K

6W 1M1.000.L1K 6W 1M1.001.L1K

2x6W 3M1.000.L2K 2x6W 3M2.000.L2K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
2700K/4000K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
2700K/4000K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K
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FLOODLIGHT
MINITOMMY-EL

3M2.001.L2K

1M2.001.U1K
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FLOODLIGHT
MINITOMMY-EL

261/372

136/192

MINITOMMY-EL 2L

261 / 372

136 / 192

180

MINITOMMY-EL 2L SPIKE

TOMMY-ELMINITOMMY-EL

2x3,5W 3M2.000.U2K 2x3,5W 3M2.001.U2K

127

73

122 135

MINITOMMY-EL

310

73

122 135

MINITOMMY-EL SPIKE

3,5W 1M2.000.U1K 3,5W 1M2.001.U1K

 Pcs 30
Kg 12,6
mc 0,092

 Pcs 30
Kg 13,8
mc 0,092

 Pcs 18
Kg 16,2
mc 0,092

  Pcs 18
Kg 17
mc 0,092

6W 1M2.000.L1K 6W 1M2.001.L1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GX53 LED LAMP INCLUDED
273000K/4000K

2x6W 3M2.000.L2K 2x6W 3M2.00.L2K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
2700K/4000K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
2700K/4000K
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NOME
CATEGORIAFLOODLIGHT
TOMMY

2M1.001.D1K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING SPIKE

INDOOR
OUTDOOR

TOMMY
2M1.000

TOMMY 2L
4M1.000

TOMMY-EL 2L
4M2.000

TOMMY-SQ
5M1.000

TOMMY-EL
2M2.000

 

corrosione. Idoneo per installazioni a 

inclusa 
lampadina a LED GX53 con Kelvin 
impostabile 

TOMMY-SQ 2L
6M1.000

3000 K 4000 K 6500 K

CCT SETTABLE
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FLOODLIGHT
TOMMY

Dimensions and weight
Height:165 mm
Width: 152 mm
Weight: 0,8 Kg 

TOMMY - COMPONENTS TOMMY

165

Grey White

Moulded Colours: 

Diffuser PC:

 

Black

Frosted

Blue Green Orange

COVER

COVER

TOMMYMINITOMMY

DIFFUSER

DIFFUSORE

GX53 LED 100 - 240 V SUFFIX

3 W 4000 K

3000 K

800 Lm 4000 K

3000 K

10 W 1200 Lm 4000 K

3000 K

 

GX53
LED

GX53
LED

3W
350 Lm

40W
incandescent

7W
10W

75W
100W

incandescent

SAVE 90%

SAVE 93%

BODY
SUPPORT FORK

CORPO
FORCELLA

 

ELEMENTI DI FISSAGGIO:

SPIKE CONNECTION 
FITTING

ROTATION 
DISK LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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FLOODLIGHT
TOMMY

2M1.000.D1K

4M1.001.AUD2K
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FLOODLIGHT
TOMMY

165

152

73

100

TOMMY

 Pcs 18
Kg 15,3
mc 0,092

73

340

152 100

TOMMY SPIKE

 Pcs 18
Kg 16
mc 0,092

TOMMYMINITOMMY

3W 2M1.000.G1K

7W 2M1.000.C1K

10W 2M1.000.D1K

3W 2M1.001.G1K

7W 2M1.001.C1K

10W 2M1.001.D1K

340/416

193/214

TOMMY 2L

340 / 416

193 / 214

180

TOMMY 2L SPIKE

 Pcs 8
Kg 13,9
mc 0,092

 Pcs 8
Kg 14,2
mc 0,092

2x3W 4M1.000.G2K

2x7W 4M1.000.C2K

2x10W 4M1.000.D2K

2x3W 4M1.001.G2K

2x7W 4M1.001.C2K

2x10W 4M1.001.D2K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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FLOODLIGHT
TOMMY-EL

4M2.001.D2K

2M2.001.D1K
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FLOODLIGHT
TOMMY-EL

340/416

193/214

TOMMY-EL 2L

340 / 416

193 / 214

180

TOMMY-EL 2L SPIKE

TOMMY-ELMINITOMMY-EL

2x3W 4M2.000.G2K

2x7W 4M2.000.C2K

2x10W 4M2.000.D2K

2x3W 4M2.001.G2K

2x7W 4M2.001.C2K

2x10W 4M2.001.D2K

165

152

73

122

TOMMY-EL

340

152

73

122

TOMMY-EL SPIKE

3W 2M2.000.G1K

7W 2M2.000.C1K

10W 2M2.000.D1K

3W 2M2.001.G1K

7W 2M2.001.C1K

10W 2M2.001.D1K

 Pcs 18
Kg 15,3
mc 0,092

 Pcs 18
Kg 16
mc 0,092

 Pcs 8
Kg 13,9
mc 0,092

 Pcs 8
Kg 14,2
mc 0,092

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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FLOODLIGHT
TOMMY-SQ

6M1.001.D2K

5M1.000.D1K
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FLOODLIGHT
TOMMY-SQ

340/416

193/214

TOMMY-SQ 2L

340/416

193/214

180

TOMMY-SQ 2L SPIKE

2x3W 6M1.000.G2K

2x7W 6M1.000.C2K

2x10W 6M1.000.D2K

2x3W 6M1.001.G2K

2x7W 6M1.001.C2K

2x10W 6M1.001.D2K

155

133

73

100

TOMMY-SQ

133

73

100

150

180

TOMMY-SQ SPIKE

3W 5M1.000.G1K

7W 5M1.000.C1K

10W 5M1.000.D1K

3W 5M1.001.G1K

7W 5M1.001.C1K

10W 5M1.001.D1K

 Pcs 18
Kg 15,3
mc 0,092

 Pcs 18
Kg 16
mc 0,092

 Pcs 8
Kg 13,9
mc 0,092

 Pcs 8
Kg 14,2
mc 0,092

TOMMY-SQMINITOMMY

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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GIOVA/GERMANA
FLOODLIGHT

2N1.702.C2K

PUBLIC RESIDENTIAL

WALL GROUND

INDOOR
OUTDOOR

  or 

corrosione. Idoneo per installazioni a 
parete e al suolo. Fornito completo di 

Provvisto di lampadine a LED GX53 con 
Kelvin impostabile

disponibile nella versione E27. Disponibile 

GIOVA/GERMANA
2N1.702

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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GIOVA/GERMANA
FLOODLIGHT

Dimensions and weight
Height:280 mm
Width: 180 mm
Weight: 1,6 Kg 

GIOVA/GERMANAGIOVA/GERMANA - COMPONENTS

280

DIFFUSER 

DIFFUSORE

COVER

COVER 

BODY

CORPO

E27

SUFFIX

 

BRACKET

BRACCIO

FU
LLY

PRE-W
IRED

GIOVA/GERMANA GERMANA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

2x GX53 LED

100 - 240 V SUFFIX

GX53
LED 6W 4000 K

3000 K

GX53
LED

14W 1600 Lm 4000 K
3000 K

20W 2400 Lm 4000 K
3000 K

2x 10W
2.400 Lm

50W
SON-HQI

SAVE 60%

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

- 141 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



GIOVA/GERMANA
FLOODLIGHT

2N1.702.D2K

2N1.702.D2K
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GIOVA/GERMANA
FLOODLIGHT

GIOVA/GERMANA GX53

GIOVA/GERMANA E27

 Pcs 18
Kg 21,7
mc 0,198

 Pcs 18
Kg 29,8
mc 0,198

6W 2N1.702.G2K

E27 lampholder 2N1.702.P27

E27 with sensor 2N1.702.PS7

20W 2N1.702.D2K

14W 2N1.702.C2K

180

280300

300

180

280300

300

GIOVA/GERMANA GERMANA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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GERMANA
FLOODLIGHT

2N1.000.C2K

PUBLIC RESIDENTIAL

WALL POST

INDOOR
OUTDOOR

  or 

corrosione. Idoneo per installazioni a 
parete e a palo. Provvisto di lampadine 
a LED GX53 con kelvin impostabile 

E27

GERMANA
2N1.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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GERMANA
FLOODLIGHT

Dimensions and weight
Height:280 mm
Width: 180 mm
Weight: 1,4 Kg 

GERMANAGERMANA - COMPONENTS

280

DIFFUSER 

DIFFUSORE

COVER

COVER

BODY

CORPO 

GIOVA/GERMANA GERMANA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

E27

SUFFIX

 

FU
LLY

PRE-W
IRED

2x GX53 LED

100 - 240 V SUFFIX

GX53
LED 6W 4000 K

3000 K

GX53
LED

14W 1600 Lm 4000 K
3000 K

20W 2400 Lm 4000 K
3000 K

2x 10W
2.400 Lm

50W
SON-HQI

SAVE 60%

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GERMANA
FLOODLIGHT

2N1.000.C2L2N1.000.P27

2N1.000.D2K
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GERMANA
FLOODLIGHT

GERMANA GX53

GERMANA E27

 Pcs 18
Kg 26,2
mc 0,198

 Pcs 18
Kg 18,1
mc 0,198

6W 2N1.000.G2K

E27 lampholder 2N1.000.P27

E27 with sensor 2N1.000.PS7

20W 2N1.000.D2K

14W 2N1.000.C2K

180

280

160

250

180

280

160

250

GIOVA/GERMANA GERMANA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

BOLLARD VERSION
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GIOVA/GIUSEPPE
FLOODLIGHT

4P1.702.B1K

PUBLIC RESIDENTIAL

WALL GROUND POST

INDOOR
OUTDOOR

  

2x 

e corrosione. Idoneo per installazioni 
a parete, a suolo e a palo. Provvisto 

posizione. Fornito con incluse lampadine 
a LED GX53 con Kelvin impostabile 

versione 2x E27

GIOVA/GIUSEPPE
4P1.702
4P2.702

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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2x E27

4P2.702

 

SUFFIX

 

+ SENSOR

4x GX53 LED

4P2.702

100 - 240 V SUFFIX

GX53
LED

28W 3200 Lm 4000 K

3000 K

40W 4800 Lm 4000 K

3000 K

GIOVA/GIUSEPPE - COMPONENTS

GIOVA/GIUSEPPE
FLOODLIGHT

Dimensions and weight
Height:150 mm
Width: 300 mm
Weight: 3 Kg 

GIOVA/GIUSEPPE

300

DIFFUSER 

DIFFUSORE

COVER

COVER 

BODY

CORPO 

GIUSEPPEGIOVA/GIUSEPPE

BRACKET

BRACCIO

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

GX53 LED

4P1.702

 

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

GX53
LED

+ SENSOR
800 Lm 4000 K

2700 K

11 W
+ SENSOR

1300 Lm 4000 K
2700 K

18 W
+ SENSOR

2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandesce

SAVE 90%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERP
6000hEMC

4x 10W
4800 Lm

100W
SON-HQI

SAVE 60%

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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GIOVA/GIUSEPPE
FLOODLIGHT

4P2.702.D4K

4P2.702.D4K

- 150 -
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GIOVA/GIUSEPPE
FLOODLIGHT

GIOVA/GIUSEPPE GX53

GIOVA/GIUSEPPE 2xE27

 Pcs 10
Kg 21
mc 0,195

 Pcs 10
Kg 31
mc 0,195

28W 4P2.702.C4K

2xE27 lampholder 4P2.702.E28

2xE27 with sensor 4P2.702.ES8

11W 4P1.702.B1K

7W 4P1.702.A1K

18W 4P1.702.E1K

40W 4P2.702.D4K

POST SYSTEM VERSION

GIUSEPPEGIOVA/GIUSEPPE

300

300

340

340

340

340

CCT SETTABLE GX53 LED LAMPS INCLUDED
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4P2.000.D4K

PUBLIC RESIDENTIAL

WALL CEILING POST

INDOOR
OUTDOOR

 

corrosione. Idoneo per installazioni a 

incluse lampadine a LED GX53 con Kelvin 
impostabile

nella versione 2x E27

GIUSEPPE
4P1.000
4P2.000

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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GIUSEPPE
FLOODLIGHT



GIUSEPPE
FLOODLIGHT

GIUSEPPE - COMPONENTS

Dimensions and weight
Height:150 mm
Width: 300 mm
Weight: 2,8 Kg 

GIUSEPPE

300

GIUSEPPEGIOVA/GIUSEPPE

DIFFUSER 

DIFFUSORE

COVER

COVER 

BODY

CORPO

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

LED LAMPS 

LVD ERP
6000hEMC

2x E27

4P2.702

 

SUFFIX

 

+ SENSOR

4x GX53 LED

4P2.702

100 - 240 V SUFFIX

GX53
LED

28W 3200 Lm 4000 K

3000 K

40W 4800 Lm 4000 K

3000 K

GX53 LED

4P1.702

 

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

GX53
LED

+ SENSOR
800 Lm 4000 K

2700 K

11 W
+ SENSOR

1300 Lm 4000 K
2700 K

18 W
+ SENSOR

2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandesce

SAVE 90%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

4x 10W
4800 Lm

100W
SON-HQI

SAVE 60%

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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GIUSEPPE
FLOODLIGHT

4P2.000.D4K

4P1.000.E1K

4P2.000.D4K
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GIUSEPPE
FLOODLIGHT

GIUSEPPE GX53

GIUSEPPE 2xE27

 Pcs 10
Kg 29
mc 0,195

 Pcs 10
Kg 19
mc 0,195

11W 4P1.000.B1K

7W 4P1.000.A1K

18W 4P1.000.E1K

2xE27 lampholder 4P2.000.E28

2xE27 with sensor 4P2.000.ES8

40W 4P2.000.D4K

28W 4P2.000.C4K

GIUSEPPEGIOVA/GIUSEPPE

300

150

300

150

300

CCT SETTABLE GX53 LED LAMPS INCLUDED

BOLLARD VERSION
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BOLLARD
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ESTER
SQUARE BOLLARD

DS1.564.D1K

- 158 -

 

di versioni disponibili per istallazioni su 
stelo bollard quadro in diverse altezze, 

con incluse lampadine a LED GX53 con 
Kelvin impostadile 

PUBLIC RESIDENTIAL

WALL POST SPIKE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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SQUARE BOLLARD
ESTER

ESTER COMPONENTS ESTER

CAP 

CALOTTA

REFLECTOR

RIFLETTORE

126

Dimensions
Height: 165/500/800 mm
Width: 126 mm
Depth: 126 mm
 Moulded colours: 

Diffuser PMMA:

Black White

Grey

Clear

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K
3000 K

GX53
LED

800 Lm 4000 K
3000 K

10 W 1200 Lm 4000 K
3000 K

DIFFUSER

DIFFUSORE

X
xy

2

2

2

2

2 2

2

2

5

5

5

5

5

5

5

5

5

10

10

10

10
10

10

10

20

20

20
20

20

20
40

40

40

40

40

40

60

60

60

60

60

80

80

80

80

80

100

100

100

100

100

PHOTOMETRIC DATA SAMPLE

ESTER 800 clear GX53 
10W.

Bollard height 0,8 mt
Area: 6x6 mt - average 
15 lux

The photometric data 
for all the versions are 
available upon request or 
on our website.

3W
350 Lm

40W
incandescent

7W
10W

75W
100W

incandescent

SAVE 93%

SAVE 90%

ESTER ELISA

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SQUARE BOLLARD
ESTER

DS1.560.D1L

DS1.564.D1K

DS1.563.D1K

DS1.561.D1K

DS1.560.D1K
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SQUARE BOLLARD
ESTER

ESTER 800 ESTER 500

ESTER WALL

Pcs 6 
Kg  16 
mc  0,145

Pcs 12 
Kg  24 
mc  0,145

Pcs 18
Kg  22
mc  0,092

3W DS1.564.G1K 3W DS1.563.G1K

3W DS1.560.G1K

7W DS1.564.C1K 7W DS1.563.C1K

7W DS1.560.C1K

10W DS1.564.D1K 10W DS1.563.D1K

10W DS1.560.D1K

165

165

126

800

126

175

480

126

175

ESTER SPIKE

3W DS1.561.G1K

7W DS1.561.C1K

10W DS1.561.D1K

165

126

175

Pcs 18
Kg  23
mc  0,092

ESTER ELISA

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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ELISA
SQUARE BOLLARD

- 162 -

 

versioni disponibili per istallazioni su stelo 

in colore bianco e fornita con incluse 
lampadine a LED GX53 con Kelvin 
impostabile  

DS2.564.D1K

PUBLIC RESIDENTIAL

WALL POST SPIKE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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ELISA 

ELISA

126

ELISA COMPONENTS

CAP 

CALOTTA

REFLECTOR

RIFLETTORE 

DIFFUSER

DIFFUSORE

SQUARE BOLLARD

X
xy

2

2

2

2

2

5

5

5

5

5

5

5

5

5

10

10

10

10

10

10

10

20

20

20

20

20

20

30

30

30

30

30

30

40

40

40

40

40

50

50

50

50

50

60

60

60
60

70

70

70

70

80

80

80

80

90

Dimensions
Height: 165/500/800 mm
Width: 126 mm
Depth: 126 mm
 Moulded colours: 

Diffuser PMMA:

Black White

Grey

Clear

GX53 LED 100 - 240 V SUFFIX

GX53
LED

3 W 4000 K
3000 K

GX53
LED

800 Lm 4000 K
3000 K

10 W 1200 Lm 4000 K
3000 K

PHOTOMETRIC DATA SAMPLE

ELISA 800 clear GX53 
10W.

Bollard height 0,8 mt
Area: 6x6 mt - average 
13 lux

The photometric data 
for all the versions are 
available upon request or 
on our website.

3W
350 Lm

40W
incandescent

7W
10W

75W
100W

incandescent

SAVE 93%

SAVE 90%

ESTER ELISA

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SQUARE BOLLARD
ELISA

DS2.564.D1K

DS2.560.D1K

DS2.561.D1K

DS2.563.D1K
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ELISA

ELISA 800 ELISA 500

ELISA WALL

165

165

126

800

175

126

480

175

126

ELISA SPIKE

165

175

126

3W DS2.564.G1K 3W DS2.563.G1K

3W DS2.560.G1K

7W DS2.564.C1K 7W DS2.563.C1K

7W DS2.560.C1K

10W DS2.564.D1K 10W DS2.563.D1K

10W DS2.560.D1K

3W DS2.561.G1K

7W DS2.561.C1K

10W DS2.561.D1K

ESTER ELISA

SQUARE BOLLARD

Pcs 6 
Kg  16 
mc  0,145

Pcs 12 
Kg  24 
mc  0,145

Pcs 18
Kg  22
mc  0,092

Pcs 18
Kg  23
mc  0,092

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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CARLO - CARLO DECO
ROUND BOLLARD

DR1.575.L1K

- 166 -

versioni disponibili per istallazioni su stelo 

ornamentale nella versione deco. Fornita 
con inclusa lampadina a LED GU10 con 
Kelvin impostabile

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

RESIDENTIAL

WALL POST SPIKE

CARLO DECO VERSION 

2700 K 4000 K

CCT SETTABLE
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GU10 LED 100 - 240 V SUFFIX

GU10
LED

4000 K

2700 K

6W 600 Lm
4000 K

2700 KGU10
LED

   

ROUND BOLLARD
CARLO - CARLO DECO

CARLO COMPONENTS CARLO

Ø100

Dimensions
Diameter: Ø100mm
Height: 250/400/800 mm

CAP

CALOTTA 

CONNECTION RING

GHIERA

OUTER DIFFUSER

DIFFUSORE ESTERNO

INNER DIFFUSER 

DIFFUSORE INTERNO

 Moulded colours: 

Outer Diffuser PMMA:

Inner Diffuser PMMA:

Black White

Grey

Clear

Opal

LED LAMPS 

LVD ERP
6000hEMC

CARLO AMELIACARLO DECO

3.5W
350 Lm

50W
HALOGEN

SAVE 92%

6W
600 Lm

100W
HALOGEN

CCT SETTABLE LED LAMP

2700 K 4000 K
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ROUND BOLLARD
CARLO

DR1.571.L1K

DR1.575.L1K

DR1.573.L1K

DR1.570.L1K

DR1.574.L1K
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340

170

260

110

250

180

100

800

Ø155

100

400

Ø155

100

250

100

ROUND BOLLARD
CARLO

3,5W DR1.575.U1K 3,5W DR1.574.U1K 3,5W DR1.573.U1K

3,5W DR1.571.U1K 3,5W DR1.570.U1K 3,5W DR1.572.U1K

CARLO 800 CARLO 400 CARLO 250

CARLO-FS CARLO WALL CARLO SPIKE

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

CARLO AMELIA

6W DR1.575.L1K 6W DR1.574.L1K 6W DR1.573.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W DR1.571.L1K 6W DR1.570.L1K 6W DR1.572.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CARLO DECO
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ROUND BOLLARD
CARLO DECO

DR3.571.L1K

DR3.575.L1K

DR3.573.U1K

DR3.570.L1K

DR3.574.L1K
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340

170

260

110

250

180

100

800

Ø155

100

400

Ø155

100

250

100

ROUND BOLLARD
CARLO DECO

CARLO 800 DECO CARLO 400 DECO CARLO 250 DECO

CARLO-FS DECO CARLO WALL DECO CARLO SPIKE DECO

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

3,5W DR3.575.U1K 3,5W DR3.574.U1K 3,5W DR3.573.U1K

3,5W DR3.571.U1K 3,5W DR3.570.U1K 3,5W DR3.572.U1K

6W DR3.575.L1K 6W DR3.574.L1K 6W DR3.573.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

6W DR3.571.L1K 6W DR3.570.L1K 6W DR3.572.L1K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CCT SETTABLE GU10 LED LAMP INCLUDED
2700K/4000K

CARLO AMELIACARLO DECO
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AMELIA
ROUND BOLLARD

DR2.575.N1L

- 172 -

versioni disponibili per istallazioni su stelo 

con incluse 
E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

RESIDENTIAL

WALL POST SPIKE
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ROUND BOLLARD
AMELIA

AMELIA COMPONENTS AMELIA

 Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

AMELIA COMPONENTS

CONNECTION RING

GHIERA

DIFFUSER

DIFFUSORE

E27 LED 100 - 240 V SUFFIX

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

Ø100

Dimensions
Diameter: Ø100mm
Height: 250/400/800 mm

CAP

CALOTTA 

CARLO AMELIACARLO DECO

LED LAMPS 

LVD ERP
6000hEMC
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ROUND BOLLARD
AMELIA

DR2.571.F1L

DR2.575.N1L

DR2.572.M1L

DR2.570.F1L

DR2.574.M1L
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800

Ø155

100

400

Ø155

100

250

100

DR2.575.F1L 6W DR2.575.F1R

DR2.575.M1L 8W DR2.575.M1R

DR2.575.N1L 12W DR2.575.N1R

DR2.574.F1L 6W DR2.574.F1R

DR2.574.M1L 8W DR2.574.M1R

DR2.574.N1L 12W DR2.574.N1R

DR2.573.F1L 6W DR2.573.F1R

DR2.573.M1L 8W DR2.573.M1R

DR2.573.N1L 12W DR2.573.N1R

4000K 4000K 4000K2700K 2700K 2700K

DR2.571.F1L 6W DR2.571.F1R

DR2.571.M1L 8W DR2.571.M1R

DR2.571.N1L 12W DR2.571.N1R

DR2.570.F1L 6W DR2.570.F1R

DR2.570.M1L 8W DR2.570.M1R

DR2.570.N1L 12W DR2.570.N1R

DR2.572.F1L 6W DR2.572.F1R

DR2.572.M1L 8W DR2.572.M1R

DR2.572.N1L 12W DR2.572.N1R

ROUND BOLLARD
AMELIA

340

170

260

110

250

180

100

E27 FILAMENT LED
LAMP INCLUDED

E27 FILAMENT LED
LAMP INCLUDED

E27 FILAMENT LED
LAMP INCLUDED

E27 FILAMENT LED
LAMP INCLUDED

E27 FILAMENT LED
LAMP INCLUDED

E27 FILAMENT LED
LAMP INCLUDED

4000K

4000K

4000K

4000K

4000K

4000K

2700K

2700K

2700K

2700K

2700K

2700K

AMELIA 800 AMELIA 400 AMELIA 250

AMELIA-FS AMELIA WALL AMELIA SPIKE

Pcs 6
Kg  15
mc  0,147

Pcs 12
Kg  22,5
mc  0,147

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

Pcs 20
Kg  21
mc  0,121

CARLO AMELIACARLO DECO
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SAURO LED

D15.555.D1KCRB

- 176 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

RESIDENTIAL

WALL POST

 

Fornita con inclusa lampadina a LED GX53  
con Kelvin impostabile  

disponibile in diverse potenze. Uniforme 

3000 K 4000 K 6500 K

CCT SETTABLE
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SAURO LED

SAURO LED COMPONENTS SAURO LED

CAP 

CALOTTA

DISK

DISCO 

DIFFUSER

DIFFUSORE

CONNECTION RING

GHIERA

Ø150

Dimensions
Diameter: Ø150 mm
Height: 500/800/1100 mm

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

Grey

Clear
White REFLECTOR

RIFLETTORE

GX53 LED 100 - 240 V SUFFIX

800 Lm 4000 K
3000 K

10 W 1200 Lm 4000 K
3000 K

 

GX53
LED

X
xy

2

2

2

2

2

2

2

2

2

2 5

5

5

5
5
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50

50

60

60

60

60

70

70

70

70
80

80
80

9090 90

PHOTOMETRIC DATA SAMPLE

SAURO 1100 clear 
GX53 10W.

Sauro height 1,1 mt
Area: 6x6 mt - average 
11 lux

The photometric data 
for all the versions are 
available upon request or 
on our website.

10W
1200 Lm

100W
incandescent

7W
800 Lm

75W
incandescent

SAVE 90%

SAVE 90%

SAURO LED SAURO E27

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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SAURO LED

D15.554.D1KCRB

D15.505.D1KCRB

D15.553.D1KCRB
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SAURO LED

1100

Ø245

150

800

Ø245

150

500

Ø245

150

520

240

150

SAURO 1100 LED SAURO 800 LED MIRELLA LED

SAURO 500 LED

Pcs 1
Kg  4,2
mc  0,068

Pcs 1
Kg  3,4
mc  0,05

Pcs 1
Kg  2,7
mc  0,032

Pcs 1
Kg  2
mc  0,032

7W
10W

7W D15.555.C1KCRB 7W D15.554.C1KCRB 7W D15.505.C1KCRB

7W D15.553.C1KCRB

10W D15.555.D1KCRB 10W D15.554.D1KCRB 10W D15.505.D1KCRB

10W D15.553.D1KCRB

SAURO LED SAURO E27

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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Classic hexagonal lanterns made of 
shockproof resin material, UV-rays 
stabilized, rust and corrosion-free.  
Modular construction in two design 
options suitable for post top, hanging 
and wall installation.

Lanterna esagonale classica realizzata 
in resina antiurto, stabilizzata ai 
raggi uv, inattaccabile da ruggine e 
corrosione. Disponibile in due varianti 
decorative, idonea per il montaggio a 
palo, a sospensione o a parete. 

SAURO E27

D15.554.FC1

- 180 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

RESIDENTIAL

WALL POST
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SAURO E27 COMPONENTS SAURO E27

SAURO E27

CAP 

CALOTTA

DIFFUSER

DIFFUSORE 

CONNECTION RING

GHIERA

PHOTOMETRIC DATA SAMPLE

X
xy

z
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20

SAURO1100 opal 12W Filament LED.

Sauro height 1,1mt
Area: 6x6 mt - average 8 lux

The photometric data for all the versions 
are available upon request or on our 
website.

CLOSED RING CLOSED RING

Dimensions
Diameter: Ø150 mm
Height: 500/800/1100 mm

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

Grey (except Nardo)

Clear

E27 VERSIONS 100 - 240 V SUFFIXV

lampholder only 
 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

Ø150

SAURO LED SAURO E27

LED LAMPS 

LVD ERP
6000hEMC
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D15.555.FC1

D15.554.FC1

D15.505.FRA

SAURO E27
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1100

Ø245

150

800

Ø245

150

500

Ø245

150

520

240

150

D15.555 D15.554 D15.505

D15.553

SAURO 1100 SAURO 800 MIRELLA

SAURO 500

SAURO E27

Pcs 1
Kg  4
mc  0,068

Pcs 1
Kg  3,2
mc  0,05

Pcs 1
Kg  2,5
mc  0,037

Pcs 1
Kg  1,8
mc  0,032

900

Ø245

150

600

Ø245

150

Pcs 1
Kg  1,6
mc  0,054

Pcs 1
Kg  1,2
mc  0,040

Optional resin chain for Bollard - Size 
1000 mm. Supplied with 2 open rings with 
closing system at the end.

Catena opzionale per bollard in 
resina - Misura 1000 mm fornita con due 
anelli aperti con sistema di chiusura alle 
estremità.

CHAIN
NOT 

INCLUDED

CHAIN
NOT 

INCLUDED

BOLLARD CHAIN (OPTIONAL)
H.BOL.CHN

NARDO 900
000.515

NARDO 600
000.514

SAURO LED SAURO E27
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NOME
CATEGORIA

- 184 -

1R3.613.X10

Bollard range in modern style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. Poles 
available in two different sizes. Modular 
system for single or double luminaries 
installation. To be combined with LUCIA 
and MADDI bulkhead range 
(pag. 238 - 242). Insulation class II, 
protection rating IP66. 

Gamma di bollard in stile moderno, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Palo disponibile in due diverse 
misure. Sistema modulare per permettere 
l’ installazione singola o doppia dei 
corpi illuminanti. Da combinarsi con la 
gamma di plafoniere LUCIA e MADDI 
(pag. 238 - 242). Classe di isolamento II, 
grado di protezione IP66.

GABRI - MINIGABRI/ RANGE
BULKHEAD BOLLARD

PUBLIC RESIDENTIAL

POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE
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LUMINARIES INSTALLATION

POST made in shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours in paste, no maintenance 
or painting required. Post and base are made of one piece only 
without joints to withstand the most strong stress. Provided with 

PALO realizzato in resina antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. Colore stampato in pasta, 
non necessita di verniciatura. Palo e basamento sono fabbricati 
in un unico pezzo senza giunzioni per resistere alle più forti 

GABRI - MINIGABRI /RANGE
BULKHEAD BOLLARD

AMELIA COMPONENTS

 Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

POLES GABRI POST

MINIGABRI POST

Dimensions 
Height: 800 mm
Width: 240 mm
Depth: 240 mm

800

Ø 240

Ø 240

500

Dimensions 
Height: 500 mm
Width: 240 mm
Depth: 240 mm

GABRI
LUCIA

MINIGABRI
LUCIA

SUITABLE BULKHEADS FOR POST INSTALLATION

MODULAR SYSTEM for single or double luminaries installation. LUCIA 

by adding the REMI bracket.

SISTEMA MODULARE per permettere l’installazione singola o doppia 

See page 238 for full 
details about 
LUCIA bulkhead.

Informazioni complete 
sulla plafoniera 
LUCIA a pag.238

See page 242 for full 
details about 
MADDI range.

Informazioni complete 
sulla plafoniera 
MADDI a pag.242

1R3.000
LUCIA

1V3.000
MADDI

2R3.000
LUCIA-EL

2V3.000
MADDI-VE

3R3.000
LUCIA-GD

3V3.000
MADDI-HL

BU
LK

H
EA

D
BU

LK
H

EA
D

GABRI
MADDI

MINIGABRI
MADDI

LED LAMPS 

LVD ERP
6000hEMC

AVAILABLE LAMPS
SUFFIX

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

SUFFIX
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2R3.613.X20

1R3.613.X10

3R3.613.020

GABRI/LUCIA RANGE
BULKHEAD BOLLARD
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GABRI/LUCIA  RANGE
BULKHEAD BOLLARD

1R3.613.010
GABRI/LUCIA 1L

2R3.613.010
GABRI/LUCIA-EL 1L

3R3.613.010
GABRI/LUCIA-GD 1L

1R3.613.020
GABRI/LUCIA 2L

2R3.613.020
GABRI/LUCIA-EL 2L

3R3.613.020
GABRI/LUCIA-GD 2L

1R3.613.X10
GABRI REMI/LUCIA 1L

2R3.613.X10
GABRI REMI/LUCIA-EL 1L

3R3.613.X10
GABRI REMI/LUCIA-GD 1L

2R3.613.X20
GABRI REMI/LUCIA-EL 2L

3R3.613.X20
GABRI REMI/LUCIA-GD 2L

1R3.613.X20
GABRI REMI/LUCIA 2L

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI
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MINIGABRI/LUCIA RANGE
BULKHEAD BOLLARD

2R3.612.X10

1R3.612.010

3R3.612.010
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1R3.612.0201R3.612.010
MINIGABRI/LUCIA 1L MINIGABRI/LUCIA 2L

2R3.612.0202R3.612.010
MINIGABRI/LUCIA-EL 2LMINIGABRI/LUCIA-EL 1L

3R3.612.0203R3.612.010
MINIGABRI/LUCIA-GD 2LMINIGABRI/LUCIA-GD 1L

1R3.612.X10 1R3.612.X20
MINIGABRI REMI/LUCIA 2LMINIGABRI REMI/LUCIA 1L

2R3.612.X202R3.612.X10
MINIGABRI REMI/LUCIA-EL 2LMINIGABRI REMI/LUCIA-EL 1L

3R3.612.X203R3.612.X10
MINIGABRI REMI/LUCIA-GD 2LMINIGABRI REMI/LUCIA-GD 1L

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

MINIGABRI/LUCIA  RANGE
BULKHEAD BOLLARD

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 190 -

2V3.613.X10

2V3.613.020

1V3.613.X20

GABRI/MADDI RANGE
BULKHEAD BOLLARD
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1V3.613.010
GABRI/MADDI 1L

2V3.613.010
GABRI/MADDI-VE 1L

1V3.613.020
GABRI/MADDI 2L

2V3.613.020
GABRI/MADDI-VE 2L

1V3.613.X201V3.613.X10
GABRI REMI/MADDI 2LGABRI REMI/MADDI 1L

2V3.613.X202V3.613.X10
GABRI REMI/MADDI-VE 2LGABRI REMI/MADDI-VE 1L

3V3.613.X203V3.613.X10
GABRI REMI/MADDI-HL 2LGABRI REMI/MADDI-HL 1L

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

BULKHEAD BOLLARD
GABRI/MADDI RANGE

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI
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1V3.612.020

2V3.612.010

1V3.612.X10

MINIGABRI/MADDI RANGE
BULKHEAD BOLLARD
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750

2V3.612.0202V3.612.010
MINIGABRI/MADDI-VE 2LMINIGABRI/MADDI-VE 1L

1V3.612.010 1V3.612.020
MINIGABRI/MADDI 2LMINIGABRI/MADDI 1L

1V3.612.X10 1V3.612.X20
MINIGABRI REMI/MADDI 2LMINIGABRI REMI/MADDI 1L

2V3.612.X202V3.612.X10
MINIGABRI REMI/MADDI-VE 2LMINIGABRI REMI/MADDI-VE 1L

3V3.612.X203V3.612.X10
MINIGABRI REMI/MADDI-HL 2LMINIGABRI REMI/MADDI-HL 1L

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

BULKHEAD BOLLARD
MINIGABRI /MADDI RANGE

GABRI
LUCIA

MINIGABRI
LUCIA

GABRI
MADDI

MINIGABRI
MADDI

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 194 -- 194 -

2N1.613.C2K

Bollard range in modern style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. Poles 
available in two different sizes. Modular 
system for single or double luminaries 
installation. To be combined with 

range  (pag. 144 - 152).
Insulation class II, protection rating IP66. 

Gamma di bollard in stile moderno, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Palo disponibile in due diverse 
misure. Sistema modulare per permettere 
l’ installazione singola o doppia dei 
corpi illuminanti. Da combinarsi con la 
gamma di apparecchi GERMANA e 
GIUSEPPE (pag. 144 - 152). Classe di 
isolamento II, grado di protezione IP66.

PINA - PINELA/ RANGE
BULKHEAD BOLLARD

PUBLIC RESIDENTIAL

POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K
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AVAILABLE LAMPS

PINA - PINELA/ RANGE
BULKHEAD BOLLARD

 Moulded colours: 

Diffuser PMMA:

Black White

Grey

Opal

PINA - PINELA POST

MINIPINELA POST

Dimensions 
Height: 800 mm
Width: 240 mm
Depth: 240 mm

800

Ø 240

Ø 240

500

Dimensions 
Height: 500 mm
Width: 240 mm
Depth: 240 mm

See page 144 for full details about 
GERMANA

Informazioni complete sull’apparecchio 
GERMANA a pag.144

See page 152 for full details about GIUSEPPE 

Informazioni complete sull’apparecchio 
GIUSEPPE a pag.152

2N1.000
GERMANA

4P1.000
GIUSEPPE

FL
O

O
D

LIG
H

T
FL

O
O

D
LIG

H
T

PINAMINIPINELA PINELA

LED LAMPS 

LVD ERP
6000hEMC

POST made in shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours in paste, no maintenance 
or painting required. Post and base are made of one piece only 
without joints to withstand the most strong stress. Provided with 

PALO realizzato in resina antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. Colore stampato in pasta, 
non necessita di verniciatura. Palo e basamento sono fabbricati 
in un unico pezzo senza giunzioni per resistere alle più forti 

AMELIA COMPONENTSPOLES

LUMINARIES INSTALLATION

MODULAR SYSTEM for single or double luminaries 
installation. 

SISTEMA MODULARE per permettere l’installazione 
singola o doppia dei corpi illuminanti.

4P2.000

SUITABLE LUMINARIES FOR POST INSTALLATION

AVAILABLE LAMPS
SUFFIX

6W 4000 K
3000 K

14W 1600 Lm 4000 K
3000 K

14W 2400 Lm 4000 K
3000 K

V

SUFFIX

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

SUFFIX

28W 3200 Lm 4000 K
3000 K

40W 4800 Lm 4000 K
3000 K

V

AVAILABLE LAMPS
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2N1.613.020.D2K

PINA - PINELA RANGE
BULKHEAD BOLLARD

2N1.613.010.D2K

4P1.613.010.D4K
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320

Ø240

943

PINELA 1L

480

Ø240

943

PINELA  2L

6W 2N1.613.010.G2K 2x6W 2N1.613.020.G2K

E27 lampholder 2N1.613.010.P27

E27 with sensor 2N1.613.010.PS7

E27 lampholder 2N1.613.020.P27

E27 with sensor 2N1.613.020.PS7

14W 2N1.613.010.C2K 2x14W 2N1.613.020.C2K

20W 2N1.613.010.D2K 2x20W 2N1.613.020.D2K

MINIPINELA 1L MINIPINELA 2L

6W 2N1.612.010.G2K 2x6W 2N1.612.020.G2K

E27 lampholder 2N1.612.010.P27

E27 with sensor 2N1.612.010.PS7

E27 lampholder 2N1.612.020.P27

E27 with sensor 2N1.612.020.PS7

14W 2N1.612.010.C2K 2x14W 2N1.612.020.C2K

20W 2N1.612.010.D2K 2x20W 2N1.612.020.D2K

 Pcs 1
Kg 3,5
mc 0,06

 Pcs 1
Kg 4
mc 0,06

 Pcs 1
Kg 4
mc 0,097

 Pcs 1
Kg 5
mc 0,097

320

Ø240

643

480

Ø240

643

PINA - PINELA RANGE
BULKHEAD BOLLARD

PINAPINELA MINIPINELA

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K

Ø240

300

PINA 1L

Ø240

300 520

PINA 2L

11W 4P1.613.010.B1K

7W 4P1.613.010.A1K

18W 4P1.613.010.E1K

2x 11W 4P1.613.020.B1R

2x 7W 4P1.613.020.A1R

2x 18W 4P1.613.020.E1R

2xE27 lampholder 4P2.613.010.E28

2xE27 with sensor 4P2.613.010.ES8

2xE27 lampholder 4P2.613.020.E28

2xE27 with sensor 4P2.613.020.ES8

40W 4P2.613.010.D4K 2x 40W 4P2.613.020.D4R

28W 4P2.613.010.C4K 2x 28W 4P2.613.020.C4R

 Pcs 1
Kg 4,5
mc 0,097

 Pcs 1
Kg 7
mc 0,097

CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED
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- 198 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



NOME
CATEGORIA
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2A1.000

RECTANGULAR
FRANCY-OP

 or 

della luce frontale. Realizzata in resina 

lampadine a LED GX53 
co Kelvin impostabile

nella versione 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING

FRANCY-OP 
2A1.000

G
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R
D
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IC
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FRANCY-0P - COMPONENTS

RECTANGULAR
FRANCY-OP

FRANCY-OP

Dimensions and weight
Width: 130 mm
Height: 300 mm
Depth: 90 mm
Weight: 0,6 Kg

300

E27

 

LED 

SUFFIX

FILAMENT
LED E27

6 W 800 Lm
4000 K
2700 K

8 W 1000 Lm
4000 K
2700 K

12 W
4000 K
2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

COVER

COVER

DIFFUSER

DIFFUSORE

base della plafoniera.

BASE

BASE

E27 with sensor

 as an 

SUFFIX

FILAMENT
LED E27

6 W 800 Lm
4000 K
2700 K

8 W 1000 Lm
4000 K
2700 K

12 W
4000 K
2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

130

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FRANCY

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

FRANCY-OP

GX53 LED

100 - 240 V SUFFIX

GX53
LED 6 W 4000 K

3000 K

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2x 3W
700 Lm

60W
incandescent

SAVE 90%

3000 K 4000 K 6500 K
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RECTANGULAR
FRANCY-OP

2A1.000

2A1.000
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85

130

300 85

130

300

FRANCY-OP GX53 FRANCY-OP E27

Pcs 24
Kg  17,2
mc  0,12

Pcs 24
Kg  15,7
mc  0,12

RECTANGULAR
FRANCY-OP

FRANCY-OPFRANCY

2A1.000.F1L 6W 2A1.000.F1R

E27 lampholder 2A1.000.E27

E27 with sensor 2A1.000.ES7

2x3W 2A1.000.G2K

2A1.000.M1L 8W 2A1.000.M1R

2A1.000.N1L 12W 2A1.000.N1R

4000K 2700K

2 CCT SETTABLE GX53 LED LAMPS INCLUDED
3000K/4000K/6500K
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SMALL ROUND
BERTINA

1B1.000.D1K

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

BERTINA
1B1.000

 
LED 

LED GX53 con Kelvin 
impostabile

 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
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BERTINA

Dimensions and weight
Diameter: ø 200 mm
Depth: 70 mm
Weight: 0,6 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 200

COVER 

COVER 

Opal DIFFUSER

DIFFUSORE

BASE

BASE

BERTINA - COMPONENTS

BERTINA
SMALL ROUND

BERTA UMBERTABERTINA

GX53 LED 100 - 240 V SUFFIX

3 W 4000 K

3000 K

800 Lm 4000 K

3000 K

10 W 1200 Lm 4000 K

3000 K

GX53
LED

GX53
LED

7W
10W

75W
100W

incandescent

3W
350 Lm

40W
incandescent

FU
LLY

PRE-W
IRED

SAVE 93%

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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BERTINA

1B1.000.D1K

1B1.000.D1K

SMALL ROUND
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BERTINA

BERTINA

BERTA UMBERTABERTINA

3W 1B1.000.G1K

7W 1B1.000.C1K

10W 1B1.000.D1K

Pcs  45
Kg  30
mc  0,194

SMALL ROUND

Ø200 70

Ø200

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K
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MEDIUM ROUND
BERTA

1B2.000

  or 

Plafoniera circolare , realizzata in 

GX53 LED con Kelvin impostabile o E27

BERTA
1B2.000

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE
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BERTA

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 275
COVER 

COVER 

Opal DIFFUSER

DIFFUSORE

BASE

BASE

BERTA - COMPONENTS

BERTA
MEDIUM ROUND

Dimensions and weight
Diameter: ø 275 mm
Depth: 80 mm
Weight: 1 Kg

BERTA UMBERTABERTINA

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

E27

SAVE 90%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

LED LAMPS 

LVD ERP
6000hEMC

SUFFIX

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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BERTA

1B2.000

1B2.000

MEDIUM ROUND
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BERTA

BERTA GX53 BERTA E27

BERTA UMBERTABERTINA

7W 1B2.000.A1K

11W 1B2.000.B1K

18W 1B2.000.E1K

E27 lampholder 1B2.000.P27

E27 with sensor 1B2.000.PS7

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

MEDIUM ROUND

Ø275 80

Ø275

Ø275 80

Ø275

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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LARGE ROUND
UMBERTA

1B3.000

 or 

LED GX53 con Kelvin impostabile  
o 2xE27

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

UMBERTA
1B3.000
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UMBERTA - COMPONENTS UMBERTA

ø 350

UMBERTA
LARGE ROUND

BERTA UMBERTABERTINA

Dimensions and weight
Diameter: ø 350 mm
Depth: 94 mm
Weight: 1,3 Kg

Opal DIFFUSER

DIFFUSORE

BASE
REFLECTIVE PLATE

BASE PIATTO RIFLETTENTE

COVER

COVER

Grey White

Moulded Colours: 

Diffuser PMMA:
Black

Opal

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

GX53
LED

+ SENSOR
800 Lm

Z 4000 K
2700 K

11 W
+ SENSOR 1300 Lm 4000 K

2700 K

18 W
+ SENSOR 2000 Lm 4000 K

2700 K

E27

 

SUFFIX

 

EMERGENCY VERSION

1B3.000.EM1

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

7W
11W
18W

60W
100W
150W

incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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UMBERTA

1B3.000

1B3.000

LARGE ROUND
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UMBERTA

UMBERTA GX53 UMBERTA E27

BERTA UMBERTABERTINA

7W 1B3.000.A1K

11W 1B3.000.B1K

18W 1B3.000.E1K

1xE27 lampholder 1B3.000.E27

2xE27 lampholder 1B3.000.E28

1xE27 with sensor 1B3.000.ES7

2xE27 with sensor 1B3.000.ES8

Pcs  12
Kg 22
mc  0,198

Pcs  12
Kg 19,6
mc  0,198

LARGE ROUND

Ø350 90

Ø350

Ø350 90

Ø350

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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ROUND SHAPE
UMBERTA
LARGE ROUND
UMBERTA EMERGENCY

1B3.000.EM1

interruzione di corrente, la plafoniera passa 
dalla modalità “Normale” alla modalità 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL CEILING

UMBERTA 
EMERGENCY

1B3.000.EM1

- 216 -
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150W
incandescent

15W

Emergency details

BERTA UMBERTABERTINA

LARGE ROUND
UMBERTA EMERGENCY

PRODUCT TYPE
Wall and Ceiling bulkhead with 
Emegency kit

OPERATING VOLTAGE 220~240 vAC

LUMINOUS FLUX
& POWER

LED TYPE Edison SMD 2835, 4000 K

CRI

PF (POWER FACTOR)

BEAM ANGLE 120°

OPERATING 
TEMPERATURE 0~50°C

BATTERY
(3.5Ah,3.6V)

BATTERY 
OPERATING TIME

BATTERY 
CHARGING TIME 24 hours

Drivers
Standards

Standards

GREEN LED

emergency 
light and shows 
that the system 

correctly.

TEST BUTTON

Bulkhead 
provided with 

MAINTAINED 
EMERGENCY

Normal mode:

Emergency 
mode:

UMBERTA EMERGENCY - COMPONENTS UMBERTA

ø 350

Dimensions and weight
Diameter: ø 350 mm
Depth: 94 mm
Weight: 2,3 Kg

Grey White

Moulded Colours: 

Diffuser PMMA:
Black

Opal

UMBERTA MAINTAINED EMERGENCY

94350

350

1B3.000.EM1

Pcs  12
Kg 25
mc  0,198

SAVE 90%
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ROUND
GELMI RANGE

2G3.000

 or 

Plafoniera circolare con cover ad anello, 

LED 
GX53 con Kelvin impostabile o E27

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

GELMI
1G3.000

GELMI-EL
2G3.000

GELMI-GR
3G3.000
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GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

E27

SUFFIX

ROUND
GELMI RANGE

GELMI - COMPONENTS GELMI

Dimensions and weight
Diameter: ø 313 mm
Depth: 90 mm
Weight: 1 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

ø 313

GELMI-GRGELMI-ELGELMI

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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ROUND
GELMI RANGE

1G3.000

3G3.0002G3.000
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ROUND
GELMI RANGE

GELMI-EL GX53 GELMI-EL E27

GELMI GX53 GELMI E27

GELMI-GR GX53 GELMI-GR E27

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

GELMI-GRGELMI-ELGELMI

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

7W 1G3.000.A1K

11W 1G3.000.B1K

18W 1G3.000.E1K

7W 3G3.000.A1K

11W 3G3.000.B1K

18W 3G3.000.E1K

7W 2G3.000.A1K

11W 2G3.000.B1K

18W 2G3.000.E1K

E27 lampholder 1G3.000.E27

E27 with sensor 1G3.000.ES7

E27 lampholder 2G3.000.E27

E27 with sensor 2G3.000.ES7

E27 lampholder 3G3.000.E27

E27 with sensor 3G3.000.ES7

Ø313 90

Ø313

Ø313 90

Ø313

Ø313 90

Ø313

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIAOVAL SHAPEOVAL
DANZI RANGE

1D3.000

 
LED or

Plafoniera ovale con cover ad anello, 

LED GX53 con Kelvin impostabile o 
E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

DANZI-GR
3D3.000

DANZI
1D3.000

DANZI-VE
2D3.000
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OVAL
DANZI RANGE

DANZI

Dimensions and weight
Width: 245 mm
Height: 338 mm
Depth: 90 mm
Weight: 1 Kg

338

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

245

DANZI - COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

E27

SUFFIX

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

BASE

BASE

SAVE 90%

DANZI-GRDANZI-VEDANZI

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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OVAL
DANZI RANGE

2D3.000

3D3.0001D3.000
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OVAL
DANZI RANGE

DANZI-VE GX53 DANZI-VE E27

DANZI GX53 DANZI E27

DANZI-GR GX53 DANZI-GR E27

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

7W 1D3.000.A1K

11W 1D3.000.B1K

18W 1D3.000.E1K

7W 3D3.000.A1K

11W 3D3.000.B1K

18W 3D3.000.E1K

7W 2D3.000.A1K

11W 2D3.000.B1K

18W 2D3.000.E1K

E27 lampholder 1D3.000.E27

E27 with sensor 1D3.000.ES7

E27 lampholder 2D3.000.E27

E27 with sensor 2D3.000.ES7

E27 lampholder 3D3.000.E27

E27 with sensor 3D3.000.ES7

DANZI-GRDANZI-VEDANZI

245

338

90

245

338

90

245

338

90

245

338

90

245

338 90

245

338 90

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIASQUARE
STUCCHI

1U3.000.BU1

- 226 -

 
LED or

Plafoniera quadra realizzata in resina 

retroilluminazione colorata. Fornita  
nella versione a LED GX53 con Kelvin 
impostabile o E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

STUCCHI
1U3.000
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GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

SQUARE
STUCCHI

STUCCHI

Dimensions and weight
Height: 310 mm
Width: 310 mm
Depth: 90 mm
Weight: 1 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

310

310

STUCCHI

STUCCHI - COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

Pink

E27

SUFFIX

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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SQUARE
STUCCHI

1U3.000.PK1

1U3.000
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SQUARE
STUCCHI

STUCCHI GX53 STUCCHI E27

STUCCHI

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  16.8
mc  0,194

7W 1U3.000.A1K

11W 1U3.000.B1K

18W 1U3.000.E1K

E27 lampholder 1U3.000.E27

E27 with sensor 1U3.000.ES7

310 90 310 90

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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CECCHI
RECTANGULAR

1H3.000.CL1

  or

retroilluminazione colorata. Fornita  
nella versione a LED GX53 con Kelvin 
impostabile o E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

CECCHI
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RECTANGULAR
CECCHI

CECCHI

Dimensions and weight
Width: 338 mm
Height: 245 mm
Depth: 90 mm
Weight: 1 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

338

245

CECCHI

CECCHI COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

Pink

E27

SUFFIX

FU
LLY

PRE-W
IRED

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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RECTANGULAR
CECCHI

1H3.000

1H3.000

1H3.000
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CECCHI
RECTANGULAR

CECCHI GX53 CECCHI E27

CECCHI

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

7W 1H3.000.A1K

11W 1H3.000.B1K

18W 1H3.000.E1K

E27 lampholder 1H3.000.E27

E27 with sensor 1H3.000.ES7

245

338

90245

338

90

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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RITA
CLASSIC ROUND

1T3.000

RITA
1T3.000

 or

nella versione a LED GX53 con Kelvin 
impostabile o E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE
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CLASSIC ROUND
RITA

RITA

Dimensions and weight
Diameter: ø 355 mm
Depth: 90 mm
Weight: 1 Kg

ø 355

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Antique
bronze

Opal

RITA

RITA COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

E27

SUFFIX

FU
LLY

PRE-W
IRED

BASE

BASE

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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RITA
CLASSIC ROUND

1T3.000

- 236 -
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CLASSIC ROUND
RITA

RITA GX53 RITA E27

 Pcs 12
Kg 17,8
mc 0,198

 Pcs 12
Kg 15,4
mc 0,198

RITA

7W 1T3.000.A1K

11W 1T3.000.B1K

18W 1T3.000.E1K

E27 lampholder 1T3.000.E27

E27 with sensor 1T3.000.ES7

Ø355 90 Ø355 90

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIAROUND

1R3.000.OR1

LUCIA RANGE

  or 

Plafoniera circolare con cover ad anello, 
a palpebra o a manubrio. Realizzata in 

retroilluminazione colorata. Fornita  
nella versione a LED GX53 con Kelvin 
impostabile o E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

LUCIA
1R3.000

LUCIA-EL
2R3.000

LUCIA-GD
3R3.000

REMI/LUCIA
1R3.602

REMI/LUCIA-EL
2R3.602

REMI/LUCIA-GD
3R3.602
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ROUND
LUCIA RANGE

 LUCIA

Dimensions and weight
Diameter: ø 300 mm
Depth: 90 mm
Weight: 1 Kg

ø 300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

LUCIA-GDLUCIA-ELLUCIA

LUCIA COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

Pink

E27

SUFFIX

FU
LLY

PRE-W
IRED

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 90%

BOLLARD VERSION

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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ROUND
LUCIA RANGE

2R3.000

3R3.000

1R3.000

3R3.602

2R3.602
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ROUND
LUCIA RANGE

2R3.000.E27

1R3.000.E27

3R3.000.E27

LUCIA-EL E27

LUCIA E27

LUCIA GX53

LUCIA-EL GX53

LUCIA-GD GX53

LUCIA-GD E27

LUCIA-GDLUCIA-ELLUCIA

Pcs 16
Kg  16,8
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

Pcs  16
Kg  16,8
mc  0,194

7W 1R3.000.A1K

11W 1R3.000.B1K

18W 1R3.000.E1K

7W 2R3.000.A1K

11W 2R3.000.B1K

18W 2R3.000.E1K

7W 3R3.000.A1K

11W 3R3.000.B1K

18W 3R3.000.E1K

Ø300 90

Ø300

Ø300

Ø300

90

Ø300 90

Ø300

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

2R3.602.E27

1R3.602.E27

3R3.602.E27

REMI/LUCIA-EL E27

REMI/LUCIA E27

REMI/LUCIA-GD E27

255

35°

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  20
mc  0,194

Pcs  16
Kg  20
mc  0,194

175

255

35°

175

255

35°

REMI/LUCIA GX53

REMI/LUCIA-EL GX53

REMI/LUCIA-GD GX53

7W 1R3.602.A1K

11W 1R3.602.B1K

18W 1R3.602.E1K

7W 2R3.602.A1K

11W 2R3.602.B1K

18W 2R3.602.E1K

7W 3R3.602.A1K

11W 3R3.602.B1K

18W 3R3.602.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIA

1V3.000

OVAL
MADDI RANGE

  or

Plafoniera ovale con cover ad anello 

per retroilluminazione colorata. Fornita  
nella versione a LED GX53 con Kelvin 
impostabile o E27.

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

WALL CEILING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

2700 K 4000 K 6500 K

CCT SETTABLE

MADDI-VE
2V3.000

MADDI-HL
3V3.000

MADDI
1V3.000

REMI/MADDI
1V3.602

REMI/MADDI-VE
2V3.602

REMI/MADDI-HL
3V3.602
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E27

SUFFIX

OVAL
MADDI RANGE

MADDI

Dimensions and weight
Width: 230 mm
Height: 330 mm
Depth: 90 mm
Weight: 1 Kg

330

230

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

MADDI-HLMADDI-VEMADDI

MADDI COMPONENTS

COVER

COVER

Opal DIFFUSER

DIFFUSORE

BASE

BASE

Pink

FU
LLY

PRE-W
IRED

GX53 LED

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

FU
LLY

PRE-W
IRED

SAVE 90%

BOLLARD VERSION

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

2700 K 4000 K 6500 K
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OVAL
MADDI RANGE

2V3.000

3V3.000

2V3.602

1V3.602

1V3.000.GN1
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OVAL
MADDI RANGE

2V3.000.E27

1V3.000.E27

3V3.000.E27

MADDI-VE E27

MADDI E27

MADDI-HL E27

MADDI-HLMADDI-VEMADDI

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

Pcs  16
Kg  15,5
mc  0,194

MADDI GX53

MADDI-VE GX53

MADDI-HL GX53

7W 1V3.000.A1K

11W 1V3.000.B1K

18W 1V3.000.E1K

7W 2V3.000.A1K

11W 2V3.000.B1K

18W 2V3.000.E1K

7W 3V3.000.A1K

11W 3V3.000.B1K

18W 3V3.000.E1K

230

330

90

230

330

90

330

230

90

2V3.602.E27

1V3.602.E27

3V3.602.E27

REMI/MADDI-VE E27

REMI/MADDI E27

REMI/MADDI-HL E27

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

Pcs  16
Kg  18,7
mc  0,194

175

255

35°

175

210

35°

175

255

35°

REMI/MADDI GX53

REMI/MADDI-VE GX53

REMI/MADDI-HL GX53

7W 1V3.602.A1K

11W 1V3.602.B1K

18W 1V3.602.E1K

7W 2V3.602.A1K

11W 2V3.602.B1K

18W 2V3.602.E1K

7W 3V3.602.A1K

11W 3V3.602.B1K

18W 3V3.602.E1K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
2700K/4000K/6500K
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NOME
CATEGORIA
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NOME
CATEGORIA

*TO ORDER THE 4000K VERSION, USE THE SUFFIXES .F1L(6W)  .M1L (8W) .N1L (12W)
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SMALL SIZE
ANNA

E22.110.F1R

HANGINGWALL POST

RESIDENTIAL FILAMENT LED

completa di 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SMALL SIZE
ANNA

ANNA - LANTERN COMPONENTS ANNA

 E22.000 *

310

Dimensions and weight
Height: 310 mm
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

220

Ø 60

CAGE

GABBIA

PINNACLE 

PINNACOLO

NOEMIRUTANNA

PHOTOMETRIC DATA SAMPLE

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

ROOF

TETTO

ANNA 

DIFFUSER

DIFFUSORE 

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC



- 250 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

SMALL SIZE
ANNA

E22.131.F1R

E22.120.F1R

E22.151.F1R



- 251 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)

SMALL SIZE
ANNA

NOEMIRUTANNA

1400

E27 lampholder E22.131.E27

6W LED E22.131.F1R

8W LED E22.131.M1R

12W LED E22.131.N1R

E27 lampholder E22.110.E27

6W LED E22.110.F1R

8W LED E22.110.M1R

12W LED E22.110.N1R

E27 lampholder E22.151.E27

6W LED E22.151.F1R

8W LED E22.151.M1R

12W LED E22.151.N1R

E27 lampholder E22.163.E27

6W LED E22.163.F1R

8W LED E22.163.M1R

12W LED E22.163.N1R

E27 lampholder E22.158.E27

6W LED E22.158.F1R

8W LED E22.158.M1R

12W LED E22.158.N1R

E27 lampholder E22.120.E27

6W LED E22.120.F1R

8W LED E22.120.M1R

12W LED E22.120.N1R

E27 lampholder E22.141.E27

6W LED E22.141.F1R

8W LED E22.141.M1R

12W LED E22.141.N1R

BISSO/ANNA

PORPORA/ANNA

SICHEM/ANNA

MIKROLOT/ANNA

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 1
Kg 3,5
mc 0,024

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 1
Kg 2,4
mc 0,044

E22.000

ANNA

Pcs 1
Kg  1
mc  0,011

 Pcs 2
Kg 8
mc 0,121

 MIZAR/ANNA resin ALOE’.R/ANNA resin ARTU’/ANNA

 Pcs 1
Kg 9
mc 0,148

2700K* 2700K*

2700K* 2700K*

2700K* 2700K* 2700K*



- 252 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

SMALL SIZE
ANNA

E22.156.S30.F1R

E22.156.S20.F1R

E22.156.S30.F1R

FUMAGALLI POLES TECHNOLOGY
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SMALL SIZE
ANNA

NOEMIRUTANNA

GIGI BISSO/ANNA 2L GIGI BISSO/ANNA 3LARTU’ BISSO/ANNA 3LARTU’ BISSO/ANNA 2L

 Pcs 1
Kg 11,1
mc 0,176

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,182

 Pcs 1
Kg 14,1
mc 0,182

ARTU’ BISSO/ANNA 2+1 ARTU’ BISSO/ANNA 3+1 GIGI BISSO/ANNA 2+1 GIGI BISSO/ANNA 3+1

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,176

 Pcs 1
Kg 14,1
mc 0,182

 Pcs 1
Kg 15,1
mc 0,182

E27 lampholder E22.158.S21.E27

6W LED E22.158.S21.F1R

8W LED E22.158.S21.M1R

12W LED E22.158.S21.N1R

E27 lampholder E22.158.S20.E27

6W LED E22.158.S20.F1R

8W LED E22.158.S20.M1R

12W LED E22.158.S20.N1R

E27 lampholder E22.158.S31.E27

6W LED E22.158.S31.F1R

8W LED E22.158.S31.M1R

12W LED E22.158.S31.N1R

E27 lampholder E22.158.S30.E27

6W LED E22.158.S30.F1R

8W LED E22.158.S30.M1R

12W LED E22.158.S30.N1R

E27 lampholder E22.156.S21.E27

6W LED E22.156.S21.F1R

8W LED E22.156.S21.M1R

12W LED E22.156.S21.N1R

E27 lampholder E22.156.S20.E27

6W LED E22.156.S20.F1R

8W LED E22.156.S20.M1R

12W LED E22.156.S20.N1R

E27 lampholder E22.156.S31.E27

6W LED E22.156.S31.F1R

8W LED E22.156.S31.M1R

12W LED E22.156.S31.N1R

E27 lampholder E22.156.S30.E27

6W LED E22.156.S30.F1R

8W LED E22.156.S30.M1R

12W LED E22.156.S30.N1R

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*
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SMALL SIZE
SABA

completa di

K22.131.F1R

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SABA - LANTERN COMPONENTS

ROOF

TETTO

DIFFUSER

DIFFUSORE 

CAGE

GABBIA

PINNACLE 

PINNACOLO

SABA

K22.000 *

Dimensions and weight
Height: 320 mm
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

320

220

Ø 60

SILOESALEMSABA

SABA
SMALL SIZE

PHOTOMETRIC DATA SAMPLE

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

SABA 

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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SILOESALEMSABA

SABA
SMALL SIZE

4

1400

E27 lampholder K22.131.E27

6W LED K22.131.F1R

8W LED K22.131.M1R

12W LED K22.131.N1R

E27 lampholder K22.110.E27

6W LED K22.110.F1R

8W LED K22.110.M1R

12W LED K22.110.N1R

E27 lampholder K22.151.E27

6W LED K22.151.F1R

8W LED K22.151.M1R

12W LED K22.151.N1R

E27 lampholder K22.163.E27

6W LED K22.163.F1R

8W LED K22.163.M1R

12W LED K22.163.N1R

E27 lampholder K22.158.E27

6W LED K22.158.F1R

8W LED K22.158.M1R

12W LED K22.158.N1R

E27 lampholder K22.120.E27

6W LED K22.120.F1R

8W LED K22.120.M1R

12W LED K22.120.N1R

E27 lampholder K22.141.E27

6W LED K22.141.F1R

8W LED K22.141.M1R

12W LED K22.141.N1R

BISSO/SABA

PORPORA/SABA

SICHEM/SABA

MIKROLOT/SABA

K22.000

SABA

Pcs 1
Kg  1
mc  0,011

  MIZAR/SABA resin ALOE’.R/SABA resin ARTU’/SABA

2700K*

2700K*

2700K*

2700K*

2700K*

2700K* 2700K*

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 1
Kg 3,5
mc 0,024

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 18
Kg 21,2
mc 0,209

 Pcs 1
Kg 2,4
mc 0,044

 Pcs 2
Kg 8
mc 0,121

 Pcs 1
Kg 9
mc 0,148

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)
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SABA
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K22.156.S30.F1R

K22.156.S20.F1R

FUMAGALLI POLES TECHNOLOGY
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SILOESALEMSABA

SABA
SMALL SIZE

GIGI BISSO/SABA 2L GIGI BISSO/SABA 3LARTU’ BISSO/SABA 3LARTU’ BISSO/SABA 2L

 Pcs 1
Kg 11,1
mc 0,176

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,182

 Pcs 1
Kg 14,1
mc 0,182

ARTU’ BISSO/SABA 2+1 ARTU’ BISSO/SABA 3+1 GIGI BISSO/SABA 2+1 GIGI BISSO/SABA 3+1

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,176

 Pcs 1
Kg 14,1
mc 0,182

 Pcs 1
Kg 15,1
mc 0,182

E27 lampholder K22.158.S21.E27

6W LED K22.158.S21.F1R

8W LED K22.158.S21.M1R

12W LED K22.158.S21.N1R

E27 lampholder K22.158.S20.E27

6W LED K22.158.S20.F1R

8W LED K22.158.S20.M1R

12W LED K22.158.S20.N1R

E27 lampholder K22.158.S31.E27

6W LED K22.158.S31.F1R

8W LED K22.158.S31.M1R

12W LED K22.158.S31.N1R

E27 lampholder K22.158.S30.E27

6W LED K22.158.S30.F1R

8W LED K22.158.S30.M1R

12W LED K22.158.S30.N1R

E27 lampholder K22.156.S21.E27

6W LED K22.156.S21.F1R

8W LED K22.156.S21.M1R

12W LED K22.156.S21.N1R

E27 lampholder K22.156.S20.E27

6W LED K22.156.S20.F1R

8W LED K22.156.S20.M1R

12W LED K22.156.S20.N1R

E27 lampholder K22.156.S31.E27

6W LED K22.156.S31.F1R

8W LED K22.156.S31.M1R

12W LED K22.156.S31.N1R

E27 lampholder K22.156.S30.E27

6W LED K22.156.S30.F1R

8W LED K22.156.S30.M1R

12W LED K22.156.S30.N1R

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*
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SMALL SIZE
SABA

E26.110.M1R

MEDIUM SIZE
RUT

- 260 -

completa di 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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MEDIUM SIZE
RUT

RUT - LANTERN COMPONENTS RUT

E26.000 *

Dimensions and weight
Height: 410 mm
Width: 260 mm
Depth: 227 mm
Weight: 1,3 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

410

260

CAGE

GABBIA

Ø 60

PINNACLE 

PINNACOLO

NOEMIRUTANNA

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

ROOF

TETTO

DIFFUSER

DIFFUSORE 

PHOTOMETRIC DATA SAMPLE

RUT 

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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MEDIUM SIZE

E26.120.M1R

E26.131.M1R

E26.158.M1R

FUMAGALLI POLES TECHNOLOGY
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MEDIUM SIZE
RUT

NOEMIRUTANNA

E27 lampholder E26.131.E27

6W LED E26.131.F1R

8W LED E26.131.M1R

12W LED E26.131.N1R

E27 lampholder E26.111.E27

6W LED E26.111.F1R

8W LED E26.111.M1R

12W LED E26.111.N1R

E27 lampholder E26.151.E27

6W LED E26.151.F1R

8W LED E26.151.M1R

12W LED E26.151.N1R

E27 lampholder E26.162.E27

6W LED E26.162.F1R

8W LED E26.162.M1R

12W LED E26.162.N1R

E27 lampholder E26.163.E27

6W LED E26.163.F1R

8W LED E26.163.M1R

12W LED E26.163.N1R

E27 lampholder E26.158.E27

6W LED E26.158.F1R

8W LED E26.158.M1R

12W LED E26.158.N1R

E27 lampholder E26.120.E27

6W LED E26.120.F1R

8W LED E26.120.M1R

12W LED E26.120.N1R

E27 lampholder E26.141.E27

6W LED E26.141.F1R

8W LED E26.141.M1R

12W LED E26.141.N1R

BISSO/RUT

PORPORA/RUT

SICHEM/RUT

MINILOT/RUT

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 4
mc 0,034

 Pcs 12
Kg 19
mc 0,225

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 3
mc 0,07

E26.000
RUT

Pcs 1
Kg  1,3
mc  0,018

 Pcs 2
Kg 8,6
mc 0,121

 MIZAR/RUT resin IAFET/RUT resin ALOE’.R/RUT resin ARTU’/RUT

 Pcs 1
Kg 9,6
mc 0,148

 Pcs 2
Kg 7,9
mc 0,086

2700K*

2700K*

2700K* 2700K* 2700K*2700K*2700K*

2700K*

2700K*

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)
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MEDIUM SIZE

E26.157.S30.M1R

E26.156.M1R

E26.157.S20.M1L

FUMAGALLI POLES TECHNOLOGY
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MEDIUM SIZE
RUT

NOEMIRUTANNA

Ø 245 Ø 245

RICU BISSO/RUT 2L RICU BISSO/RUT 3LGIGI/RUT RICU/RUT

RICU BISSO/RUT 2+1 RICU BISSO/RUT 3+1

E27 lampholder E26.157.S21.E27

6W LED E26.157.S21.F1R

8W LED E26.157.S21.M1R

12W LED E26.157.S21.N1R

E27 lampholder E26.157.E27

6W LED E26.157.F1R

8W LED E26.157.M1R

12W LED E26.157.N1R

E27 lampholder E26.157.S31.E27

6W LED E26.157.S31.F1R

8W LED E26.157.S31.M1R

12W LED E26.157.S31.N1R

E27 lampholder E26.156.E27

6W LED E26.156.F1R

8W LED E26.156.M1R

12W LED E26.156.N1R

E27 lampholder E26.157.S20.E27

6W LED E26.157.S20.F1R

8W LED E26.157.S20.M1R

12W LED E26.157.S20.N1R

E27 lampholder E26.157.S30.E27

6W LED E26.157.S30.F1R

8W LED E26.157.S30.M1R

12W LED E26.157.S30.N1R

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 11,7
mc 0,18

Pcs 1
Kg 10,9
mc 0,172

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 16,5
mc 0,214

2700K*

2700K*2700K*

2700K*

2700K*2700K*
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SALEM

- 266 -- 266 -

completa di 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SALEM - LANTERN COMPONENTS SALEM

K26.000 *

Dimensions and weight
Height: 410 mm
Width: 260 mm
Depth: 227 mm
Weight: 1,3 Kg

Black White

Antique
green

Clear

Antique
bronze

Opal

410

260

CAGE

GABBIA

Ø 60

SALEM
MEDIUM SIZE

PINNACLE 

PINNACOLO

SILOESALEMSABA

ROOF 

TETTO

DIFFUSER

DIFFUSORE 

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

PHOTOMETRIC DATA SAMPLE

SALEM 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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SALEM
MEDIUM SIZE

SILOESALEMSABA

E27 lampholder K26.131.E27

6W LED K26.131.F1R

8W LED K26.131.M1R

12W LED K26.131.N1R

E27 lampholder K26.111.E27

6W LED K26.111.F1R

8W LED K26.111.M1R

12W LED K26.111.N1R

E27 lampholder K26.151.E27

6W LED K26.151.F1R

8W LED K26.151.M1R

12W LED K26.151.N1R

E27 lampholder K26.162.E27

6W LED K26.162.F1R

8W LED K26.162.M1R

12W LED K26.162.N1R

E27 lampholder K26.163.E27

6W LED K26.163.F1R

8W LED K26.163.M1R

12W LED K26.163.N1R

E27 lampholder K26.158.E27

6W LED K26.158.F1R

8W LED K26.158.M1R

12W LED K26.158.N1R

E27 lampholder K26.120.E27

6W LED K26.120.F1R

8W LED K26.120.M1R

12W LED K26.120.N1R

E27 lampholder K26.141.E27

6W LED K26.141.F1R

8W LED K26.141.M1R

12W LED K26.141.N1R

BISSO/SALEM

PORPORA/SALEM

SICHEM/SALEM

MINILOT/SALEM

K26.000

SALEM

 MIZAR/SALEM resin IAFET/SALEM resin ALOE’.R/SALEM resin ARTU’/SALEM

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 4
mc 0,034

 Pcs 12
Kg 19
mc 0,225

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 3
mc 0,07

Pcs 1
Kg  1,3
mc  0,018

 Pcs 2
Kg 8,6
mc 0,121

 Pcs 1
Kg 9,6
mc 0,148

 Pcs 2
Kg 7,9
mc 0,086

2700K*

2700K*

2700K*

2700K*

2700K* 2700K* 2700K* 2700K*

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)



- 270 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

SALEM
MEDIUM SIZE

K26.157.S30.M1R

K26.156.M1R

K26.157.S20.M1R

FUMAGALLI POLES TECHNOLOGY
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SALEM
MEDIUM SIZE

SILOESALEMSABA

Ø 245 Ø 245 Ø 245

RICU BISSO/SALEM 2L RICU BISSO/SALEM 3LGIGI/SALEM RICU/SALEM

RICU BISSO/SALEM 2+1 RICU BISSO/SALEM 3+1

E27 lampholder K26.157.S21.E27

6W LED K26.157.S21.F1R

8W LED K26.157.S21.M1R

12W LED K26.157.S21.N1R

E27 lampholder K26.157.E27

6W LED K26.157.F1R

8W LED K26.157.M1R

12W LED K26.157.N1R

E27 lampholder K26.157.S31.E27

6W LED K26.157.S31.F1R

8W LED K26.157.S31.M1R

12W LED K26.157.S31.N1R

E27 lampholder K26.156.E27

6W LED K26.156.F1R

8W LED K26.156.M1R

12W LED K26.156.N1R

E27 lampholder K26.157.S20.E27

6W LED K26.157.S20.F1R

8W LED K26.157.S20.M1R

12W LED K26.157.S20.N1R

E27 lampholder K26.157.S30.E27

6W LED K26.157.S30.F1R

8W LED K26.157.S30.M1R

12W LED K26.157.S30.N1R
 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

Pcs 1
Kg 11,7
mc 0,18

Pcs 1
Kg 10,9
mc 0,172

 Pcs 1
Kg 13
mc 0,214

 Pcs 1
Kg 14,3
mc 0,214

2700K*

2700K*2700K*

2700K*

2700K*2700K*



G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

Q23.131.M1R

MEDIUM SIZE
GOLIA

- 272 -

completa di 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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MEDIUM SIZE
GOLIA

GOLIA - LANTERN COMPONENTS GOLIA

Q23.000 *

Dimensions and weight
Height: 360 mm
Width: 230 mm
Depth: 230 mm
Weight: 1,3 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

360

230

Ø 60

CAGE

GABBIA

PINNACLE 

PINNACOLO

ELIATOBIAGOLIA

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

ROOF 

TETTO

DIFFUSER

DIFFUSORE 

PHOTOMETRIC DATA SAMPLE

GOLIA 

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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GOLIA

Q23.111.M1R

Q23.151

Q23.120.M1R
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MEDIUM SIZE
GOLIA

E27 lampholder Q23.131.E27

6W LED Q23.131.F1R

8W LED Q23.131.M1R

12W LED Q23.131.N1R

E27 lampholder Q23.111.E27

6W LED Q23.111.F1R

8W LED Q23.111.M1R

12W LED Q23.111.N1R

E27 lampholder Q23.151.E27

6W LED Q23.151.F1R

8W LED Q23.151.M1R

12W LED Q23.151.N1R

E27 lampholder Q23.162.E27

6W LED Q23.162.F1R

8W LED Q23.162.M1R

12W LED Q23.162.N1R

E27 lampholder Q23.163.E27

6W LED Q23.163.F1R

8W LED Q23.163.M1R

12W LED Q23.163.N1R

E27 lampholder Q23.158.E27

6W LED Q23.158.F1R

8W LED Q23.158.M1R

12W LED Q23.158.N1R

E27 lampholder Q23.120.E27

6W LED Q23.120.F1R

8W LED Q23.120.M1R

12W LED Q23.120.N1R

E27 lampholder Q23.141.E27

6W LED Q23.141.F1R

8W LED Q23.141.M1R

12W LED Q23.141.N1R

BISSO/GOLIA PORPORA/GOLIA

SICHEM/GOLIA

MINILOT/GOLIA
Q23.000

GOLIA

 MIZAR/GOLIA resin  IAFET/GOLIA resin

ALOE’.R/GOLIA resin ARTU’/GOLIA

 Pcs 12
Kg 19
mc 0,225

 Pcs 2
Kg 8,6
mc 0,121

 Pcs 2
Kg 7,9
mc 0,086

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 4
mc 0,034

 Pcs 1
Kg 9,6
mc 0,148

Pcs 1
Kg  1,3
mc  0,018

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 3
mc 0,07

RICU/GOLIA

E27 lampholder Q23.157.E27

6W LED Q23.157.F1R

8W LED Q23.157.M1R

12W LED Q23.157.N1R

Pcs 1
Kg 11,7
mc 0,18

GIGI/GOLIA

E27 lampholder Q23.156.E27

6W LED Q23.156.F1R

8W LED Q23.156.M1R

12W LED Q23.156.N1R
Pcs 1
Kg 10,9
mc 0,172

230

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K* 2700K* 2700K* 2700K*

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)
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GOLIA

Q23.157.S30.M1R

Q23.151.M1R

Q23.156.S20.M1R

FUMAGALLI POLES TECHNOLOGY



- 277 - *TO ORDER THE 4000K VERSION, USE THE SUFFIXES .F1L(6W)  .M1L (8W) .N1L (12W)

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

ELIATOBIAGOLIA

MEDIUM SIZE
GOLIA

RICU BISSO/GOLIA 2L RICU BISSO/GOLIA 3L

GIGI BISSO/GOLIA 2L GIGI BISSO/GOLIA 3L

RICU BISSO/GOLIA 2+1

GIGI BISSO/GOLIA 2+1

RICU BISSO/GOLIA 3+1

GIGI BISSO/GOLIA 3+1

E27 lampholder Q23.157.S21.E27

6W LED Q23.157.S21.F1R

8W LED Q23.157.S21.M1R

12W LED Q23.157.S21.N1R

E27 lampholder Q23.156.S21.E27

6W LED Q23.156.S21.F1R

8W LED Q23.156.S21.M1R

12W LED Q23.156.S21.N1R

E27 lampholder Q23.157.S31.E27

6W LED Q23.157.S31.F1R

8W LED Q23.157.S31.M1R

12W LED Q23.157.S31.N1R

E27 lampholder Q23.156.S31.E27

6W LED Q23.156.S31.F1R

8W LED Q23.156.S31.M1R

12W LED Q23.156.S31.N1R

E27 lampholder Q23.156.S20.E27

6W LED Q23.156.S20.F1R

8W LED Q23.156.S20.M1R

12W LED Q23.156.S20.N1R

E27 lampholder Q23.156.S30.E27

6W LED Q23.156.S30.F1R

8W LED Q23.156.S30.M1R

12W LED Q23.156.S30.N1R

E27 lampholder Q23.157.S20.E27

6W LED Q23.157.S20.F1R

8W LED Q23.157.S20.M1R

12W LED Q23.157.S20.N1R

E27 lampholder Q23.157.S30.E27

6W LED Q23.157.S30.F1R

8W LED Q23.157.S30.M1R

12W LED Q23.157.S30.N1R

 Pcs 1
Kg 13,5
mc 0,182

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 1
Kg 16
mc 0,182

 Pcs 1
Kg 16,5
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 14,7
mc 0,182

2700K* 2700K*

2700K*2700K*2700K*

2700K*

2700K*

2700K*
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completa di 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

HANGINGWALL POST

RESIDENTIAL FILAMENT LEDUV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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MEDIUM SIZE
CEFA

CEFA - LANTERN COMPONENTS CEFA

U23.000 *

Dimensions and weight
Height: 380 mm
Width: 230 mm
Depth: 230 mm
Weight: 1,3 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

380

230

CAGE

GABBIA

Ø 60

PINNACLE 

PINNACOLO

PIETROSIMONCEFA

ROOF 

TETTO

DIFFUSER

DIFFUSORE 

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

PHOTOMETRIC DATA SAMPLE

GOLIA 

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC



- 280 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

MEDIUM SIZE
CEFA

U23.131.M1R
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MEDIUM SIZE
CEFA

PIETROSIMONCEFA

E27 lampholder U23.131.E27

6W LED U23.131.F1R

8W LED U23.131.M1R

12W LED U23.131.N1R

E27 lampholder U23.111.E27

6W LED U23.111.F1R

8W LED U23.111.M1R

12W LED U23.111.N1R

E27 lampholder U23.151.E27

6W LED U23.151.F1R

8W LED U23.151.M1R

12W LED U23.151.N1R

E27 lampholder U23.162.E27

6W LED U23.162.F1R

8W LED U23.162.M1R

12W LED U23.162.N1R

E27 lampholder U23.163.E27

6W LED U23.163.F1R

8W LED U23.163.M1R

12W LED U23.163.N1R

E27 lampholder U23.158.E27

6W LED U23.158.F1R

8W LED U23.158.M1R

12W LED U23.158.N1R

E27 lampholder U23.120.E27

6W LED U23.120.F1R

8W LED U23.120.M1R

12W LED U23.120.N1R

E27 lampholder U23.141.E27

6W LED U23.141.F1R

8W LED U23.141.M1R

12W LED U23.141.N1R

BISSO/CEFA PORPORA/CEFA

SICHEM/CEFA

MINILOT/CEFA
U23.000

CEFA

 MIZAR/CEFA resin  IAFET/CEFA resin

ALOE’.R/CEFA resin ARTU’/CEFA

 Pcs 12
Kg 19
mc 0,225

 Pcs 2
Kg 8,6
mc 0,121

 Pcs 2
Kg 7,9
mc 0,086

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 4
mc 0,034

 Pcs 1
Kg 9,6
mc 0,148

Pcs 1
Kg  1,3
mc  0,018

 Pcs 12
Kg 19
mc 0,225

 Pcs 1
Kg 3
mc 0,07

RICU/CEFA

E27 lampholder U23.157.E27

6W LED U23.157.F1R

8W LED U23.157.M1R

12W LED U23.157.N1R

Pcs 1
Kg 11,7
mc 0,18

GIGI/CEFA

E27 lampholder U23.156.E27

6W LED U23.156.F1R

8W LED U23.156.M1R

12W LED U23.156.N1R
Pcs 1
Kg 10,9
mc 0,172

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K* 2700K*

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)
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CEFA

U23.156.S20.M1R

U23.157.S20.M1R

U23.158.M1R

FUMAGALLI POLES TECHNOLOGY
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*TO ORDER THE 4000K VERSION, USE THE SUFFIXES .F1L(6W)  .M1L (8W) .N1L (12W)

RICU BISSO/CEFA 2L RICU BISSO/CEFA 3L

GIGI BISSO/CEFA 2L GIGI BISSO/CEFA 3L

RICU BISSO/CEFA 2+1

GIGI BISSO/CEFA 2+1

RICU BISSO/CEFA 3+1

GIGI BISSO/CEFA 3+1

E27 lampholder U23.157.S21.E27

6W LED U23.157.S21.F1R

8W LED U23.157.S21.M1R

12W LED U23.157.S21.N1R

E27 lampholder U23.156.S21.E27

6W LED U23.156.S21.F1R

8W LED U23.156.S21.M1R

12W LED U23.156.S21.N1R

E27 lampholder U23.157.S31.E27

6W LED U23.157.S31.F1R

8W LED U23.157.S31.M1R

12W LED U23.157.S31.N1R

E27 lampholder U23.156.S31.E27

6W LED U23.156.S31.F1R

8W LED U23.156.S31.M1R

12W LED U23.156.S31.N1R

E27 lampholder U23.156.S20.E27

6W LED U23.156.S20.F1R

8W LED U23.156.S20.M1R

12W LED U23.156.S20.N1R

E27 lampholder U23.156.S30.E27

6W LED U23.156.S30.F1R

8W LED U23.156.S30.M1R

12W LED U23.156.S30.N1R

E27 lampholder U23.157.S20.E27

6W LED U23.157.S20.F1R

8W LED U23.157.S20.M1R

12W LED U23.157.S20.N1R

E27 lampholder U23.157.S30.E27

6W LED U23.157.S30.F1R

8W LED U23.157.S30.M1R

12W LED U23.157.S30.N1R

 Pcs 1
Kg 13,5
mc 0,182

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 1
Kg 16
mc 0,182

 Pcs 1
Kg 16,5
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 14,7
mc 0,182

MEDIUM SIZE
CEFA

PIETROSIMONCEFA

2700K* 2700K*

2700K*

2700K*

2700K*2700K* 2700K*

2700K*
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SMALL SIZE
IESSE
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LED 

lampadine LED 

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL

RESIDENTIAL

FILAMENT LED

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION
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SMALL SIZE
IESSE

IESSE - LANTERN COMPONENTS IESSE

M22.000 *

Dimensions and weight
Height: 350 mm
Width: 220 mm
Depth: 130 mm
Weight: 0,82 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

IESSE

 Pcs 16
Kg 14
mc 0,224

350

DIFFUSER 

DIFFUSORE 

CAGE 

GABBIA

WALL PLATE

BASE A MURO

IESSE DARIA

IESSE 

E27 M22.000.E27

6W LED M22.000.F1R

8W LED M22.000.M1R

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

PHOTOMETRIC DATA SAMPLE

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

60W
75W

incandescent

SAVE 90%

2700K*

*TO ORDER THE 4000K 
VERSION, USE THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)

LED LAMPS 

LVD ERP
6000hEMC

1

2

2

2

2

3

3

3

3

3

3

4

4

4

4

4

4

4

5

5

5

5

5

5

6

6

6

6

6

6

6

7

7

7

7

7

7

7

8

8

8

8

8

8 9

9

9

10

10

11
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LARGE SIZE
DARIA

- 286 -

o fornita completa di lampadine LED a 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL

RESIDENTIAL

FILAMENT LED

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION
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LARGE SIZE
DARIA

DARIA - LANTERN COMPONENTS DARIA

M28.000 *

Dimensions and weight
Height: 515 mm
Width: 286 mm
Depth: 143 mm
Weight: 2,3 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

515

IESSE DARIA

CAGE 

GABBIA

WALL PLATE 

BASE A MURO 

PHOTOMETRIC DATA SAMPLE

DARIA 

2

5

5

5

5

5

10

10

10

10

10

15

15

15

15

0

20

20

20

20

25

25

25

25

25

30

30

30

30

30

35

35

35

35

35

40
40

40

45

45

50

DARIA

 Pcs 1
Kg 2,3
mc 0,03

DIFFUSER 

DIFFUSORE 

E27 M28.000.E27

8W LED M28.000.M1R

12W LED M28.000.N1R

2700K*

*TO ORDER THE 4000K 
VERSION, USE THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)

E27 VERSIONS 100 - 240 V SUFFIX

CFL-LED SON-HQI
MAX 70W

FILAMENT
LED E27

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

PERFECT MATCHING WITH CLASSIC LANTERNS: clear LED 

incandescent bulb.
SUITABLE FOR OUTDOOR USE:
protected against heat and humidity by silicone paste.
OMNIDIRECTIONAL LIGHT: 

HIGH EFFICIENCY: 

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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SABA

G25.131

SMALL SIZE
GLOBE 250 CLASSIC

- 288 -HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

(PMMA) completo di base classica realizzata 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION
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SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250 CLASSIC - COMPONENTS GLOBE 250 CLASSIC

G25.B25 *

Dimensions and weight
Height: 260 mm
Diameter: 250 mm
Weight: 0,8 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal Smoked

260

GLOBE BASE

REGGIBOCCIA 

Ø 250 mm GLOBE

GLOBO Ø 250 mm 

Opal

250

Ø 60

PHOTOMETRIC DATA SAMPLE

1

1

1

1

1

1

2

2

2
2

2

2

2

22

2

2

4

4

4

4

4

4
4

4

4

6

6

6

6

6
6

6

6

8

8

8

8

8

8

8

10
10

10
10

10

10

12

12

12

12

12

14

14

14

14

16 16
16

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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SMALL SIZE
GLOBE 250 CLASSIC

G25.158.S20

G25.141.F1R G25.162.F1R

G25.156.F1R

G25.131.F1R G25.110.F1R

FUMAGALLI POLES TECHNOLOGY
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GIGI BISSO/G250 2L RICU BISSO/G250 2L

MIKROLOT/G250 BISSO/G250

MIZAR/G250 resin

PORPORA/G250

IAFET.R/G250 resin GIGI BISSO/G250 3L

ALOE’.R/G250 resin

RICU BISSO/G250 3L

GIGI/G250

ARTU’/G250

2050

SICHEM/G250

 Pcs 2
Kg 7
mc 0,122

 Pcs 2
Kg 24,8
mc 0,304

 Pcs 2
Kg 27,5
mc 0,339

 Pcs 36
Kg 42
mc 0,829

 Pcs 2
Kg 6,9
mc 0,092

 Pcs 2
Kg 23,7
mc 0,27

 Pcs 2
Kg 25,4
mc 0,31

 Pcs 2
Kg 4
mc 0,078

 Pcs 2
Kg 20,1
mc 0,217

 Pcs 1
Kg 4
mc 0,028

 Pcs 36
Kg 42
mc 0,829

 Pcs 2
Kg 17,1
mc 0,186

 Pcs 36
Kg 42
mc 0,829

G25.B25

GLOBE 250 CLASSIC

Pcs 2
Kg  1,6
mc  0,025

SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

E27 G25.110.E27

6W LED G25.110.F1R

8W LED G25.110.M1R

12W LED G25.110.N1R

E27 G25.131.E27

6W LED G25.131.F1R

8W LED G25.131.M1R

12W LED G25.131.N1R

E27 G25.163.E27

6W LED G25.163.F1R

8W LED G25.163.M1R

12W LED G25.163.N1R

E27 G25.158.E27

6W LED G25.158.F1R

8W LED G25.158.M1R

12W LED G25.158.N1R

E27 G25.151.E27

6W LED G25.151.F1R

8W LED G25.151.M1R

12W LED G25.151.N1R

E27 G25.162.E27

6W LED G25.162.F1R

8W LED G25.162.M1R

12W LED G25.162.N1R

E27 G25.120.E27

6W LED G25.120.F1R

8W LED G25.120.M1R

12W LED G25.120.N1R

E27 G25.156.S30.E27

6W LED G25.156.S30.F1R

8W LED G25.156.S30.M1R

12W LED G25.156.S30.N1R

E27 G25.157.S30.E27

6W LED G25.157.S30.F1R

8W LED G25.157.S30.M1R

12W LED G25.157.S30.N1R

E27 G25.141.E27

6W LED G25.141.F1R

8W LED G25.141.M1R

12W LED G25.141.N1R

E27 G25.157.S20.E27

6W LED G25.157.S20.F1R

8W LED G25.157.S20.M1R

12W LED G25.157.S20.N1R

E27 G25.156.S20.E27

6W LED G25.156.S20.F1R

8W LED G25.156.S20.M1R

12W LED G25.156.S20.N1R

E27 G25.156.E27

6W LED G25.156.F1R

8W LED G25.156.M1R

12W LED G25.156.N1R

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

2700K*

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)
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SMALL SIZE
SABA
MEDIUM SIZE
GLOBE 300 CLASSIC

G30.162

G30.111

- 292 -HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

lampadine LED a 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION
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MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 300 CLASSIC - COMPONENTS GLOBE 300 CLASSIC

G30.B30 *

Dimensions and weight
Height: 310 mm
Diameter: 300 mm
Weight: 1,1 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal Smoked

310

Ø 60

300

PHOTOMETRIC DATA SAMPLE

GLOBE 300 CLASSIC

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00

GLOBE BASE

REGGIBOCCIA 

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC

Ø 300 mm GLOBE

GLOBO Ø 300 mm 

Opal
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.131.M1R

G30.111.M1R

G30.120.M1R

G30.157.S20.M1R

FUMAGALLI POLES TECHNOLOGY
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ARTU’/G300 ALOE’.R/G300 MINILOT/G300

SICHEM/G300BISSO/G300

GIGI/G300RICU/G300

430

430

330

330

IAFET.R/G300 resin

 Pcs 24
Kg 44,2
mc 0,638

 Pcs 24
Kg 44,2
mc 0,638

 Pcs 24
Kg 44,2
mc 0,638

 Pcs 2
Kg 20,7
mc 0,242

 Pcs 2
Kg 17,7
mc 0,211

 Pcs 2
Kg 8,2
mc 0,146

 Pcs 2
Kg 7,5
mc 0,117

 Pcs 2
Kg 22,2
mc 0,274

G30.B30

GLOBE 300 CLASSIC

Pcs 2
Kg  2,2
mc  0,059

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

RICU BISSO/G300 3LRICU BISSO/G300 2L

Pcs 2
Kg  31,8
mc  0,401

Pcs 2
Kg  29,4
mc  0,366

E27 G30.157.S20.E27

6W LED G30.157.S20.F1R

8W LED G30.157.S20.M1R

12W LED G30.157.S20.N1R

E27 G30.157.E27

6W LED G30.157.F1R

8W LED G30.157.M1R

12W LED G30.157.N1R

E27 G30.156.E27

6W LED G30.156.F1R

8W LED G30.156.M1R

12W LED G30.156.N1R

E27 G30.158.E27

6W LED G30.158.F1R

8W LED G30.158.M1R

12W LED G30.158.N1R

E27 G30.163.E27

6W LED G30.163.F1R

8W LED G30.163.M1R

12W LED G30.163.N1R

E27 G30.111.E27

6W LED G30.111.F1R

8W LED G30.111.M1R

12W LED G30.111.N1R

E27 G30.162.E27

6W LED G30.162.F1R

8W LED G30.162.M1R

12W LED G30.162.N1R

E27 G30.157.S30.E27

6W LED G30.157.S30.F1R

8W LED G30.157.S30.M1R

12W LED G30.157.S30.N1R

E27 G30.131.E27

6W LED G30.131.F1R

8W LED G30.131.M1R

12W LED G30.131.N1R

E27 G30.120.E27

6W LED G30.120.F1R

8W LED G30.120.M1R

12W LED G30.120.N1R

*TO ORDER THE 4000K VERSION, USE 
THE SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)

2700K*

2700K* 2700K* 2700K* 2700K* 2700K*

2700K*

2700K* 2700K* 2700K*
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.201.R30.M1R

G30.201.R20

G30.201.M1R
FUMAGALLI POLES TECHNOLOGY

G30.132.M1R
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NEBO/G300 NEBO OFIR/G300 2L NEBO OFIR/G300 3L

Pcs 1
Kg  22,2
mc  0,163

Pcs 1
Kg  25,7
mc  0,208

Pcs 1
Kg  30,8
mc  0,237

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

RICU OFIR/G300 3L

RICU OFIR/G300 2L

 Pcs 2
Kg 26,3
mc 0,379

 Pcs 2
Kg 29,9
mc 0,439

OFIR/G300

 Pcs 2
Kg 4,6
mc 0,077

MIRRA/G300

 Pcs 1
Kg 5,1
mc 0,077

E27 G30.157.R30.E27

6W LED G30.157.R30.F1R

8W LED G30.157.R30.M1R

12W LED G30.157.R30.N1R

E27 G30.157.R20.E27

6W LED G30.157.R20.F1R

8W LED G30.157.R20.M1R

12W LED G30.157.R20.N1R

E27 G30.201.E27

6W LED G30.201.F1R

8W LED G30.201.M1R

12W LED G30.201.N1R

E27 G30.201.R20.E27

6W LED G30.201.R20.F1R

8W LED G30.201.R20.M1R

12W LED G30.201.R20.N1R

E27 G30.201.R30.E27

6W LED G30.201.R30.F1R

8W LED G30.201.R30.M1R

12W LED G30.201.R30.N1R

E27 G30.142.E27

6W LED G30.142.F1R

8W LED G30.142.M1R

12W LED G30.142.N1R

E27 G30.132.E27

6W LED G30.132.F1R

8W LED G30.132.M1R

12W LED G30.132.N1R

*TO ORDER THE 4000K VERSION, USE THE 
SUFFIXES 
.F1L(6W)  .M1L (8W) .N1L (12W)

2700K*

2700K* 2700K* 2700K* 2700K*

2700K* 2700K*
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MEDIUM SIZE
GLOBE 300 MODERN

G31.262

- 298 -

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

WALL POST

RESIDENTIAL

LED 

(PMMA) completo di base moderna 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION
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MEDIUM SIZE
GLOBE 300 MODERN

GLOBE 300 MODERN

G31.B30 *

Dimensions and weight
Height: 310 mm
Diameter: 300 mm
Weight: 1,1 Kg

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal Smoked

310

Ø 60

300

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

GLOBE 300 MODERN - COMPONENTS

PHOTOMETRIC DATA SAMPLE

GLOBE 300 MODERN

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00

GLOBE BASE

REGGIBOCCIA 

Ø 300 mm GLOBE

GLOBO Ø 300 mm 

Opal

E27 VERSIONS 100 - 240 V SUFFIX

 

FILAMENT
LED E27

6 W 800 Lm
4000 K

2700 K

8 W 1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

6W
8W

12W

60W
75W

100W
incandescent

SAVE 90%

LED LAMPS 

LVD ERP
6000hEMC
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GLOBE 300 MODERN
MEDIUM SIZE

G31.241

G31.251

G31.251

G31.280

G31.265.L20

G31.265

FUMAGALLI POLES TECHNOLOGY
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GLOBE 300 MODERN
MEDIUM SIZE

G31.263

G31.251

G31.281G31.280

FEBO 1000/G300

FEBO 1500/G300

ILIO/GLOBE 300 ELISSA 1900/
G300

ELISSA 1400/
G300

G31.261 resin

G31.241 resin

FEBO 500/G300

ARGO/G300

G31.262 resin

 Pcs 4
Kg 6,7
mc 0,148

 Pcs 2
Kg 7,2
mc 0,146

 Pcs 2
Kg 13,9
mc 0,178

 Pcs 2
Kg 5,7
mc 0,1144

 Pcs 2
Kg 6
mc 0,117

 Pcs 2
Kg 9,2
mc 0,200

 Pcs 2
Kg 15,9
mc 0,232

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

G31.284 G31.285

ORIONE 2450/
G300

ORIONE 2850/
G300

G31.264 G31.265

ENEA 2000/
G 300

ENEA 2400/
G 300

 Pcs 2
Kg 24,7
mc 0,225

 Pcs 2
Kg 22,7
mc 0,171

 Pcs 2
Kg 28,4
mc 0,246

 Pcs 2
Kg 26,4
mc 0,192

G31.264.L30 G31.265.L30

ENEA 2000 
ELI/G300 3L 

ENEA 2400 
ELI/G300 3L

 Pcs 2
Kg 36,7
mc 0,400

 Pcs 2
Kg 40,4
mc 0,421

G31.264.L20 G31.265.L20

ENEA 2000 ELI/
G300 2L 

ENEA 2400 ELI/
G300 2L

 Pcs 2
Kg 33,1
mc 0,340

 Pcs 2
Kg 36,8
mc 0,361
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URBAN
CLASSIC
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LARGE SIZE
NOEMI HIGH POWER LED

E35.121.Q1L

, 

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 304 -
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HIGH POWER LED

100 - 240 V SUFFIX

E27

1800 Lm
4000 K

3000 K

30 W
4000 K

3000 K

E27 
4000 K

3000 K

Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,9 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,110

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

NOEMI HIGH POWER LED - LANTERN COMPONENTS NOEMI HIGH POWER LED

530

Antique
bronze

Opal

350

NOEMI HIGH POWER LED
LARGE SIZE

Ø 60

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

NOEMIRUTANNA

E35.000 *

PHOTOMETRIC DATA SAMPLE

5

5

5

5

5

5

10

1010

10

10

10

10

10

10

10

15

15
15

15

15

15

15

15

15

20

20

20

20

20

20 20

20

25

25

25

25

25

25

25

25

30

30

30

30

30
30

30

35
35

35

35

35

35

35

35
40

40

40

40

40

45

LED LAMPS 

LVD ERP
6000hEMC

=HIGH POWER LED

30W
(power consumption)

Area: 10x10mt
Height: 3mt

15 lux

SAVE

-65%

SON 70W
power 

consumption  
= 84W

- 305 -
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D

E35.000.N1R

LARGE SIZE
NOEMI E27

palo, a sospensione o a parete. Fornita 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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R
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Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,2 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,110

NOEMI E27 - LANTERN COMPONENTS NOEMI E27

E35.000 *

530

CAGE 

GABBIA

PINNACLE 

PINNACOLO 350

NOEMIRUTANNA

NOEMI E27
LARGE SIZE

Ø 60

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PHOTOMETRIC DATA SAMPLE

NOEMI 

E27 VERSIONS 100 - 240 V SUFFIX

CFL-LED
SON-HQI

MAX 70W

FILAMENT
LED E27

8 W  1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

DIFFUSER

DIFFUSORE

CEILING

SOFFITTO

 ROOF 

TETTO

LED LAMPS 

LVD ERP
6000hEMC

- 307 -
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LARGE SIZE
NOEMI

E35.162.R1R

E35.121.Q1L

E35.157.Q1L

E35.132.Q1L

E35.132.Q1L

E35.113.R1L
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R
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E35.162 resin

E35.121

IAFET.R/NOEMI

SICHEM/NOEMI

E35.158 E35.163 resin

ARTU’/NOEMI ALOE’.R/NOEMI
E35.156E35.157

GIGI/NOEMIRICU/NOEMI

E35.132

OFIR/NOEMI

E35.142

MIRRA/NOEMI
E35.113

LOT/NOEMI

Pcs 1
Kg  4,6
mc  0,048

Pcs 1
Kg  4,8
mc  0,061

Pcs 2
Kg  27,8
mc  0,310

Pcs 1
Kg  9,5
mc  0,083

Pcs 2
Kg  26,3
mc  0,278

Pcs 2
Kg  23,3
mc  0,247

Pcs 2
Kg  12,8
mc  0,182

Pcs 2
Kg  13,1
mc  0,153

Pcs 1
Kg  4,4
mc  0,048

EVA/NOEMI
E35.181

Pcs 1
Kg  10,9
mc  0,168

NOEMIRUTANNA

NOEMI
LARGE SIZE

E35.000

NOEMI

Pcs 1
Kg  3,9
mc  0,043
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NEBO/NOEMI
LARGE SIZE

E35.201.R20.Q1L

E35.201.R20.Q1L

E35.201.Q1R
FUMAGALLI POLES TECHNOLOGY
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NEBO OFIR/NOEMI 3L
E35.201.R30

NEBO OFIR/NOEMI 2L NEBO OFIR/NOEMI 3LNEBO/NOEMI
E35.201.R20 E35.201.R30E35.201

Pcs 1
Kg  35,8
mc  0,342

Pcs 1
Kg  24,9
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  35,8
mc  0,342

NEBO OFIR/NOEMI 2L
E35.201.R20

Pcs 1
Kg  31,9
mc  0,268

NOEMIRUTANNA

NEBO/NOEMI
LARGE SIZE
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E35.204.R20.Q1L

E35.204.Q1L

E35.204.R30.Q1L

TABOR/NOEMI
LARGE SIZE

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/NOEMI 3L
E35.204.R30

TABOR OFIR/NOEMI 2L TABOR OFIR/NOEMI 3LTABOR/NOEMI
E35.204.R20 E35.204.R30E35.204

Pcs 1
Kg  29,4
mc  0,223

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

TABOR OFIR/NOEMI 2L
E35.204.R20

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

NOEMIRUTANNA

TABOR/NOEMI
LARGE SIZE
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HOREB/NOEMI
LARGE SIZE

E35.171.Q1L

E35.207.M21.Q1L

E35.207.M30.Q1L

FUMAGALLI POLES TECHNOLOGY
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HOREB ADAM/NOEMI 1L

HOREB ADAM/NOEMI 2+1

HOREB ADAM/NOEMI 3+1

HOREB ADAM/NOEMI 3L

HOREB ADAM/NOEMI 2L

HOREB/NOEMI

E35.207.M10

E35.207.M21

E35.207.M31

E35.207.M30

E35.207.M20

E35.207

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  31,9
mc  0,249

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  38,8
mc  0,342

E35.171

ADAM/NOEMI

Pcs 1
Kg  5,3
mc  0,083

NOEMIRUTANNA

HOREB/NOEMI
LARGE SIZE
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KARMEL 3000/NOEMI
LARGE SIZE

E35.231.R20.Q1L

E35.231.R30.Q1L

E35.231.Q1L
FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 2L
E35.231.R20

KARMEL 3000 OFIR/NOEMI 2LKARMEL 3000/NOEMI
E35.231.R20E35.231

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  29,4
mc  0,223

NOEMIRUTANNA

KARMEL 3000/NOEMI
LARGE SIZE
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KARMEL 3500-4000/NOEMI
LARGE SIZE

E35.171.Q1L

E35.234.Q1L

E35.234.M21.Q1L

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/NOEMI 3L

KARMEL 3500
ADAM/NOEMI 3+1

KARMEL 3500
ADAM/NOEMI 2+1

KARMEL 3500
ADAM/NOEMI 1L

KARMEL 3500
ADAM/NOEMI 2L

KARMEL 4000
ADAM/NOEMI 3L

KARMEL 4000
ADAM/NOEMI 3+1

KARMEL 4000
ADAM/NOEMI 2+1

KARMEL 4000
ADAM/NOEMI 1L

KARMEL 4000
ADAM/NOEMI 2L

E35.234.M30

E35.234.M31

E35.234.M21E35.234.M10

E35.234.M20

E35.237.M30

E35.237.M31

E35.237.M21E35.237.M10

E35.237.M20

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  38,8
mc  0,342

Pcs 1
Kg  46,6

mc  0,441

Pcs 1
Kg  50,5

mc  0,503

Pcs 1
Kg  41,3

mc  0,369

Pcs 1
Kg  45,5

mc  0,431
Pcs 1

Kg  36,3
mc  0,287

NOEMIRUTANNA

KARMEL 3500-4000/NOEMI
LARGE SIZE

KARMEL 3500/NOEMI
E35.234

Pcs 1
Kg  31,9
mc  0,249
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LARGE SIZE
SILOE HIGH POWER LED

K35.132.Q1L

- 320 -

a palo, a sospensione o a parete. 

luminosa e fornita 

POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SILOESALEMSABA

SILOE HIGH POWER LED
LARGE SIZE

Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,9 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,113

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

SILOE HIGH POWER LED - LANTERN COMPONENTS SILOE HIGH POWER LED

530

Antique
bronze

Opal

350

Ø 60

K35.000 *

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

HIGH POWER LED

100 - 240 V

E27

1800 Lm
4000 K

3000 K

30 W
4000 K

3000 K

E27 
4000 K

3000 K

=

PHOTOMETRIC DATA SAMPLE

5

5

5

5

5

5

10

1010

10

10

10

10

10

10

10

15

15
15

15

15

15

15

15

15

20

20

20

20

20

20 20

20

25

25

25

25

25

25

25

25

30

30

30

30

30
30

30

35
35

35

35

35

35

35

35
40

40

40

40

40

45

HIGH POWER LED

30W
(power consumption)

Area: 10x10mt
Height: 3mt

15 lux

SAVE

-65%

LED LAMPS 

LVD ERP
6000hEMC

SON 70W
power 

consumption  
= 84W
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LARGE SIZE
SILOE E27

K35.000.N1R

palo, a sospensione o a parete. Fornita 

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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R
D

CAGE 

GABBIA

PINNACLE 

PINNACOLO

DIFFUSER

DIFFUSORE

CEILING

SOFFITTO

 ROOF 

TETTO

Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,2 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,113

SILOE E27 - LANTERN COMPONENTS SILOE E27

K35.000 *

530

350

Ø 60

SILOESALEMSABA

SILOE E27
LARGE SIZE

PHOTOMETRIC DATA SAMPLE

SILOE 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

E27 VERSIONS 100 - 240 V SUFFIX

CFL-LED
SON-HQI

MAX 70W

FILAMENT
LED E27

8 W  1000 Lm
4000 K

2700 K

12 W
4000 K

2700 K

LED LAMPS 

LVD ERP
6000hEMC
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LARGE SIZE
SILOE

K35.121.Q1L

K35.162.Q1R

K35.113.Q1L

K35.157.Q1L

K35.157
K35.132.Q1R
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K35.158 K35.163 resin

K35.162 resin

K35.121K35.142K35.113

K35.132

ARTU’/SILOE ALOE’.R/SILOE

IAFET.R/SILOE

SICHEM/SILOEMIRRA/SILOELOT/SILOE

K35.156K35.157

GIGI/SILOERICU/SILOE

OFIR/SILOE EVA/SILOE
K35.181

Pcs 1
Kg  10,9
mc  0,168

Pcs 1
Kg  9,5
mc  0,083

Pcs 1
Kg  4,8
mc  0,061

Pcs 1
Kg  4,6
mc  0,048

Pcs 1
Kg  4,4
mc  0,048

Pcs 2
Kg  12,8
mc  0,182

Pcs 2
Kg  13,1
mc  0,153

Pcs 2
Kg 23,3
mc  0,247

Pcs 2
Kg  26,3
mc  0,278

Pcs 2
Kg  27,8
mc  0,310

SILOESALEMSABA

SILOE
LARGE SIZE

K35.000

SILOE

Pcs 1
Kg  3,9
mc  0,043
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LARGE SIZE
NEBO/SILOE

K35.201.R20.Q1L

K35.201.Q1L

FUMAGALLI POLES TECHNOLOGY
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NEBO OFIR/SILOE 3L
K35.201.R30

NEBO OFIR/SILOE 2L NEBO OFIR/SILOE 3LNEBO/SILOE
K35.201.R20 K35.201.R30K35.201

Pcs 1
Kg  35,8
mc  0,342

Pcs 1
Kg  24,9
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  35,8
mc  0,342

NEBO OFIR/SILOE 2L
K35.201.R20

Pcs 1
Kg  31,9
mc  0,268

SILOESALEMSABA

NEBO/SILOE
LARGE SIZE
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LARGE SIZE
TABOR/SILOE

K35.204.Q1L

K35.204.R20.Q1L

K35.204.R20.Q1L

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/SILOE 3L
K35.204.R30

TABOR OFIR/SILOE 2L TABOR OFIR/SILOE 3LTABOR/SILOE
K35.204.R20 K35.204.R30K35.204

Pcs 1
Kg  29,4
mc  0,223

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

TABOR OFIR/SILOE 2L
K35.204.R20

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  39,5
mc  0,369

SILOESALEMSABA

TABOR/SILOE
LARGE SIZE
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LARGE SIZE
HOREB/SILOE

K35 .207.Q1L

K35.171.Q1L

K35 .207.M21.Q1L

FUMAGALLI POLES TECHNOLOGY
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HOREB ADAM/SILOE 1L

HOREB ADAM/SILOE 3L

HOREB ADAM/SILOE 3+1

HOREB ADAM/SILOE 2+1

HOREB ADAM/SILOE 2L

HOREB/SILOE

K35.207.M10

K35.207.M30

K35.207.M31

K35.207.M21

K35.207.M20

K35.207

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,414

Pcs 1
Kg  31,9
mc  0,249

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  44,1
mc  0,404

Pcs 1
Kg  38,8
mc  0,342

K35.171

ADAM/SILOE

Pcs 1
Kg  5,3
mc  0,083

SILOESALEMSABA

HOREB/SILOE
LARGE SIZE
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LARGE SIZE
KARMEL 3000/SILOE

K35.231.Q1L

K35.231.R20.Q1L

K35.231.R30.Q1L

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 2L
K35.231.R20

KARMEL 3000 OFIR/SILOE 2LKARMEL 3000/SILOE
K35.231.R20K35.231

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  39,5
mc  0,369

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  36,4
mc  0,295

Pcs 1
Kg  29,4
mc  0,223

SILOESALEMSABA

KARMEL 3000/SILOE
LARGE SIZE
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LARGE SIZE
KARMEL 3500-4000/SILOE

K35 .234.Q1L

K35.171.Q1L

K35.234.M30.Q1L

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/SILOE 3L

KARMEL 3500
ADAM/SILOE 3+1

KARMEL 3500
ADAM/SILOE 2+1

KARMEL 3500
ADAM/SILOE 1L

KARMEL 3500
ADAM/SILOE 2L

KARMEL 4000
ADAM/SILOE 3L

KARMEL 4000
ADAM/SILOE 3+1

KARMEL 4000
ADAM/SILOE 2+1

KARMEL 4000
ADAM/SILOE 1L

KARMEL 3500/SILOE

KARMEL 4000
ADAM/SILOE 2L

K35.234.M30

K35.234.M31

K35.234.M21K35.234.M10

K35.234.M20

K35.237.M30

K35.237.M31

K35.237.M21K35.237.M10

K35.234

K35.237.M20

Pcs 1
Kg  33,8
mc  0,280

Pcs 1
Kg  43
mc  0,404

Pcs 1
Kg  44,1
mc  0,414

Pcs 1
Kg  48
mc  0,476

Pcs 1
Kg  38,8
mc  0,342

Pcs 1
Kg  46,6

mc  0,441

Pcs 1
Kg  50,5

mc  0,503

Pcs 1
Kg  41,3

mc  0,369

Pcs 1
Kg  45,5

mc  0,431

Pcs 1
Kg  36,3

mc  0,287

SILOESALEMSABA

KARMEL 3500-4000/SILOE
LARGE SIZE

Pcs 1
Kg  31,9
mc  0,249
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LARGE SIZE
TOBIA HIGH POWER LED

completa di 
lampada a LED E27 ad ALTA POTENZA, 

Q33.000.Q1L

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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HIGH POWER LED

100 - 240 V

E27

1800 Lm
4000 K

3000 K

30 W
4000 K

3000 K

E27 
4000 K

3000 K

ELIATOBIAGOLIA

LARGE SIZE
TOBIA HIGH POWER LED

Dimensions and weight
Height: 520 mm
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

 TOBIA HIGH POWER LED - LANTERN COMPONENTS TOBIA HIGH POWER LED

520

Antique
bronze

Opal

330

Ø 60

Q33.000 *

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

(power consumption)

=

PHOTOMETRIC DATA SAMPLE

Area: 10x10mt
Height: 3.5mt

15 lux
3

4

4

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

7 8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9

9

99

10

10

10

10
10

10

10

10

10

10

11

1111 11
11

11

12 12

HIGH POWER LED

30W

LED LAMPS 

LVD ERP
6000hEMC

SON 70W
power 

consumption  
= 84W

SAVE

-65%
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LARGE SIZE
TOBIA E27

palo, a sospensione o a parete. Fornita 

Q33.000.N2R

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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LARGE SIZE
TOBIA E27

Dimensions and weight
Height: 520 mm
Width: 330 mm
Depth: 330 mm
Weight: 3,8 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

 TOBIA E27 - LANTERN COMPONENTS

CAGE 

GABBIA

PINNACLE 

PINNACOLO

ELIATOBIAGOLIA

PHOTOMETRIC DATA SAMPLE

TOBIA 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

TOBIA E27

Q33.000 *

E27

100 - 240 V SUFFIX

CFL-LED-SON-HQI
MAX 70W

FILAMENT
LED E27

8W 1000 Lm
4000 K
2700 K

FILAMENT
LED E27

12W
4000 K
2700 K

2x E27

100 - 240 V SUFFIX

CFL-LED
m

 

+ SENSOR

2 FILAMENT
LED LAMPS

16W 2000 Lm
4000 K
2700 K

24W 3000 Lm
4000 K
2700 K

CEILING

SOFFITTO 

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

520

330

Ø 60

LED LAMPS 

LVD ERP
6000hEMC
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LARGE SIZE
TOBIA GX53 LED - FLAT DIFFUSER

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

 

Fornita con 
con sistema modulare a LED GX53 con Kelvin 
impostabile

Q35.000.D4K

3000 K 4000 K 6500 K

CCT SETTABLE
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LARGE SIZE
TOBIA GX53 LED - FLAT DIFFUSER

Dimensions and weight
Height: 520 mm
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,089

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

 TOBIA GX53 LED - LANTERN COMPONENTS TOBIA GX53 LED

520

CAGE 

GABBIA

PINNACLE 

PINNACOLO

Antique
bronze

Opal

330

Ø 60

Q35.000 *

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

GX53 LED

100 - 240 V SUFFIX

GX53
LED

28 W 3200 Lm 4000 K
3000 K

40 W 4800 Lm 4000 K
3000 K

4x10W GX53 LED

40W
(power consumption)

=

x

5

5

5
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10

10
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10

10 10
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15

1515

15

15

15

15

15

20
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20

20

20

20

20

25

25

25

25

25
25

30

30

30

30

30

35
35

35

35

35

35

Area: 10x10mt
Height: 4mt

22 lux

PHOTOMETRIC DATA SAMPLE

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

SON 100W

SAVE

-65%

power 
consumption  

= 112W
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LARGE SIZE
TOBIA

Q33.157.Q1L

Q33.113.Q1L

Q33.162.Q1LQ33.156.Q1L

Q33.121.Q1L

Q33.132.Q1L

FUMAGALLI POLES TECHNOLOGY
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Q35.163 resin

Q33.163 resin

Q35.132

Q33.132

Q35.113

Q33.113

Q35.142

Q33.142

Q35.121

Q33.121

ARTU’/TOBIA ALOE’/TOBIA

OFIR/TOBIA

LOT/TOBIA MIRRA/TOBIA SICHEM/TOBIA

Q35.156

Q33.156

Q35.157

Q33.157

GIGI/TOBIARICU/TOBIA

Q35.158

Q33.158

Q35.162 resin

Q33.162 resin

IAFET.R/TOBIA

1200

EVA/TOBIA

Q35.181

Q33.181

Pcs 1
Kg  12,3
mc  0,168

Pcs 1
Kg  5,6
mc  0,061

Pcs 1
Kg  5,8
mc  0,061

Pcs 2
Kg  29,2
mc  0,334

Pcs 1
Kg  10,9
mc  0,083

Pcs 2
Kg  27,7
mc  0,304

Pcs 2
Kg  24,7
mc  0,273

Pcs 1
Kg  5,4
mc  0,061

Pcs 2
Kg  15,2
mc  0,208

Pcs 2
Kg  14,5
mc  0,179

ELIATOBIAGOLIA

TOBIA
LARGE SIZE

Q35.000

Q33.000

TOBIA

Pcs 1
Kg  4,6
mc  0,043

GX53

GX53 GX53 GX53

GX53

GX53

GX53GX53GX53

GX53 GX53
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LARGE SIZE
NEBO/TOBIA

Q33.201.Q1L

Q33.201.R20.Q1L

Q33.201.R30.Q1L

Q33.142.Q1L

FUMAGALLI POLES TECHNOLOGY
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NEBO OFIR/TOBIA 3L

Q35.201.R30

Q33.201.R30

NEBO OFIR/TOBIA 2L NEBO OFIR/TOBIA 3LNEBO/TOBIA

Q35.201.R20

Q33.201.R20

Q35.201.R30

Q33.201.R30

Q35.201

Q33.201

Pcs 1
Kg  36,5
mc  0,342

Pcs 1
Kg  25,6
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  36,5
mc  0,342

NEBO OFIR/TOBIA 2L

Q35.201.R20

Q33.201.R20

Pcs 1
Kg  31,8
mc  0,268

ELIATOBIAGOLIA

NEBO/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53
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LARGE SIZE
TABOR/TOBIA

Q33.204.R20.Q1L
Q33.204.R30

Q33.204.N2R

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/TOBIA 3L

Q35.204.R30

Q33.204.R30

TABOR OFIR/TOBIA 2L TABOR OFIR/TOBIA 3LTABOR/TOBIA

Q35.204.R20

Q33.204.R20

Q35.204.R30

Q33.204.R30

Q35.204

Q33.204

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  41,1
mc  0,369

TABOR OFIR/TOBIA 2L

Q35.204.R20

Q33.204.R20

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  41,1
mc  0,369

ELIATOBIAGOLIA

TABOR/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53
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LARGE SIZE
HOREB/TOBIA

Q33.207.M20.Q1L

Q33.17.Q1L1

Q35.207.D4K

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  32,6
mc  0,249

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  46,4
mc  0,404

HOREB ADAM/TOBIA 1L

HOREB ADAM/TOBIA 3+1

HOREB ADAM/TOBIA 2+1

HOREB ADAM/TOBIA 3L

HOREB ADAM/TOBIA 2L

HOREB/TOBIA

Q35.207.M10

Q33.207.M10

Q35.207.M31

Q33.207.M31

Q35.207.M21

Q33.207.M21

Q35.207.M30

Q33.207.M30

Q35.207.M20

Q33.207.M20

Q35.207

Q33.207

Pcs 1
Kg  47,8
mc  0,414

Q35.171

Q33.171

ADAM/TOBIA

Pcs 1
Kg  6,1
mc  0,083

ELIATOBIAGOLIA

HOREB/TOBIA
LARGE SIZE

GX53

GX53

GX53

GX53

GX53

GX53

GX53
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LARGE SIZE
KARMEL 3000/TOBIA

Q33.231.R20.Q1L

Q33.231.Q1L

Q33.231.R30.Q1L

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/TOBIA 3L

Q35.231.R30

Q33.231.R30

KARMEL 3000 OFIR/TOBIA 3L

Q35.231.R30

Q33.231.R30

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  41,1
mc  0,369

Pcs 1
Kg  41,1
mc  0,369

KARMEL 3000 OFIR/TOBIA 2L

Q35.231.R20

Q33.231.R20

KARMEL 3000 OFIR/TOBIA 2L

Q35.231.R20

Q33.231.R20

Q35.231

Q33.231

KARMEL 3000/TOBIA

ELIATOBIAGOLIA

KARMEL 3000/TOBIA
LARGE SIZE

GX53

GX53GX53

GX53

GX53
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LARGE SIZE
KARMEL 3500-4000/TOBIA

Q33.171.Q1L

Q33.234.M21.Q1L

Q33.234.M20.Q1L

FUMAGALLI POLES TECHNOLOGY

- 352 -



B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

KARMEL 3500
ADAM/TOBIA 3L

KARMEL 3500
ADAM/TOBIA 3+1

KARMEL 3500
ADAM/TOBIA 2+1

KARMEL 3500
ADAM/TOBIA 1L

KARMEL 3500
ADAM/TOBIA 2L

KARMEL 4000
ADAM/TOBIA 3L

KARMEL 4000
ADAM/TOBIA 3+1

KARMEL 4000
ADAM/TOBIA 2+1

KARMEL 4000
ADAM/TOBIA 1L

KARMEL 4000
ADAM/TOBIA 2L

Q35.234.M30

Q33.234.M30

Q35.234.M31

Q33.234.M31

Q35.234.M21

Q33.234.M21

Q35.234.M10

Q33.234.M10

Q35.234.M20

Q33.234.M20

Q35.237.M30

Q33.237.M30

Q35.237.M31

Q33.237.M31

Q35.237.M21

Q33.237.M21

Q35.237.M10

Q33.237.M10

Q35.237.M20

Q33.237.M20

Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  46,4
mc  0,404

Pcs 1
Kg  47,8
mc  0,414

Pcs 1
Kg  50,3

mc  0,441

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  54,9

mc  0,503

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  44,3

mc  0,369

Pcs 1
Kg  48,9

mc  0,431

Pcs 1
Kg  38

mc  0,287

ELIATOBIAGOLIA

KARMEL 3500-4000/TOBIA
LARGE SIZE

Q35.234

Q33.234

KARMEL 3500/TOBIA

Pcs 1
Kg  32,6
mc  0,249

GX53

GX53 GX53 GX53

GX53

GX53
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LARGE SIZE
SIMON HIGH POWER LED

- 354 -

U33.132.Q1L

completa di 
lampada a LED E27 ad ALTA POTENZA, 

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

- 354 -
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SON 70W

SIMON HIGH POWER LED  

Dimensions and weight
Height: 560 mm
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

560

330

Ø 60

SIMON HIGH POWER LED
LARGE SIZE

PIETROSIMONCEFA

U33.000 *

SIMON HIGH POWER LED - LANTERN COMPONENTS

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

LED LAMPS 

LVD ERP
6000hEMC

(power consumption)

=

PHOTOMETRIC DATA SAMPLE

Area: 10x10mt
Height: 3.5mt

15 lux
3

4

4

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

7 8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9

9

99

10

10

10

10
10

10

10

10

10

10

11

1111 11
11

11

12 12

HIGH POWER LED

30W

SAVE

-65%

HIGH POWER LED

100 - 240 V SUFFIX

E27

1800 Lm
4000 K

3000 K

30 W
4000 K

3000 K

E27 
4000 K

3000 K

power 
consumption  

= 84W

- 355 -
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U33.000.N1R

LARGE SIZE
SIMON E27

- 356 -

E27 FILAMENT LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR &
OUTDOOR
USE

DRIVER
SILICONE

PROTECTION

PUBLIC RESIDENTIAL

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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SIMON E27

U33.000 *

SIMON E27 - LANTERN COMPONENTS

Dimensions and weight
Height: 560 mm
Width: 330 mm
Depth: 330 mm
Weight: 3,8 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

SIMON E27
LARGE SIZE

PIETROSIMONCEFA

PHOTOMETRIC DATA SAMPLE

SIMON 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

OpalCAGE 

GABBIA

PINNACLE 

PINNACOLO

CEILING

SOFFITTO 

 ROOF 

TETTO

DIFFUSER 

DIFFUSORE

560

330

Ø 60

E27

100 - 240 V SUFFIX

CFL-LED-SON-HQI
MAX 70W

FILAMENT
LED E27

8W 1000 Lm
4000 K
2700 K

FILAMENT
LED E27

12W
4000 K
2700 K

2x E27

100 - 240 V SUFFIX

CFL-LED
m

 

+ SENSOR

2 FILAMENT
LED LAMPS

16W 2000 Lm
4000 K
2700 K

24W 3000 Lm
4000 K

2700 K

LED LAMPS 

LVD ERP
6000hEMC
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LARGE SIZE
SIMON GX53 LED - FLAT DIFFUSER 

a parete. Fornita con  ed 
sistema modulare a LED 

GX53 

U35.132.D4K

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

3000 K 4000 K 6500 K

CCT SETTABLE
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SON 100W

SIMON GX53  LED 

Dimensions and weight
Height: 560 mm
Width: 330 mm
Depth: 330 mm
Weight: 4,6 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,102

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

560

330

Ø 60

SIMON GX53 LED - FLAT DIFFUSER
LARGE SIZE

PIETROSIMONCEFA

U35.000 *

SIMON GX53 LED - LANTERN COMPONENTS

CAGE

GABBIA

PINNACLE

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

4x10W GX53 LED

40W
(power consumption)

=

x

5

5

5

5

10

10

10

10

10

10

10

10 10

10

15

1515

15

15

15

15

15

20

20

20

20

20

20

20

25

25

25

25

25
25

30

30

30

30

30

35
35

35

35

35

35

SAVE

-65%

Area: 10x10mt
Height: 4mt

22 lux

PHOTOMETRIC DATA SAMPLE

GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

28 W 3200 Lm 4000 K
3000 K

40 W 4800 Lm 4000 K
3000 K

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

power 
consumption  

= 112W

- 359 -



G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

LARGE SIZE
SIMON

U33.157.Q1L

U33.132.Q1L

U33.121.Q1L

U33.162.Q1L

U33.113.Q1L

FUMAGALLI POLES TECHNOLOGY
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U35.163 resin

U33.163 resin

U33.132

U35.132

U33.113

U35.113

U33.000

U35.000

U33.142

U35.142

U33.121

U35.121

ARTU’/SIMON ALOE’/SIMON

OFIR/SIMON

LOT/SIMON

SIMON

MIRRA/SIMON SICHEM/SIMON

U35.156

U33.156

U35.157

U33.157

GIGI/SIMONRICU/SIMON

U35.158

U33.158

U33.162 resin

U35.162 resin

IAFET.R/SIMON

EVA/SIMON
U33.181

U35.181
Pcs 1
Kg  12,3
mc  0,168

Pcs 1
Kg  5,6
mc  0,061

Pcs 1
Kg  5,8
mc  0,061

Pcs 1
Kg  4,6
mc  0,043

Pcs 2
Kg  29,2
mc  0,334

Pcs 2
Kg  24,7
mc  0,273

Pcs 2
Kg 15,2
mc  0,208

Pcs 2
Kg 14,5
mc  0,179

Pcs 2
Kg  27,7
mc  0,304

Pcs 1
Kg  10,9
mc  0,083

Pcs 1
Kg  5,4
mc  0,061

PIETROSIMONCEFA

SIMON
LARGE SIZE

GX53

GX53 GX53 GX53 GX53

GX53

GX53 GX53 GX53

GX53 GX53
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LARGE SIZE
NEBO/SIMON

U35.201.D4K

U33.201.R30.Q1L

FUMAGALLI POLES TECHNOLOGY

U33.201.R20.Q1L
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NEBO OFIR/SIMON 3L

U35.201.R30

U33.201.R30

NEBO OFIR/SIMON 2L NEBO OFIR/SIMON 3LNEBO/SIMON

U35.201.R20

U33.201.R20

U35.201.R30

U33.201.R30

U35.201

U33.201

Pcs 1
Kg  36,5
mc  0,342

Pcs 1
Kg  25,6
mc  0,196

Pcs 1
Kg  31,9
mc  0,268

Pcs 1
Kg  36,5
mc  0,342

NEBO OFIR/SIMON 2L

U35.201.R20

U33.201.R20

Pcs 1
Kg  31,9
mc  0,268

PIETROSIMONCEFA

NEBO/SIMON
LARGE SIZE

GX53

GX53

GX53

GX53GX53
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LARGE SIZE
TABOR/SIMON

U33.204.Q1L

U33.204.R20.Q1L

U33.204.R30.Q1L

FUMAGALLI POLES TECHNOLOGY
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TABOR OFIR/SIMON 3L

U35.204.R30

U33.204.R30

TABOR OFIR/SIMON 2L TABOR OFIR/SIMON 3LTABOR/SIMON

U35.204.R20

U33.204.R20

U35.204.R30

U33.204.R30

U35.204

U33.204

Pcs 1
Kg  41,1
mc  0,342

Pcs 1
Kg  30,1
mc  0,196

Pcs 1
Kg  36,5
mc  0,268

Pcs 1
Kg  41,1
mc  0,342

TABOR OFIR/SIMON 2L

U35.204.R20

U33.204.R20

Pcs 1
Kg  36,5
mc  0,268

PIETROSIMONCEFA

TABOR/SIMON
LARGE SIZE

GX53

GX53

GX53

GX53GX53
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LARGE SIZE
HOREB/SIMON

U33.204.R20

U33.207.M10.Q1L

U33.171.Q1L

U33.207.M20.Q1L

FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  34,5

mc  0,280

Pcs 1
Kg  32,6
mc  0,249

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  46,4
mc  0,404

HOREB ADAM/SIMON 1L

HOREB ADAM/SIMON 3+1

HOREB ADAM/SIMON 2+1

HOREB ADAM/SIMON 3L

HOREB ADAM/SIMON 2L

HOREB/SIMON

U33.207.M10

U35.207.M10

U35.207.M31

U33.207.M31

U35.207.M21

U33.207.M21

U35.207.M30

U33.207.M30

U35.207.M20

U33.207.M20

U35.207

U33.207

Pcs 1
Kg  47,8
mc  0,414

U33.171

U35.171

ADAM/SIMON

Pcs 1
Kg  6,1
mc  0,083

PIETROSIMONCEFA

HOREB/SIMON
LARGE SIZE

GX53GX53 GX53

GX53

GX53GX53

GX53
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LARGE SIZE
KARMEL 3000/SIMON

U33.231.R20.Q1L

U33.231.Q1R

U33.231.R30.Q1L

FUMAGALLI POLES TECHNOLOGY
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KARMEL 3000 OFIR/SIMON 3L

U35.231.R30

U33.231.R30

KARMEL 3000 OFIR/SIMON 3L

U35.231.R30

U33.231.R30

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  36,5
mc  0,295

Pcs 1
Kg  30,1
mc  0,223

Pcs 1
Kg  41,1
mc  0,369

Pcs 1
Kg  41,1
mc  0,369

KARMEL 3000 OFIR/SIMON 2L

U35.231.R20

U33.231.R20

KARMEL 3000 OFIR/SIMON 2LKARMEL 3000/SIMON

U35.231.R20

U33.231.R20

U35.231

U33.231

PIETROSIMONCEFA

KARMEL 3000/SIMON
LARGE SIZE

GX53

GX53GX53

GX53

GX53
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LARGE SIZE
KARMEL 3500-4000/SIMON

U33.234.M20.Q1L

U33.171.Q1L

U33.234.Q1R
FUMAGALLI POLES TECHNOLOGY
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KARMEL 3500
ADAM/SIMON 3L

KARMEL 3500
ADAM/SIMON 3+1

KARMEL 3500
ADAM/SIMON 2+1

KARMEL 3500
ADAM/SIMON 1L

KARMEL 3500
ADAM/SIMON 2L

KARMEL 4000
ADAM/SIMON 3L

KARMEL 4000
ADAM/SIMON 3+1

KARMEL 4000
ADAM/SIMON 2+1

KARMEL 4000
ADAM/SIMON 1L

KARMEL 4000
ADAM/SIMON 2L

U33.234.M30

U35.234.M30

U33.234.M31

U35.234.M31

U33.234.M21

U35.234.M21

U33.234.M10

U35.234.M10

U33.234.M20

U35.234.M20

U33.237.M30

U35.237.M30

U33.237.M31

U35.237.M31

U33.237.M21

U35.237.M21

U33.237.M10

U35.237.M10

U33.237.M20

U35.237.M20

Pcs 1
Kg  34,5
mc  0,280

Pcs 1
Kg  46,4
mc  0,404

Pcs 1
Kg  47,8
mc  0,414

Pcs 1
Kg  52,4
mc  0,476

Pcs 1
Kg  41,8
mc  0,342

Pcs 1
Kg  50,3

mc  0,441

Pcs 1
Kg  54,8

mc  0,503

Pcs 1
Kg  44,3

mc  0,369

Pcs 1
Kg  48,8

mc  0,431

Pcs 1
Kg  38

mc  0,287

PIETROSIMONCEFA

KARMEL 3500-4000/SIMON
LARGE SIZE

U33.234

U35.234

KARMEL 3500/SIMON

Pcs 1
Kg  32,6
mc  0,249

GX53

GX53

GX53

GX53

GX53

GX53
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ELIA HIGH POWER LED
GRAND SIZE

- 372 -

PUBLIC

WALL POST HANGING

completa di 
lampada a LED E27 ad ALTA POTENZA, 

Q43.000.W1R

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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Dimensions and weight
Height: 740 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,165

ELIA HIGH POWER LED - LANTERN COMPONENTS

ELIA E27 HIGH POWER LED
GRAND SIZE

ELIATOBIAGOLIA

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

ELIA HIGH POWER LED

Q43.000 *

740

430

Ø 60

SUFFIX

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

LED LAMPS 

LVD ERP
6000hEMC

HIGH POWER LED

100 - 240 V SUFFIX

E27
4000 K

3000 K

E27 60 W
4000 K

3000 K

(power consumption)
=

Area: 10x10mt
Height: 4.5mt

21 lux

HIGH POWER LED

50W

PHOTOMETRIC DATA SAMPLE
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SON 150W

SAVE

-64%

power 
consumption  

= 165W
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ELIA E27
GRAND SIZE
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palo, a sospensione o a parete. Fornita 

Q43.000.E27

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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E27-E40 100 - 240 V SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

 or 

Dimensions and weight
Height: 740 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,165

ELIA E27 - LANTERN COMPONENTS

ELIA E27
GRAND SIZE

ELIATOBIAGOLIA

PHOTOMETRIC DATA SAMPLE

ELIA 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

ELIA E27

Q43.000 *

740

430

Ø 60

ROOF

TETTO

DIFFUSER

DIFFUSORE

PINNACLE 

PINNACOLO

CHROME ALUMINIUM LOUVRE

SUFFIX

CEILING

SOFFITTO 

CAGE

GABBIA
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ELIA GX53 LED - FLAT DIFFUSER
GRAND SIZE

 

a palo, a sospensione o a parete. Fornita con 
sistema 

modulare a LED GX53 con kelvin impostabile 

Q45.000.D8K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

1
ZONE 1

3000 K 4000 K 6500 K

CCT SETTABLE
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ELIATOBIAGOLIA

ELIA GX53 LED - FLAT DIFFUSER
GRAND SIZE

Dimensions and weight
Height: 740 mm
Width: 430 mm
Depth: 430 mm
Weight: 9,1 Kg
                                    
Area exposed to wind pressure:
CxS = m2 0,165

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

ELIA GX53 LED - LANTERN COMPONENTS ELIA GX53 LED

740

Antique
bronze

Opal

430

Ø 60

(power consumption)
=

Q45.000 *

8x7W GX53 LED

56W

Area: 10x10mt
Height: 4,5mt

28 lux
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CAGE

GABBIA

PINNACLE 

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

SON 150W

PHOTOMETRIC DATA SAMPLE

GX53 LED

100 - 240 V SUFFIX

GX53
LED

6400 Lm 4000 K
3000 K

80 W 9600 Lm 4000 K
3000 K

SAVE

-66%

power 
consumption  

= 165W
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ELIA
GRAND SIZE

Q43.221.W1L

FUMAGALLI POLES TECHNOLOGY
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f u m a g a l l i  

5680

400

f u m a g a l l i  

GIONA 5000/ELIA

KARMEL 3000/ELIA

Q45.227

Q43.227

Q45.231

Q43.231

Pcs 1
Kg  67,5
mc  1,112

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  35,5

mc  0,402

Pcs 1
Kg  62,5
mc  0,862

Pcs 1
Kg  65,5

mc  0,982

GIONA
4000/ELIA

GIONA
4500/ELIA

Q45.221

Q43.221

Q45.224

Q43.224

Pcs 1
Kg  38,6
mc  0,402

Pcs 1
Kg  42

mc  0,453

KARMEL
3500/ELIA

TABOR/
ELIA

KARMEL
4000/ELIA

HOREB/
ELIA

Q45.234

Q43.234

Q45.204

Q43.204

Q45.237

Q43.237

Q45.207

Q43.207

1150

SICHEM/ELIA

Q45.121

Q43.121

ELIATOBIAGOLIA

ELIA
GRAND SIZE

Pcs 1
Kg  7,5
mc  0,182

ELIA

Q45.000

Q43.000

Pcs 1
Kg  8
mc  0,182

GX53

GX53GX53GX53

GX53 GX53

GX53
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GIONA 4000/ELIA
GRAND SIZE

Q45.221.C8K

Q43.171.H1L

Q43.113.H1L

FUMAGALLI POLES TECHNOLOGY
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910

Ø 190

GIONA 4000 ADAM/ELIA 2+1

GIONA 4000 ADAM/ELIA 2L

GIONA 4000 ADAM/ELIA 1L

GIONA 4000 ADAM/ELIA 3L

LOT/ELIA

Q45.221.M21

Q43.221.M21

Q45.221.M20

Q43.221.M20

Q45.221.M10

Q43.221.M10

Q45.221.M30

Q43.221.M30

Q45.113

Q43.113

Pcs 1
Kg  80,5
mc  0,931

Pcs 1
Kg  73
mc  0,863

Pcs 1
Kg  64
mc  0,752

Pcs 1
Kg  82
mc  1,100

ADAM/ELIA

Q45.171

Q43.171

Pcs 1
Kg  9
mc  0,190

GIONA 4000/ELIA
GRAND SIZE

ELIATOBIAGOLIA

Pcs 1
Kg  8,4
mc  0,182

GX53 GX53

GX53

GX53

GX53

GX53
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GIONA 4500-5000/ELIA
GRAND SIZE

Q43.224.N10.W1L

Q43.172.W1L

Q43.224.N20.W1L
FUMAGALLI POLES TECHNOLOGY
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Pcs 1
Kg  71,5
mc  0,949

Pcs 1
Kg  73,5

mc  1,191

GIONA 4500 
ARON/ELIA

GIONA 4500 ARON/ELIA 2L

GIONA 5000 
ARON/ELIA

GIONA 5000 ARON/ELIA 2L

Q45.224.N10

Q43.224.N10

Q45.224.N20

Q43.224.N20

Q45.227.N10

Q43.227.N10

Q45.227.N20

Q43.227.N20

ARON/ELIA

Q45.172

Q43.172

Pcs 1
Kg  13
mc  0,223

Pcs 1
Kg  82,5
mc  1,196

Pcs 1
Kg  84,5

mc  1,329

GIONA 4500-5000/ELIA
GRAND SIZE

ELIATOBIAGOLIA

GX53 GX53

GX53

GX53 GX53

GIONA 4500 ARON/ELIA 4L GIONA 5000 ARON/ELIA 4L

Q45.224.N40

Q43.224.N40

Q45.227.N40

Q43.227.N40

ERMON.R/ELIA

Q45.195 resin

Q43.195 resin

Pcs 1
Kg  105
mc  1,444

Pcs 1
Kg  13,5
mc  0,250

Pcs 1
Kg  107

mc  1,605

GX53GX53 GX53
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GRAND SIZE
PIETRO HIGH POWER LED

- 384 -

U43.000.H1L

completa di 
lampada a LED E27 ad ALTA POTENZA, 

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME



B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

Dimensions and weight
Height: 770 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

 PIETRO HIGH POWER LED - LANTERN COMPONENTS

PIETROSIMONCEFA

PIETRO  HIGH POWER LED
GRAND SIZE

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PIETRO HIGH POWER LED

U43.000 *

770

430

Ø 60

CEILING

SOFFITTO

a LED ad ALTA POTENZA.

 ROOF 

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

LED LAMPS 

LVD ERP
6000hEMC

HIGH POWER LED

100 - 240 V SUFFIX

E27
4000 K

3000 K

E27 60 W
4000 K

3000 K

(power consumption)
=

Area: 10x10mt
Height: 4.5mt

21 lux

HIGH POWER LED

50W

PHOTOMETRIC DATA SAMPLE
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SON 150W

SAVE

-64%

power 
consumption  

= 165W
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GRAND SIZE
PIETRO E27

- 386 -

alta resistenza al calore idoneo per 

U43.000.E27

PUBLIC

WALL POST HANGING

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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Dimensions and weight
Height: 770 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

 PIETRO E27 - LANTERN COMPONENTS

PIETROSIMONCEFA

PIETRO E27
GRAND SIZE

PHOTOMETRIC DATA SAMPLE

PIETRO 

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

PIETRO E27

U43.000 *

770

430

Ø 60

CHROME ALUMINIUM LOUVRE

ROOF

TETTO

DIFFUSER

DIFFUSORE

CAGE

GABBIA

PINNACLE 

PINNACOLO

E27-E40 100 - 240 V SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

 or 

CEILING

SOFFITTO 

- 387 -
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PIETRO GX53 LED - FLAT DIFFUSER
GRAND SIZE

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

Fornita con 
con 

U45.000.D8K

1
UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC ZONE 1

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

3000 K 4000 K 6500 K

CCT SETTABLE

- 388 -
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SON 150W

PIETROSIMONCEFA

PIETRO GX53 LED - FLAT DIFFUSER
GRAND SIZE

Dimensions and weight
Height: 770 mm
Width: 430 mm
Depth: 430 mm
Weight: 9,1 Kg
Junction to support: diameter 60 mm
Area exposed to wind pressure:
CxS = m2 0,182

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

 PIETRO GX53 LED - LANTERN COMPONENTS PIETRO GX53 LED

Antique
bronze

Opal

770

430

Ø 60

U45.000 *

CAGE

GABBIA

PINNACLE 

PINNACOLO

LANTERN ROOF 

TETTO

DIFFUSER

DIFFUSORE

(power consumption)
=8x7W GX53 LED

56W

Area: 10x10mt
Height: 4,5mt

28 lux
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PHOTOMETRIC DATA SAMPLE

SAVE

-66%

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

power 
consumption  

= 165W

GX53 LED

100 - 240 V SUFFIX

GX53
LED

6400 Lm 4000 K
3000 K

80 W 9600 Lm 4000 K
3000 K
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GRAND SIZE
PIETRO

U43.113.D8K

U43.224.H1L

FUMAGALLI POLES TECHNOLOGY
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GIONA 5000/PIETRO

KARMEL 3000/PIETRO

U45.227

U43.227

U45.231

U43.231

Pcs 1
Kg  67,5
mc  1,112

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  33
mc  0,362

Pcs 1
Kg  35,5
mc  0,402

Pcs 1
Kg  62,5
mc  0,862

Pcs 1
Kg  65,5
mc  0,982

GIONA
4000/PIETRO

GIONA
4500/PIETRO

U45.221

U43.221

U45.224

U43.224

Pcs 1
Kg  38,6
mc  0,402

Pcs 1
Kg  42
mc  0,453

KARMEL
3500/PIETRO

TABOR/
PIETRO

KARMEL
4000/PIETRO

HOREB/
PIETRO

U45.234

U43.234

U45.204

U43.204

U45.237

U43.237

U45.207

U43.207

Pcs 1
Kg  8,4
mc  0,182

Pcs 1
Kg  7,5
mc  0,182

LOT/PIETRO PIETRO

U45.113

U43.113

U45.000

U43.000

PIETROSIMONCEFA

PIETRO
GRAND SIZE

GX53

GX53 GX53

GX53

GX53

GX53

GX53
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GRAND SIZE
GIONA 4000/PIETRO

U43.171.W1L

U45.221.M10.C8K

U43.221.M21.W1L

FUMAGALLI POLES TECHNOLOGY
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GIONA 4000 ADAM/PIETRO 2L

GIONA 4000 ADAM/PIETRO 3L

GIONA 4000 ADAM/PIETRO 1L

GIONA 4000 ADAM/PIETRO 2+1

U45.221.M20

U43.221.M20

U45.221.M30

U43.221.M30

U45.221.M10

U43.221.M10

U45.221.M21

U43.221.M21

Pcs 1
Kg  73
mc  0,863

Pcs 1
Kg  82
mc  1,100

Pcs 1
Kg  64
mc  0,752

Pcs 1
Kg  80,5
mc  0,931

SICHEM/PIETRO

U45.121

U43.121

Pcs 1
Kg  8
mc  0,182

ADAM/PIETRO

U45.171

U43.171

Pcs 1
Kg  9
mc  0,190

PIETROSIMONCEFA

GIONA 4000/PIETRO
GRAND SIZE

GX53 GX53 GX53

GX53

GX53

GX53
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GRAND SIZE
GIONA 4500-5000/PIETRO

U43.195

U43.224.N20.W1L

U43.224.N10.H1L

- 394 -



B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

2

2200

5300
5800

5300
5800

4

2200

Pcs 1
Kg  71,5
mc  0,949

Pcs 1
Kg  73,5

mc  1,191

GIONA 4500 ARON/
PIETRO 1L

GIONA 4500 ARON/PIETRO 2L

GIONA 4500 ARON/PIETRO 4L

GIONA 5000 ARON/
PIETRO 1L

GIONA 5000 ARON/PIETRO 2L

GIONA 5000 ARON/PIETRO 4L

U45.224.N10

U43.224.N10

U45.224.N20

U43.224.N20

U45.224.N40

U43.224.N40

U45.227.N10

U43.227.N10

U45.227.N20

U43.227.N20

U45.227.N40

U43.227.N40

ARON/PIETRO

ERMON.R/PIETRO

U45.172

U45.195 resin

U43.172

U43.195 resin

Pcs 1
Kg  13
mc  0,223

Pcs 1
Kg  82,5
mc  1,196

Pcs 1
Kg  84,5

mc  1,329

Pcs 1
Kg  105
mc  1,444

Pcs 1
Kg  13,5
mc  0,250

Pcs 1
Kg  107

mc  1,605

PIETROSIMONCEFA

GIONA 4500-5000/PIETRO
GRAND SIZE

E27

GX53

E27

GX53

E27

GX53

E27

GX53

E27

GX53

E27

GX53

E27

GX53
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LARGE SIZE
GLOBE 400 CLASSIC
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UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

(PMMA) completo di base classica 
G40.B40.E27FC1
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Dimensions and weight
Height: 410 mm
Diameter: 400 mm
Junction to support: diameter 60 mm
Weight: 2,3 Kg
Area exposed to wind pressure:
CxS = m2 0,122

GLOBE 400 CLASSIC - COMPONENTS GLOBE 400 CLASSIC

G40.B40 *

530

Smoked

GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Ø 60

400

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

OpalBASE

BASE

LOUVRE

FRANGILUCE

400 mm GLOBE

GLOBO Ø 400 mm 

Opal

ELECTRICAL 
EQUIPMENT 

SEAT

CHROME ALUMINIUM LOUVRE

E27 SUFFIX

CFL-LED  
.E27

PHOTOMETRIC DATA SAMPLE

GLOBE 400 clear E27 High Power LED 
50W.

POST height 3,5mt
10x10mt area: average 7 lux

The photometric data for all the versions are 
available upon request or on our website.
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LARGE SIZE
TABOR/GLOBE 400 CLASSIC

G40.204.R30

FUMAGALLI POLES TECHNOLOGY

G40.132

G40.204
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690

690

635

620

425

425

3520

3620 3620

TABOR/G400 TABOR OFIR/G400 2L TABOR OFIR/G400 3L
G40.204 G40.204.R20 G40.204.R30

OFIR/G400
G40.132

Pcs 1
Kg  27,9
mc  0,230

Pcs 1
Kg  33,2
mc  0,347

Pcs 1
Kg  36
mc  0,429

Pcs 2
Kg  6,1
mc  0,133

ADAM/G400
G40.171

Pcs 2
Kg  7,5
mc  0,192

TABOR/GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Pcs 2
Kg  4,7
mc  0,133

GLOBE 400 CLASSIC
G40.B40
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LARGE SIZE
HOREB/GLOBE 400 CLASSIC

G40.113

G40.207.M20

G40.207.M21

FUMAGALLI POLES TECHNOLOGY

- 400 -



B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

4240

4190710 960

Ø 400

4190

4240
4020

HOREB ADAM/G400 2L
G40.207.M20

HOREB ADAM/G400 2+1

HOREB ADAM/G400 3L

HOREB ADAM/G400 3+1
G40.207.M21

G40.207.M30

G40.207.M31
Pcs 1
Kg  41,6
mc  0,545

Pcs 1
Kg  32,2
mc  0,310

Pcs 1
Kg  30,3
mc  0,256

Pcs 1
Kg  38
mc  0,447

Pcs 1
Kg  39,4
mc  0,477

HOREB/G400

HOREB ADAM/G400 1L

G40.207

G40.207.M10

LOT/G400
G40.113

Pcs 2
Kg  6,5
mc  0,152

Pcs 2
Kg  5,3
mc  0,133

SICHEM/G400
G40.121

Pcs 1
Kg  35,7
mc  0,378

HOREB/GLOBE 400 CLASSIC
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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LARGE SIZE
KARMEL 3000/GLOBE 400 CLASSIC

G40.231.R30

G40.231

G40.231.R20

FUMAGALLI POLES TECHNOLOGY
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36203620

3520

Pcs 1
Kg  36
mc  0,429

Pcs 1
Kg  33,2
mc  0,347

Pcs 1
Kg  27,9
mc  0,230

KARMEL 3000 OFIR/G400 3L
G40.231.R30

KARMEL 3000 OFIR/G400 2LKARMEL 3000/G400
G40.231.R20G40.231

KARMEL 3000/GLOBE 400
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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LARGE SIZE
KARMEL 3500-4000/GLOBE 400 CLASSIC

G40.171

G40.234

G40.234.M20

FUMAGALLI POLES TECHNOLOGY
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4240
4740

4020
4520

4190
4690

4190
4690

Pcs 1
Kg  32,2
mc  0,310

Pcs 1
Kg  30,3
mc  0,256

Pcs 1
Kg  34,7

mc  0,407

Pcs 1
Kg  32,8

mc  0,283

Pcs 1
Kg  38
mc  0,420

Pcs 1
Kg  40,5

mc  0,545

Pcs 1
Kg  39,4
mc  0,477

Pcs 1
Kg  41,6
mc  0,502

Pcs 1
Kg  35,7
mc  0,378

Pcs 1
Kg  41,9

mc  0,482

Pcs 1
Kg  44,1

mc  0,545

Pcs 1
Kg 38,2  

mc  0,400

KARMEL 3500
ADAM/G400 3L

KARMEL 3500
ADAM/G400 1L

KARMEL 3500
ADAM/G400 3+1

KARMEL 3500
ADAM/G400 2+1

KARMEL 
3500/G400

KARMEL 3500
ADAM/G400 2L

KARMEL 4000
ADAM/G400 3L

KARMEL 4000
ADAM/G400 1L

KARMEL 4000
ADAM/G400 3+1

KARMEL 4000
ADAM/G400 2+1

KARMEL 
4000/G400

KARMEL 4000
ADAM/G400 2L

G40.234.M30G40.234.M10

G40.234.M31

G40.234.M21

G40.234

G40.234.M20

G40.237.M30G40.237.M10

G40.237.M31

G40.237.M21

G40.237

G40.237.M20

KARMEL 3500-4000/GLOBE 400
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

740

EVA/G400 2L
G40.181

Pcs 1
Kg  7,9
mc  0,353
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LARGE SIZE
GIONA 4000/GLOBE 400 CLASSIC

G40.221.M30

G40.221.M21

FUMAGALLI POLES TECHNOLOGY
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4690

4740

4690

4740

GIONA 4000 ADAM/G400 1L GIONA 4000 ADAM/G400 3+1
G40.221.M10 G40.221.M31

GIONA 4000 ADAM/G400 2L

GIONA 4000 ADAM/G400 2+1

GIONA 4000 ADAM/G400 3L

G40.221.M20

G40.221.M21

G40.221.M30

Pcs 1
Kg  59,2
mc  0,897

Pcs 1
Kg  69,1
mc  1,32

Pcs 1
Kg 63
mc  0,965

Pcs 1
Kg 65,3
mc  1,034

Pcs 1
Kg 66,7
mc  1,064

GIONA 4000/GLOBE 400 
LARGE SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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GLOBE 500 CLASSIC
GRAND SIZE
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UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST HANGING

(PMMA) completo di base classica 

G50.B50.E27FC1
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Dimensions and weight
Height: 630 mm
Diameter: 500 mm
Junction to support: diameter 60 mm
Weight: 3,6 Kg
Area exposed to wind pressure:
CxS = m2 0,181

GLOBE 500 CLASSIC - COMPONENTS GLOBE 500 CLASSIC

G50.B50 *

630

GLOBE 500 CLASSIC
GRAND SIZE

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC

Ø 60

500

Smoked

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

BASE

BASE

LOUVRE

FRANGILUCE

 GLOBE

GLOBO 

Opal

ELECTRICAL 
EQUIPMENT 

SEAT

CHROME ALUMINIUM LOUVRE

E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

 or E40

PHOTOMETRIC DATA SAMPLE

GLOBE 500 opal HQI 100.

POST height 4,5mt
10x10mt area: average 9 lux

The photometric data for all the versions are 
available upon request or on our website.
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GRAND SIZE
GLOBE 500 CLASSIC

G50.227

FUMAGALLI POLES TECHNOLOGY
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GLOBE 500 CLASSICSICHEM/G500
G50.B50G50.121

Pcs 2
Kg  7,2
mc  0,275

Pcs 2
Kg  15,2
mc  0,275

GIONA 5000/G500

KARMEL 3000/G500

G50.227

G50.231

Pcs 1
Kg  63,6
mc  1,157

Pcs 1
Kg  29,1
mc  0,407

Pcs 1
Kg  29,1
mc  0,407

Pcs 1
Kg  31,6

mc  0,447

Pcs 1
Kg  58,6
mc  0,907

Pcs 1
Kg  61,6

mc  1,027

GIONA
4000/G500

GIONA
4500/G500

G50.221 G50.224
Pcs 1
Kg  31,6
mc  0,447

Pcs 1
Kg  34,1

mc  0,498

KARMEL
3500/G500

TABOR/
G500

KARMEL
4000/G500

HOREB/
G500

G50.234

G50.204

G50.237

G50.207

GLOBE 500 CLASSIC
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GRAND SIZE
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GRAND SIZE
GIONA 4500-5000/GLOBE 500 CLASSIC

G50.224.N10

G50.224.N40

FUMAGALLI POLES TECHNOLOGY
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GIONA 4500 ARON/G500 2L

GIONA 4500 ARON/G500 1L

GIONA 5000 ARON/G500 2L

GIONA 5000 ARON/G500 1L

G50.224.N20

G50.224.N10

G50.227.N20

G50.227.N10

Pcs 1
Kg  74
mc  1,115

Pcs 1
Kg  67,4
mc  1,031

Pcs 1
Kg  69,4

mc  1,146

Pcs 1
Kg  76

mc  1,239

GIONA 4500-5000/GLOBE 500
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GIONA 4500 ARON/G500 4L GIONA 5000 ARON/G500 4L
G50.224.N40 G50.227.N40

Pcs 1
Kg  89
mc  1,282

Pcs 1
Kg  91
mc  1,425

ARON/G500
G50.172

Pcs 1
Kg  8,9
mc  0,178

LOT/G500
G50.113

Pcs 2
Kg  9
mc  0,275

GRAND SIZE

ERMON.R/G500
G50.195 resin

Pcs 1
Kg  9,6
mc  0,212
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GRAND SIZE
CANA 500

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST

completo di base classica realizzata in 

C50.B50.E27FC1
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E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

 or E40 

Dimensions and weight
Height: 690 mm
Diameter: 400 mm
Junction to support: diameter 60 mm
Weight: 3,4 Kg
Area exposed to wind pressure:
CxS = m2 0,122

 CANA 500 - COMPONENTS CANA 500

C50.B50 *

690

GRAND SIZE
CANA 500

CANA 500

PHOTOMETRIC DATA SAMPLE

Ø 60

1.00
2.00

3.00

3.00

4.00

4.00

5.00

5.00

5.00
5.00

5.00

6.00

6.00

6.00
6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00 7.00

7.00

7.00

7.00

7.00 7.00

7.00

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

OpalBASE

BASE

LOUVRE

FRANGILUCE

Classic AMPHORA

ANFORA 

ELECTRICAL 
EQUIPMENT 

SEAT

CHROME ALUMINIUM LOUVRE
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GRAND SIZE
KARMEL 3500-4000/CANA 500

C50.171

C50.234

C50.234.M21

FUMAGALLI POLES TECHNOLOGY
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8
3

7

GRAND SIZE
KARMEL 3500-4000/CANA 500

KARMEL 3500/
CANA 500

KARMEL 4000/
CANA 500

KARMEL 3500 
ADAM/CANA 500 2+1

KARMEL 4000 
ADAM/CANA 500 2+1

C50.234 C50.237 C50.234.M21 C50.237.M21

KARMEL 3500 
ADAM/CANA 500 2L

KARMEL 4000 
ADAM/CANA 500 2L

KARMEL 3500 
ADAM/CANA 500 3L

KARMEL 4000 
ADAM/CANA 500 3L

KARMEL 3500 
ADAM/CANA 500 3+1

KARMEL 4000 
ADAM/CANA 500 3+1

C50.234.M20 C50.237.M20

C50.234.M30 C50.237.M30

C50.234.M31 C50.237.M31

Pcs 1
Kg  31,4
mc  0,320

Pcs 1
Kg 42,9
mc  0,579

Pcs 1
Kg 46,3
mc  0,638

ADAM/CANA 500LOT/CANA 500
C50.171C50.113

Pcs 1
Kg  4,3
mc  0,200

7

8
3

Pcs 1
Kg  4,9
mc  0,187

Pcs 1
Kg 38,1
mc  0,446

Pcs 1
Kg  41,5
mc  0,522

CANA 500

Pcs 1
Kg  44

mc  0,647

Pcs 1
Kg  33,9

mc  0,371

Pcs 1
Kg  45,4

mc  0,584

Pcs 1
Kg  40,6

mc  0,468

Pcs 1
Kg  48,8

mc  0,681

- 417 -



G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

GRAND SIZE
GIONA 4000/CANA 500

C50.221

C50.221.M21

FUMAGALLI POLES TECHNOLOGY
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4790

Pcs 1
Kg  58,4
mc  0,780

Pcs 1
Kg  69,9
mc  0,854

Pcs 1
Kg  68,3

mc  0,745

Pcs 1
Kg  73,3

mc  0,954

GIONA 4000/CANA 500 GIONA 4000 ADAM/CANA 500 3L
C50.221 C50.221.M30

GIONA 4000 ADAM/CANA 500 2L

GIONA 4000 ADAM/CANA 500 2+1

GIONA 4000 ADAM/CANA 500 3+1

C50.221.M20

C50.221.M21

C50.221.M31

Pcs 1
Kg  64,9

mc  0,699

GRAND SIZE
GIONA 4000/CANA 500

CANA 500

ERMON.R/CANA 500
C50.195 resin

Pcs 1
Kg  9,4
mc  0,175
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- 420 -- 420 -
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con incluse lampadine a LED GX53 con 
kelvin impostabile

disponibile nella versione 2x E27

4P2.000.G10

GIORGIO-ROSA
FLOODLIGHT

ROSA
4P2.000.G20
4P1000.G20

4P2.000.G20

GIORGIO
4P2.000.G10
4P1.000.G10

PUBLIC

WALL GROUND POST

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

- 422 -
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15°-135°

POST TOP SYSTEM

SISTEMA A PALO con braccio 

GIORGIO-ROSA
FLOODLIGHT

Dimensions and weight
Height:200 mm
Width: 420 mm
Weight: 4 Kg 

Dimensions and weight
Height:200 mm
Width: 700 mm
Weight: 6 Kg 

GIORGIO

ROSA

GIORGIO ROSA

Moulded Colours: 

Diffuser PMMA:
Grey WhiteBlack

Opal

GIORGIO/ROSA - COMPONENTS

 FLOODLIGHT 

PROIETTORE 

4P2.000.G10 *

4P2.000.G20 *

SINGLE LIGHT

DOUBLE LIGHT

2x E27

4P2.702

 

SUFFIX

 

+ SENSOR

4x GX53 LED

4P2.702

100 - 240 V SUFFIX

GX53
LED

28W 3200 Lm 4000 K

3000 K

40W 4800 Lm 4000 K

3000 K

GX53 LED

4P1.702

 

100 - 240 V SUFFIX

GX53
LED

800 Lm 4000 K
2700 K

11 W 1300 Lm 4000 K
2700 K

18 W 2000 Lm 4000 K
2700 K

GX53
LED

+ SENSOR
800 Lm 4000 K

2700 K

11 W
+ SENSOR

1300 Lm 4000 K
2700 K

18 W
+ SENSOR

2000 Lm 4000 K
2700 K

7W
11W
18W

60W
100W
150W

incandescent

SAVE 90%

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

FU
LLY

PRE-W
IRED

4x 10W
4800 Lm

100W
SON-HQI

SAVE 60%

3000 K 4000 K 6500 K

CCT SETTABLE
2700 K

LED LAMPS 

LVD ERP
6000hEMC

- 423 -
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GIORGIO-ROSA
FLOODLIGHT

4P2.702

4P2.000

4P2.361.G10

4P2.414.G20

FUMAGALLI POLES TECHNOLOGY
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GIORGIO-ROSA
FLOODLIGHT

2700
3200

420

2700

700

420

153

700

300

153

3200
2700

700

3200

420

Pcs 1
Kg  27
mc  0,181

Pcs 1
Kg  37
mc  0,214

Pcs 1
Kg  34
mc  0,188

Pcs 1
Kg  40
mc  0,240

Pcs 1
Kg  24
mc  0,161

Pcs 1
Kg  4
mc  0,029

Pcs 1
Kg  6
mc  0,049

Pcs 1
Kg  37
mc  0,208

Pcs 1
Kg  43
mc  0,260

Pcs 1
Kg  40
mc  0,234

EKTOR 2500/ROSA

EKTOR 2500/GIORGIO

GIOVA/GIUSEPPE GIORGIO ROSA

EKTOR 3500/GIORGIO AKILLE 3500/GIORGIO EKTOR 3500/ROSA AKILLE 3500/ROSA

EKTOR 3000/GIORGIO AKILLE 3000/GIORGIO EKTOR 3000/ROSA AKILLE 3000/ROSA

EKTOR 4000/GIORGIO AKILLE 4000/GIORGIO EKTOR 4000/ROSA AKILLE 4000/ROSA

4P2.361.G20

4P2.361.G10

4P2.367.G10 4P2.417.G10 4P2.367.G20 4P2.417.G20

4P2.364.G10 4P2.414.G10 4P2.364.G20 4P2.414.G20

4P2.371.G10 4P2.421.G10 4P2.371.G20 4P2.421.G20

 Pcs 10
Kg 31
mc 0,195

11W 4P1.000.G10.B1K

18W 4P1.000.G10.E1K

28W 4P2.000.G10.C4K

40W 4P2.000.G10.D4K

2x E27 lampholder 4P2.000.G10.E28 2x E27 lampholder 4P2.000.G20.E28 2x E27 lampholder 4P2.702.E28

2x 11W 4P1.000.G20.B1K

2x 18W 4P1.000.G20.E1K

2x 28W 4P2.000.G20.C4K

2x 40W 4P2.000.G20.D4K

11W 4P1.702.B1K

18W 4P1.702.E1K

28W 4P2.702.C4K

40W 4P2.702.D4K

300300

340

340

GIORGIO ROSA

420

3

700

EKTOR3000

AKILLE3500

EKTOR3000

AKILLE3500

4200
3700
3200

2700

4200
3700
3200

CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED CCT SETTABLE GX53 LED LAMP INCLUDED
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V50.000.H1L

LARGE SIZE
VIVI 400 HIGH POWER LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

sospensione o a parete. Provvisto 

completo di 
POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

- 426 -
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LARGE SIZE
VIVI 400 HIGH POWER LED

VIVI 400 HIGH POWER LED

V50.000 *

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 4,2 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 HIGH POWER LED - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

lampada a LED ad ALTA POTENZA

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

LED LAMPS 

LVD ERP
6000hEMC

HIGH POWER LED

100 - 240 V SUFFIX

E27
30 W

4000 K

3000 K

E27 

4000 K

3000 K

PHOTOMETRIC DATA SAMPLE - VIVI 400 HIGH POWER LED

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

(power consumption)

Area: 10x10mt
Height: 3,5mt

28 lux

=HIGH POWER LED

50W

SAVE

-40%

HQI 70W
power 

consumption  
= 84W
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LARGE SIZE
VIVI 400 GX53 LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

 

sospensione o a parete. Provvisto di 
sistema modulare a LED GX53 con 
kelvin impostabile 

disponibile in diverse potenze. 

V50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

- 428 -
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GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

LARGE SIZE
VIVI 400 GX53 LED

VIVI 400 GX53 LED

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 4,9 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

PHOTOMETRIC DATA SAMPLE - VIVI 400 GX53 LED

420

V50.000 *

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

480

Ø 60

(power consumption)

Area: 10x10mt
Height: 3,5mt

37 lux

=6x10W GX53 LED

60W

LED LAMPS 

LVD ERP
6000hEMC

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 100W
power 

consumption  
=112W

SAVE

-48%
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V50.000.E27

LARGE SIZE
VIVI 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

ad alta resistenza al calore idoneo per 

alle norme internazionali contro 
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LARGE SIZE
VIVI 400 E27

VIVI 400 E27

V50.000 *

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 3,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 E27 - E40 - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE

VIVI 400 E27 clear HQI 70W.

POST height 4mt
10x10mt area: average 28 lux

The photometric data for all the versions 
are available upon request or on our 
website.

5

5

10

10

10

15

15

15

15

15

20

20

20

20

20

20

20

20
20

20

25

25

25

25

25

25

2525

25

30

30
30

30

30

30
30

30

35

35
35

35

35

35

35

40
40

40

40

40

40

45
45

45

45

45

50
50

50

50

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
VIVI 400

V50.364.A10.C6K

V50.414.A10.H1L
FUMAGALLI POLES TECHNOLOGY

L41.128.H1L
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NEW LOT/VIVI400

MIDIPILAR/VIVI400 MARIO/VIVI400

V50.115

V50.254 V50.129

480

420

EKTOR 2500 MIDIPILAR/VIVI400 1L

EKTOR 3500
MIDIPILAR/VIVI400 1L

AKILLE 3500
MIDIPILAR/VIVI400 1L

EKTOR 4000
MIDIPILAR/VIVI400 1L

AKILLE 4000
MIDIPILAR/VIVI400 1L

EKTOR 3000 
MIDIPILAR/VIVI400 1L

AKILLE 3000 
MIDIPILAR/VIVI400 1LV50.361.A10

V50.367.A10 V50.417.A10

V50.371.A10 V50.421.A10

V50.364.A10 V50.414.A10

4255

745

3255
2755

745

VIVI 400

V50.000

Ø 60

4255
3755

Ø 265Ø 265 Ø 265

EKTOR3000

AKILLE3000

EKTOR4000

AKILLE3500

3255 4255
3755

LARGE SIZE
VIVI 400

Pcs 1
Kg  5,2
mc  0,071

Pcs 1
Kg  5,5
mc  0,092

Pcs 1
Kg  5,2
mc  0,07

Pcs 1
Kg  37,5
mc  0,284

Pcs 1
Kg  4,9
mc  0,09

Pcs 1
Kg  41
mc  0,314

Pcs 1
Kg  30,6
mc  0,235 Pcs 1

Kg  34
mc  0,262

2755

745

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

LUIGI 400-DR

L41.128

Pcs 1
Kg  4,2
mc  0,09
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V50.364.A30.H1L

FUMAGALLI POLES TECHNOLOGY

V50.414.A20.H1L

LARGE SIZE
VIVI 400

V50.129.C6K

V50.115.E27

V50.254.H1L
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3755
4255

1220

EKTOR 3500 
MIDIPILAR/VIVI400 2L

AKILLE 3500 
MIDIPILAR/VIVI400 2L

EKTOR 4000 
MIDIPILAR/VIVI400 2L

AKILLE 4000 
MIDIPILAR/VIVI400 2L

V50.367.A20 V50.417.A20

V50.371.A20 V50.421.A20

EKTOR 2500 MIDIPILAR/VIVI400 2L

EKTOR 3000 
MIDIPILAR/VIVI400 2L

AKILLE 3000 
MIDIPILAR/VIVI400 2L

V50.361.A20

V50.364.A20 V50.414.A20

2755

1220

2755

1135

EKTOR 2500 MIDIPILAR/VIVI400 3L

EKTOR 3000 
MIDIPILAR/VIVI400 3L

AKILLE 3000 
MIDIPILAR/VIVI400 3L

V50.361.A30

V50.364.A30 V50.414.A30

EKTOR 3500 
MIDIPILAR/VIVI400 3L

AKILLE 3500 
MIDIPILAR/VIVI400 3L

EKTOR 4000 
MIDIPILAR/VIVI400 3L

AKILLE 4000 
MIDIPILAR/VIVI400 3L

V50.367.A30 V50.417.A30

V50.371.A30 V50.421.A30

4255
3755

1135

Ø 265

Ø 265

Ø 265 Ø 265 Ø 265

Pcs 1
Kg  43
mc  0,358

Pcs 1
Kg  46,5
mc  0,385

Pcs 1
Kg  86,2
mc  0,306

Pcs 1
Kg  39,6
mc  0,332

Pcs 1
Kg  42
mc  0,497

Pcs 1
Kg  45,2
mc  0,523

Pcs 1
Kg  48,6
mc  0,55

Pcs 1
Kg  52
mc  0,576

LARGE SIZE
VIVI 400

3255

EKTOR3000 AKILLE4000

4255
3755
3255 3255

EKTOR4000 AKILLE3000

4255
3755
3255

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
ECOVIVI 400 GX53 LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

  in 

sospensione o a parete. Fornito con 

di modulare a LED GX53 
con Kelvin impostabile 

EV4.000.C6K

3000 K 4000 K 6500 K

CCT SETTABLE
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LARGE SIZE
ECOVIVI 400 GX53 LED

ECOVIVI 400 GX53 LED

Dimensions and weight
Height: 243 mm
Diameter: 480 mm
Weight: 4,6 Kg 

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOVIVI 400 GX53 LED - COMPONENTS

ROOF 

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE 

243

480

Ø 60

EV4.000 *

PHOTOMETRIC DATA SAMPLE - ECOVIVI 400 GX53 LED

5

5

10

10

10
10

10

10

10

10

1010

10

15

15
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25 25
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25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

(power consumption)

Area: 10x10mt
Height: 3,5mt

37 lux

=6x10W GX53 LED

60W

SAVE

-48%

GX53 LED

100 - 240 V SUFFIX

 
GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

LED LAMPS 

LVD ERP
6000hEMC

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 100W
power 

consumption  
=112W
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LARGE SIZE
ECOVIVI 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

sospensione o a parete. Fornito con 

alle norme internazionali contro 

EV4.000.E27

- 438 -
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LARGE SIZE
ECOVIVI 400 E27

ECOVIVI 400 E27

Dimensions and weight
Height: 243 mm
Diameter: 480 mm
Weight: 3,4 Kg 

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOVIVI 400 E27 - E40 - COMPONENTS

ROOF 

TETTO 

RING

ANELLO

DIFFUSER

DIFFUSORE 

243

480

Ø 60

PHOTOMETRIC DATA SAMPLE

EV4.000 *

ECOVIVI 400 clear HQI 70W.

POST height 3,5mt
10x10mt area: average 28 lux

The photometric data for all the versions 
are available upon request or on our 
website.

CEILING 

SOFFITTO 

Parabolic REFLECTOR

PARABOLA
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SUFFIXE27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40 HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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LARGE SIZE
ECOVIVI 400

EV4.364.A10.C6K

FUMAGALLI POLES TECHNOLOGY

EV4.414.A10.D6K

L4F.128.D6K
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LARGE SIZE
ECOVIVI 400

NEW LOT/ECOVIVI400

MIDIPILAR/ECOVIVI400 MARIO/ECOVIVI400

EV4.115

EV4.254 EV4.129

Pcs 1
Kg  4,9
mc  0,071

Pcs 1
Kg  5,2
mc  0,092

Pcs 1
Kg  4,9
mc  0,07

300

365

348

480

243

Pcs 1
Kg  37,1
mc  0,284

Pcs 1
Kg  4,6
mc  0,09

Pcs 1
Kg  40,5
mc  0,314

Pcs 1
Kg  30,3
mc  0,235 Pcs 1

Kg  33,7
mc  0,262

EKTOR 2500 MIDIPILAR/ECOVIVI400 1L

EKTOR 3500
MIDIPILAR/ECOVIVI400 1L

AKILLE 3500
MIDIPILAR/ECOVIVI400 1L

EKTOR 4000
MIDIPILAR/ECOVIVI400 1L

AKILLE 4000
MIDIPILAR/ECOVIVI400 1L

EKTOR 3000 MIDIPILAR/
ECOVIVI400 1L

AKILLE 3000 MIDIPILAR/
ECOVIVI400 1LEV4.361.A10

EV4.367.A10 EV4.417.A10

EV4.371.A10 EV4.421.A10

EV4.364.A10 EV4.414.A10

2755

745

4255

745

3255
2755

745

ECOVIVI 400

EV4.000

Ø 60

4255
3755

Ø 265Ø 265 Ø 265

EKTOR3000

AKILLE3000

EKTOR4000

AKILLE3500

3255 4255
3755

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500

Pcs 1
Kg  3,7
mc  0,09

330

LUIGI 400

L4F.128
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LARGE SIZE
ECOVIVI 400

EV4.421.A30.D6K

EV4.364.A20.D6K

FUMAGALLI POLES TECHNOLOGY

EV4.129.C6K
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LARGE SIZE
ECOVIVI 400

EKTOR 3500 
MIDIPILAR/ECOVIVI400 2L

AKILLE 3500 
MIDIPILAR/ECOVIVI400 2L

EKTOR 4000 
MIDIPILAR/ECOVIVI400 2L

AKILLE 4000 
MIDIPILAR/ECOVIVI400 2L

EV4.367.A20 EV4.417.A20

EV4.371.A20 EV4.421.A20

Pcs 1
Kg  42,5
mc  0,358

Pcs 1
Kg  46
mc  0,385

Pcs 1
Kg  35,7
mc  0,306

Pcs 1
Kg  39,1
mc  0,332

EKTOR 2500 MIDIPILAR/ECOVIVI400 2L

EKTOR 3000 
MIDIPILAR/ECOVIVI400 2L

AKILLE 3000 
MIDIPILAR/ECOVIVI400 2L

EV4.361.A20

EV4.364.A20 EV4.414.A20

2755

1220

1120

2755

EKTOR 2500 MIDIPILAR/ECOVIVI400 3L

EKTOR 3000 
MIDIPILAR/ECOVIVI400 3L

AKILLE 3000 
MIDIPILAR/ECOVIVI400 3L

EV4.361.A30

EV4.364.A30 EV4.414.A30

Pcs 1
Kg  41
mc  0,497

Pcs 1
Kg  44,3
mc  0,523

EKTOR 3500 
MIDIPILAR/ECOVIVI400 3L

AKILLE 3500 
MIDIPILAR/ECOVIVI400 3L

EKTOR 4000 
MIDIPILAR/ECOVIVI400 3L

AKILLE 4000 
MIDIPILAR/ECOVIVI400 3L

EV4.367.A30 EV4.417.A30

EV4.371.A30 EV4.421.A30

Pcs 1
Kg  47,7
mc  0,55

Pcs 1
Kg  51,1
mc  0,576

4255
3755

1120

Ø 265 Ø 265 Ø 265 Ø 265

4255

1220

3255

EKTOR3000 AKILLE4000 EKTOR4000 AKILLE3000

3255
2755

4255
3755
3255

4255
3755
3255

VIVI 400 ECOVIVI 400 VIVI 500 ECOVIVI 500
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P50.000.H1L

LARGE SIZE
BEPPE 400 HIGH POWER LED

luminosa e fornito completo di lampada 
a LED E27 ad ALTA POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST - 444 -
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LARGE SIZE
BEPPE 400 HIGH POWER LED

BEPPE 400 HIGH POWER LED

P50.000 *

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 4 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 HIGH POWER LED - COMPONENTS

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CAGE

BIPODE

DIFFUSER 

DIFFUSORE

ROOF

TETTO

CEILING

SOFFITTO

Ø 60

HIGH POWER LED

100 - 240 V SUFFIX

E27
30 W

4000 K

3000 K

E27 
4000 K

3000 K

PHOTOMETRIC DATA SAMPLE - BEPPE 400 HIGH POWER LED
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HIGH POWER LED

50W
(power consumption)

Area: 10x10mt
Height: 3,5mt

21 lux

=

SAVE

-40%

LED LAMPS 

LVD ERP
6000hEMC

HQI 70W
power 

consumption  
=84W

- 445 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



LARGE SIZE
BEPPE 400 GX53 LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

2
ZONE 2

P50.000.D6K

  in 

di sistema modulare a LED GX53 con 
Kelvin impostabile 

3000 K 4000 K 6500 K

CCT SETTABLE

- 446 -
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LARGE SIZE
BEPPE 400 GX53 LED

BEPPE 400 GX53 LED

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 5 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

PHOTOMETRIC DATA SAMPLE - BEPPE 400 GX53 LED

420

P50.000 *

480

Ø 60

6x10W GX53 LED

60W
(power consumption)

Area: 10x10mt
Height: 4mt

34 lux
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GX53 LED

100 - 240 V SUFFIX

GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

LED LAMPS 

LVD ERP
6000hEMC

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 100W
power 

consumption  
=112W

SAVE

-50%
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P50.000.E27

LARGE SIZE
BEPPE 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

2
ZONE 2

- 448 -
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E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

LARGE SIZE
BEPPE 400 E27

BEPPE 400 E27

P50.000 *

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 3,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 400 E27 - E40 - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE

BEPPE 400 clear HQI 70W.

POST height 3,5mt
10x10mt area: average 20 lux

The photometric data for all the versions 
are available upon request or on our 
website.
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ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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LARGE SIZE
BEPPE 400

P50.367.C6K

P50.361.H1L

P50.115.H1L

FUMAGALLI POLES TECHNOLOGY

P50.414.H1L
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LARGE SIZE
BEPPE 400

Pcs 1
Kg  29,3
mc  0,256

Pcs 1
Kg  32,7
mc  0,282

Pcs 1
Kg  36,1
mc  0,309

Pcs 1
Kg  39,5
mc  0,335

480

3565

480

4565

3065

480

4065

480

680

480Pcs 1
Kg  5
mc  0,113

Pcs 1
Kg 5,3
mc  0,119

790

480

EKTOR 2500/BEPPE400

EKTOR 4000/
BEPPE400

AKILLE 4000/
BEPPE400

P50.361.000

EKTOR 3000/
BEPPE400

AKILLE 3000/
BEPPE400

EKTOR 3500/
BEPPE400

AKILLE 3500/
BEPPE400

P50.364.000 P50.414.000 P50.367.000 P50.417.000 P50.371.000 P50.421.000

480

35

480

40

480

45

BEPPE400

P50.000

NEW LOT/BEPPE400

P50.115

Ø 60

Ø 265Ø 265Ø 265 Ø 265

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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LARGE SIZE
ECOBEPPE 400 GX53 LED

 

palo. Provvisto di sistema modulare 
a LED GX53 con Kelvin impostabile 

alle norme internazionali contro 

EP5.000.D6K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

ZONE 1

1

3000 K 4000 K 6500 K

CCT SETTABLE
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LARGE SIZE
ECOBEPPE 400 GX53 LED

ECOBEPPE 400 GX53 LED

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 4,7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PC (UV treated): 
Black White

Clear

ECOBEPPE 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

PHOTOMETRIC DATA SAMPLE - ECOBEPPE 400 GX53 LED

420

EP5.000 *
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480

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

20 lux

=

DIFFUSER

DIFFUSORE 

Ø 60

GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

LED LAMPS 

LVD ERP
6000hEMC

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 70W
power 

consumption  
= 84W

SAVE

-50%

- 453 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



EP5.000.E27

LARGE SIZE
ECOBEPPE 400 E27

ad alta resistenza al calore idoneo per 
orizzontale della lampadina e completo 

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

POST

ZONE 1

1

- 454 -
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E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

LARGE SIZE
ECOBEPPE 400 E27

ECOBEPPE 400 E27

EP5.000 *

Dimensions and weight
Height: 420 mm
Diameter: 480 mm
Weight: 3,4 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

 Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOBEPPE 400 E27 - E40 - COMPONENTS

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

PHOTOMETRIC DATA SAMPLE

ECOBEPPE 400 clear HQI 70W.

POST height 3,5mt
10x10mt area: average 20 lux

The photometric data for all the versions 
are available upon request or on our 
website.
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DIFFUSER

DIFFUSORE 

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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EP5.367.D6K

EP5.417.D6K

LARGE SIZE
ECOBEPPE 400

FUMAGALLI POLES TECHNOLOGY

EP5.115.D6K
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480

3565

480

4565

4065

480

680

480

EKTOR 2500/ECOBEPPE400

EKTOR 4000/
ECOBEPPE400

AKILLE 4000/
ECOBEPPE400

EP5.361.000

EKTOR 3000/
ECOBEPPE400

AKILLE 3000/
ECOBEPPE400

EP5.364.000 EP5.414.000 EP5.371.000 EP5.421.000

480

35

4

480

480

45

Ø 60

LARGE SIZE
ECOBEPPE 400

Pcs 1
Kg  29,3
mc  0,256

Pcs 1
Kg  32,7
mc  0,282

3065

480

Pcs 1
Kg  5
mc  0,119

Pcs 1
Kg  4,7
mc  0,113

Pcs 1
Kg  39,5
mc  0,335

Pcs 1
Kg  36,1
mc  0,309

790

480

EKTOR 3500/
ECOBEPPE400

AKILLE 3500/
ECOBEPPE400

EP5.367.000 EP5.417.000

ECOBEPPE400

EP5.000

NEW LOT/ECOBEPPE400

EP5.115

Ø 265Ø 265Ø 265 Ø 265

ECOBEPPE 400BEPPE 400 ECOBEPPE 500BEPPE 500
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LARGE SIZE
REMO 400 HIGH POWER LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

completo di lampada a LED E27 ad ALTA 
POTENZA

R50.000.Q1L

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

- 458 -
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REMO 400 HIGH POWER LED - COMPONENTS

LARGE SIZE
REMO 400 HIGH POWER LED

REMO 500 GINO 500GINO 400REMO 400

REMO 400 GX53 LED

715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

480

Ø 60

R50.000 *

LED LAMPS 

LVD ERP
6000hEMC

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

5

5

7

7

7

7

7

9

9

99

9

9

9

9

9 9
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11

11

13

1313

13

13

13

13

13

13

15

15
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15
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15

17
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17

17

17

17

19

19

PHOTOMETRIC DATA SAMPLE - REMO 400 HIGH POWER LED

(power consumption)

Area: 10x10mt
Height: 3,5mt

11 lux

=

HIGH POWER LED

100 - 240 V *ADD 
SUFFIX

E27 30 W
4000 K

3000 K

E27 
4000 K

3000 K

INNER DIFFUSER 

DIFFUSORE INTERNO 

SAVE

-56%
HIGH POWER LED

50W

DOWNWARD 
LIGHT EMISSION 

480

HQI 100W
power 

consumption  
=115W
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LARGE SIZE
REMO 400 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

 

a parete. Provvisto di sistema modulare a LED 
GX53 con Kelvin impostabile

R50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

- 460 -
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REMO 400 GX53 LED - COMPONENTS

PHOTOMETRIC DATA SAMPLE - REMO 400 GX53 LED

LARGE SIZE
REMO 400 GX53 LED

REMO 500 GINO 500GINO 400REMO 400

REMO 400 GX53 LED

715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

480

Ø 60

R50.000 *
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28 28
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32

32

32

32

32
32

36 36

36

36
36

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

17 lux

=

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE

CONE REFLECTOR

BASE

CONO

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 100W
power 

consumption  
=115W

SAVE

-63%

- 461 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



LARGE SIZE
REMO 400 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL POST

R50.000.E27FC6
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E27-E40 SUFFIX

CFL-LED

 
.E27

E40
.E40

LARGE SIZE
REMO 400 E27

REMO 400 E27

R50.000 *

715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 4,2 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO500 GINO500GINO400REMO400

PHOTOMETRIC DATA SAMPLE

REMO 400 clear E27 High Power LED 
60W.

POST height 3,5mt
10x10mt area: average 15 lux

The photometric data for all the versions are 
available upon request or on our website.
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480

Ø 60

REMO 400 E27 - E40 - COMPONENTS

BASE

BASE

DIFFUSER

DIFFUSORE

Parabolic REFLECTOR

PARABOLA

ROOF

TETTO

LOUVRE

FRANGILUCE
CHROME ALUMINIUM LOUVRE

- 463 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



LARGE SIZE
REMO 400

R50.364.C6K

R50.361.H1L

R50.115.H1L

FUMAGALLI POLES TECHNOLOGY

- 464 -
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LARGE SIZE
REMO 400

EKTOR 2500/REMO400

EKTOR 4000/
REMO400

AKILLE 4000/
REMO400

R50.361.000
Pcs 1
Kg  30,1
mc  0,21

Pcs 1
Kg  33,5
mc  0,241

Pcs 1
Kg  26,9
mc  0,268

EKTOR 3000/
REMO400

AKILLE 3000/
REMO400

EKTOR 3500/
REMO400

AKILLE 3500/
REMO400

R50.364.000 R50.414.000

R50.367.000 R50.417.000
Pcs 1
Kg  40,3
mc  0,294

R50.371.000 R50.421.000

480

3600

480

36

4

480

480

4600

4

480

3100

480

4100

480

715

480

940

860

MIDIPILAR/REMO400

R50.254
Pcs 1
Kg  6,4
mc  0,09

REMO400

R50.000
Pcs 1
Kg  5,8
mc  0,06

NEW LOT/REMO400

R50.115
Pcs 1
Kg  6,1
mc  0,07

825

480

REMO 500 GINO 500GINO 400REMO 400

Ø 60

Ø 265Ø 265Ø 265
Ø 265

- 465 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



LARGE SIZE
GINO 400 HIGH POWER LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

luminosa. Fornito completo di lampada a 
LED E27 ad ALTA POTENZA

F50.000.Q1L

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

- 466 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

- 466 -



715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

LARGE SIZE
GINO 400 HIGH POWER LED

GINO 400 HIGH POWER LED

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 500 GINO 500GINO 400REMO 400

GINO 400 HIGH POWER LED - COMPONENTS

F50.000 *

480

Ø 60

LED LAMPS 

LVD ERP
6000hEMC

HIGH POWER LED

100 - 240 V *ADD SUFFIX

E27 30 W
4000 K

3000 K

E27 
4000 K

3000 K

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

INNER DIFFUSER 

DIFFUSORE INTERNO 

5

5

7

7

7

7

7

9

9

99

9

9

9

9

9 9

9
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11

11

11
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1313
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19

19

PHOTOMETRIC DATA SAMPLE - GINO 400 HIGH POWER LED

(power consumption)

Area: 10x10mt
Height: 3,5mt

11 lux

=

SAVE

-56%
HIGH POWER LED

50W

DOWNWARD 
LIGHT EMISSION 

480

HQI 100W
power 

consumption  
=115W

- 467 -
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LARGE SIZE
GINO 400 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

 in 

Provvisto di sistema modulare a LED GX53 
con Kelvin impostabile 

F50.000.D6K

3000 K 4000 K 6500 K

CCT SETTABLE

- 468 -
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715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 5,8 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

LARGE SIZE
GINO 400 GX53 LED

GINO 400 GX53 LED

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 500 GINO 500GINO 400REMO 400

GINO 400 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE
CONE 

REFLECTOR

BASE

CONO

F50.000 *

480

Ø 60

4
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28

28 28
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32
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32

32

32
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36 36

36

36
36

PHOTOMETRIC DATA SAMPLE - GINO 400 GX53 LED

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

17 lux

=

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

42W 4800 Lm 4000 K
3000 K

60W 4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 100W
power 

consumption  
=115W

SAVE

-63%
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LARGE SIZE
GINO 400 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

F50.000.E27FC6
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E27-E40 SUFFIX

CFL-LED

 
.E27

E40
.E40

LARGE SIZE
GINO 400 E27

GINO 400 E27

F50.000 *

715

Dimensions and weight
Height: 715 mm 
Diameter: 480 mm
Weight: 4,2 Kg 

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

GINO 400 E27 - E40 - COMPONENTS

Parabolic REFLECTOR

PARABOLA

DIFFUSER

DIFFUSORE

BASE

BASE

REMO 500 GINO 500GINO 400REMO 400

PHOTOMETRIC DATA SAMPLE

GINO 400 clear clear E27 High Power 
LED 60W.

POST height 3,5mt
10x10mt area: average 15 lux

The photometric data for all the versions are 
available upon request or on our website.

480

Ø 60
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1919
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ROOF

TETTO

LOUVRE

FRANGILUCE
CHROME ALUMINIUM LOUVRE
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LARGE SIZE
GINO 400

FUMAGALLI POLES TECHNOLOGY

F50.115.Q1L

F50.364.D6K

F50.417.H1L

F50.254.H1L
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EKTOR 2500/GINO400

EKTOR 4000/
GINO400

AKILLE 4000/
GINO400

F50.361.000

EKTOR 3000/
GINO400

AKILLE 3000/
GINO400

EKTOR 3500/
GINO400

AKILLE 3500/
GINO400

F50.364.000 F50.414.000

F50.367.000 F50.417.000 F50.371.000 F50.421.000

3600

480

36

480

4

480

4600

480 480

46

4100

480

480

715

MIDIPILAR/GINO400

F50.254

GINO400

F50.000

NEW LOT/GINO400

F50.115

Ø 60

Ø 265Ø 265Ø 265 Ø 265

LARGE SIZE
GINO 400

Pcs 1
Kg  30,1
mc  0,21

Pcs 1
Kg  33,5
mc  0,24

Pcs 1
Kg  26,9
mc  0,26

Pcs 1
Kg  40,3
mc  0,29

480

3100

940

615

Pcs 1
Kg  6,4
mc  0,09

Pcs 1
Kg  6,1
mc  0,07

825

480

Pcs 1
Kg  5,8
mc  0,06

REMO 500 GINO 500GINO 400REMO 400
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V60.000.W1L

GRAND SIZE
VIVI 500 HIGH POWER LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

sospensione o a parete. Provvisto 

completo di lampada a LED E27 ad ALTA 
POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

- 474 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



GRAND SIZE
VIVI 500 HIGH POWER LED

VIVI 500 HIGH POWER LED

V60.000 *

Dimensions and weight
Height: 600 mm
Diameter: 600 mm
Weight: 7 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1932

600

600

Ø 60

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 500 HIGH POWER LED - COMPONENTS

DIFFUSER 

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

lampada a LED ad ALTA POTENZA

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

HIGH POWER LED

100 - 240 V SUFFIX

E27
4000 K

3000 K

E27 60 W
4000 K

3000 K

PHOTOMETRIC DATA SAMPLE - VIVI 500 HIGH POWER LED
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15
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25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

(power consumption)

Area: 10x10mt
Height: 5mt

27 lux

=HIGH POWER LED

60W

SAVE

-47%

LED LAMPS 

LVD ERP
6000hEMC

HQI 100W
power 

consumption  
=115W
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GRAND SIZE
VIVI 500 GX53 LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

  

parete. Provvisto di sistema modulare a 
LED GX53 con Kelvin impostabile

V60.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE
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VIVI 500 GX53 LED

Dimensions and weight
Height: 600 mm 
Diameter: 600 mm
Weight: 7,7 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500 GX53 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER 

DIFFUSORE

V60.000 *
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6060
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80
80

80
80

90

90

600

Ø 60

PHOTOMETRIC DATA SAMPLE - VIVI 500 GX53 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

34 lux

=

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

 

100 - 240 V SUFFIX

GX53
LED

63W 4000 K
3000 K

90W 10800 Lm 4000 K
3000 K

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

HQI 150W
power 

consumption  
=165W

SAVE

-45%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GRAND SIZE
VIVI 500 E27

- 478 -

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

2
ZONE 2

ad alta resistenza al calore idoneo per 

V60.000.E27
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VIVI 500 E27

V60.000 *

Dimensions and weight
Height: 600 mm 
Diameter: 600 mm
Weight: 6 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500 E27

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 E27 - E40 - COMPONENTS

600

Ø 60

PHOTOMETRIC DATA SAMPLE

VIVI 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 35 lux

The photometric data for all the versions are 
available upon request or on our website.
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DIFFUSER

DIFFUSORE

RING

ANELLO

ROOF

TETTO

CEILING

SOFFITTO

Parabolic REFLECTOR

PARABOLA

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

SUFFIXE27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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GRAND SIZE
VIVI 500

FUMAGALLI POLES TECHNOLOGY

V60.384.P10.D9K

V60.129.D9K

V60.253

L51.128.W1L
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600

600

*rope not included

600

600

600

600

VIVI 500

V60.000

Pcs 1
Kg  7,7
mc  0,10

Pcs 1
Kg  7,7
mc  0,10

Pcs 1
Kg  7,1
mc  0,11

MARIO/VIVI500

V60.129

Ø 
60

GRAND SIZE
VIVI 500

400

6220

1030

EKTOR 6000 PILAR/VIVI500 1L

V60.384.P10

400

6220

1800

EKTOR 6000 PILAR/VIVI500 2L

V60.384.P20
Pcs 1
Kg  86,2
mc  1,36

Pcs 1
Kg  94,6
mc  1,46

920

650

PILAR/VIVI500

V60.253

Pcs 1
Kg  9,7
mc  0,15

680

600

LUIGI 500-DR
L51.128

Pcs 1
Kg  7,7
mc  0,10

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

600

710

NEW LOT/VIVI500

V60.115

Pcs 1
Kg  8,7
mc  0,13
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GRAND SIZE
VIVI 500

V60.371.P20.D9K V60.421.P10.E27

FUMAGALLI POLES TECHNOLOGY
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EKTOR 4500 
PILAR/VIVI500 1L

AKILLE 4500 
PILAR/VIVI500 1L

EKTOR 5000 
PILAR/VIVI500 1L

AKILLE 5000 
PILAR/VIVI500 1L

V60.374.P10 V60.424.P10

V60.377.P10 V60.427.P10
Pcs 1
Kg  55,7
mc  0,43

Pcs 1
Kg  50,2
mc  0,40

EKTOR 4000 
PILAR/VIVI500 1L

AKILLE 4000 
PILAR/VIVI500 1L

V60.371.P10 V60.421.P10
Pcs 1
Kg  44,7
mc  0,37

Ø 265

GRAND SIZE
VIVI 500

EKTOR 4500 
PILAR/VIVI500 2L

AKILLE 4500 
PILAR/VIVI500 2L

EKTOR 5000 
PILAR/VIVI500 2L

AKILLE 5000 
PILAR/VIVI500 2L

V60.374.P20 V60.424.P20

V60.377.P20 V60.427.P20
Pcs 1
Kg  65,1
mc  0,60

Pcs 1
Kg  59,6
mc  0,57

Pcs 1
Kg  54,1
mc  0,54

EKTOR 4000 
PILAR/VIVI500 2L

AKILLE 4000 
PILAR/VIVI500 2L

V60.371.P20 V60.421.P20

1800

5220
4720

4220

Ø 265

5220
4520
4220

1030

52
47

EKTOR4000

AKILLE5000

EKTOR4000

AKILLE5000

4220
5220
4520
4220

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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GRAND SIZE
ECOVIVI 500 GX53 LED

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

 

sistema modulare a LED 
GX53 con Kelvin impostabile

EV6.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE
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ECOVIVI 500 GX53 LED

Dimensions and weight
Height: 300 mm 
Diameter: 600 mm
Weight: 6,7 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

300

GRAND SIZE
ECOVIVI 500 GX53 LED

ECOVIVI 500 - LANTERN COMPONENTSECOVIVI 500 GX53 LED - COMPONENTS

RING

ANELLO

EV6.000 *
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600

Ø 60

PHOTOMETRIC DATA SAMPLE - ECOVIVI 500 GX53 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

38 lux

=

ROOF 

TETTO

DIFFUSER 

DIFFUSORE 

Grey

 Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

LED LAMPS 

LVD ERP
6000hEMC

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

HQI 150W
power 

consumption  
=165W

GX53 LED

100 - 240 V SUFFIX

GX53
LED

63W .C9K4000 K
3000 K

90W 10800 Lm .D9K4000 K
3000 K

SAVE

-45%

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GRAND SIZE
ECOVIVI 500 E27

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC

RECYCLABLE

DOUBLE
INSULATION

WALL HANGINGPOST

1
ZONE 1

orizzontale della lampadina e completo 

EV6.000.E27
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E27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

ECOVIVI 500 - LANTERN COMPONENTS ECOVIVI 500 E27

EV6.000 *

300

Dimensions and weight
Height: 300 mm 
Diameter: 600 mm
Weight: 5 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

GRAND SIZE
ECOVIVI 500 E27

ECOVIVI 500 E27 - E40 - COMPONENTS

600

Ø 60

PHOTOMETRIC DATA SAMPLE

ECOVIVI 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 38 lux

The photometric data for all the versions are 
available upon request or on our website.
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65
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65

6565

70
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70

70

75

ROOF

TETTO

RING
ANELLO

DIFFUSER

DIFFUSORE

CEILING

SOFFITTO 

Parabolic REFLECTOR

PARABOLA
Grey

 Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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EV6.384.P20.E27

GRAND SIZE
ECOVIVI 500

FUMAGALLI POLES TECHNOLOGY

EV60.129.D9K

EV6.253.D9K

L5F.128.D9K
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300

600

300

600

ECOVIVI 500

EV6.000

Pcs 1
Kg  6,7
mc  0,06

L5F.128

6220

400

1030

EKTOR 6000 PILAR/ECOVIVI500 1L

EV6.384.P10
Pcs 1
Kg  84,2
mc  1,32

GRAND SIZE
ECOVIVI 500

6220

400

1800

LUIGI 500 

Pcs 1
Kg  3,7
mc  0,09

EV6.384.P20
Pcs 1
Kg  92,6
mc  1,42

EKTOR 6000 PILAR/ECOVIVI500 2L

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500

600

410

EV6.115

NEW LOT/ECOVIVI500

Pcs 1
Kg  4,9
mc  0,09

920

400

PILAR/ECOVIVI500

EV6.253

Pcs 1
Kg  8,7
mc  0,11

600

410

*rope not included

MARIO/ECOVIVI500

EV6.129

Pcs 1
Kg  4,9
mc  0,09
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EV6.371.P10.D9K

EV6.424.P20.E27

GRAND SIZE
ECOVIVI 500

FUMAGALLI POLES TECHNOLOGY
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EKTOR 4000 
PILAR/ECOVIVI500 1L

EV6.371.P10
Pcs 1
Kg  43,7
mc  0,35

GRAND SIZE
ECOVIVI 500

EKTOR 4500 
PILAR/ECOVIVI500 2L

AKILLE 4500 
PILAR/ECOVIVI500 2L

EKTOR 5000 
PILAR/ECOVIVI500 2L

AKILLE 5000 
PILAR/ECOVIVI500 2L

EV6.374.P20 EV6.424.P20

EV6.377.P20 EV6.427.P20
Pcs 1
Kg  63,1
mc  0,49

Pcs 1
Kg  57,6
mc  0,47

EKTOR 4000 
PILAR/ECOVIVI500 2L

AKILLE 4000 
PILAR/ECOVIVI500 2L

EV6.371.P20 EV6.421.P20
Pcs 1
Kg  52,1
mc  0,45

Ø 265

4220
3720

1030

5
4

EKTOR 4500 
PILAR/ECOVIVI500 1L

AKILLE 4500 
PILAR/ECOVIVI500 1L

EKTOR 5000 
PILAR/ECOVIVI500 1L

AKILLE 5000 
PILAR/ECOVIVI500 1L

EV6.374.P10 EV6.424.P10

EV6.377.P10 EV6.427.P10
Pcs 1
Kg  54,7
mc  0,39

Pcs 1
Kg  49,2
mc  0,37

AKILLE 4000 
PILAR/ECOVIVI500 1L

EV6.421.P10

EKTOR4000

AKILLE5000

Ø 265

4220
3720

4720
5220

1800

EKTOR4000

AKILLE5000

5220
4520
4220

5220
4520
4220

ECOVIVI 400 ECOVIVI 500VIVI 400 VIVI 500
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P50.000.H1L

GRAND SIZE
BEPPE 500 HIGH POWER LED

luminosa e fornito completo di lampada 
a LED E27 ad ALTA POTENZA

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST - 492 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



GRAND SIZE
BEPPE 500 HIGH POWER LED

BEPPE 500 HIGH POWER LED

P60.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 7.5 Kg
Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

600

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

BEPPE 500 HIGH POWER LED - COMPONENTS

ECOBEPPE 400 ECOBEPPE 500

CAGE

BIPODE

DIFFUSER 

DIFFUSORE

ROOF

TETTO

CEILING

SOFFITTO

Ø 60

HIGH POWER LED

100 - 240 V SUFFIX

E27

4000 K

3000 K

E27 60 W
4000 K

3000 K

PHOTOMETRIC DATA SAMPLE - BEPPE 500 HIGH POWER LED
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45

50

50

HIGH POWER LED

60W
(power consumption)

Area: 10x10mt
Height: 5mt

25 lux

=

SAVE

-40%

BEPPE 400 BEPPE 500

LED LAMPS 

LVD ERP
6000hEMC

HQI 100W
power 

consumption  
=84W
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GRAND SIZE
BEPPE 500 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

2
ZONE 2

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

  in 

Provvisto di sistema modulare a LED 
GX53 con Kelvin impostabile 

P60.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE
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BEPPE 500 GX53 LED

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 9,1 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

BEPPE 500 LED - LANTERN COMPONENTS

GRAND SIZE
BEPPE 500 GX53 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 GX53 LED - COMPONENTS

CAGE

BIPODE

ROOF

TETTO

DIFFUSER 

DIFFUSORE

P60.000 *
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600

Ø 60

PHOTOMETRIC DATA SAMPLE - BEPPE 500 GX53 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

31 lux

=

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K

HQI 150W
power 

consumption  
=165W

SAVE

-45%

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

100 - 240 V SUFFIX

GX53
LED

63W .C9K4000 K
3000 K

90W 10800 Lm .D9K4000 K
3000 K
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GRAND SIZE
BEPPE 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

2
ZONE 2

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

P60.000.E27
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E27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

BEPPE 500 E27

P60.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 7,5 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

GRAND SIZE
BEPPE 500 E27

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 E27 - E40 - COMPONENTS

CAGE

BIPODE

Parabolic REFLECTOR

PARABOLA

DIFFUSER 

DIFFUSORE

600

Ø 60

CEILING

SOFFITTO

PHOTOMETRIC DATA SAMPLE

BEPPE 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 31 lux

The photometric data for all the versions are 
available upon request or on our website.
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ROOF
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ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
BEPPE 500

P60.371.W1R

P60.421.D9K

FUMAGALLI POLES TECHNOLOGY
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1250

920

4735

600

EKTOR 3000/
BEPPE500

AKILLE 3000/
BEPPE500

EKTOR 3500/
BEPPE500

AKILLE 3500/
BEPPE500

EKTOR 4000/
BEPPE500

AKILLE 4000/
BEPPE500

EKTOR 4500/
BEPPE500

AKILLE 4500/
BEPPE500

EKTOR 5000/
BEPPE500

AKILLE 5000/
BEPPE500

EKTOR 6000/BEPPE500

P60.364.000 P60.414.000

P60.367.000 P60.417.000

P60.371.000 P60.421.000

P60.374.000 P60.424.000

P60.377.000 P60.427.000
P60.384.000

Pcs 1
Kg  36,8
mc  0,38

Pcs 1
Kg  40,2
mc  0,40

Pcs 1
Kg  43,6
mc  0,43

Pcs 1
Kg  49,1
mc  0,46

Pcs 1
Kg  54,6
mc  0,48

Pcs 1
Kg  84,1
mc  1,41

5735

600

6735

600

400

GRAND SIZE
BEPPE 500

600

850

BEPPE500

P60.000
Pcs 1
Kg  9,1
mc  0,20

Ø 60

Ø 265Ø 265

5235

600

5735
5235

4235

600

4735
4235
3735

PILAR/BEPPE500

P60.253
Pcs 1
Kg  11,1
mc  0,24

600

960

NEW LOT/BEPPE500

P60.115
Pcs 1
Kg  9,4
mc  0,21

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
ECOBEPPE 500 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

1
ZONE 1

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

 

Provvisto di sistema modulare a LED 
GX53 con Kelvin regolabile

EP6.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE
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ECOBEPPE 500 GX53 LED

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 8,1 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

BEPPE 500 LED - LANTERN COMPONENTS

GRAND SIZE
ECOBEPPE 500 GX53 LED

Grey

 Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOVIVI 500 - LANTERN COMPONENTSECOBEPPE 500 GX53 LED - COMPONENTS

CAGE

BIPODE

ROOF

TETTO

EP6.000 *
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Ø 60

PHOTOMETRIC DATA SAMPLE - ECOBEPPE 500 GX53 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

31 lux

=

DIFFUSER 

DIFFUSORE 

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500

HQI 150W
power 

consumption  
=165W

SAVE

-45%

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

100 - 240 V SUFFIX

GX53
LED

63W .C9K4000 K
3000 K

90W 10800 Lm .D9K4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GRAND SIZE
ECOBEPPE 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

1
ZONE 1

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

ad alta resistenza al calore idoneo per 
orizzontale della lampadina e completo 

EP6.000.E27
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E27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

ECOBEPPE 500 E27

EP6.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 6,5Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

GRAND SIZE
ECOBEPPE 500 E27

Grey

 Moulded colours: 

Diffuser PC (UV treated):
Black White

Clear

ECOVIVI 500 - LANTERN COMPONENTSECOBEPPE 500 E27 - E40 - COMPONENTS

CAGE

BIPODE

Parabolic REFLECTOR

PARABOLA

600

Ø 60

CEILING

SOFFITTO

PHOTOMETRIC DATA SAMPLE

BEPPE 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 31 lux

The photometric data for all the versions are 
available upon request or on our website.
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GRAND SIZE
ECOBEPPE 500 

EP6.384.D9K

EP6.421.D9K

FUMAGALLI POLES TECHNOLOGY
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4735

600

EKTOR 3000/
ECOBEPPE500

AKILLE 3000/
ECOBEPPE500

EKTOR 3500/
ECOBEPPE500

AKILLE 3500/
ECOBEPPE500

EKTOR 4000/
ECOBEPPE500

AKILLE 4000/
ECOBEPPE500

EKTOR 4500/
ECOBEPPE500

EKTOR 4500/
ECOBEPPE500

EKTOR 5000/
ECOBEPPE500

AKILLE 5000/
ECOBEPPE500

EKTOR 6000/ECOBEPPE500

EP6.364.000 EP6.414.000

EP6.367.000 EP6.417.000

EP6.371.000 EP6.421.000

EP6.374.000 EP6.424.000

EP6.377.000 EP6.427.000
EP6.384.000

Pcs 1
Kg  35,8
mc  0,38

Pcs 1
Kg  39,2
mc  0,40

Pcs 1
Kg  42,6
mc  0,43

Pcs 1
Kg  48,1
mc  0,46

Pcs 1
Kg  53,6
mc  0,48

5735

600

5235

600

4235

600

6735

600

400

GRAND SIZE
ECOBEPPE 500

600

850

ECOBEPPE500

EP6.000
Pcs 1
Kg  8,1
mc  0,20

4735
4235
3735

5735
5235

Ø 60

Ø 265Ø 265

1250

920

PILAR/ECOBEPPE500

EP6.253
Pcs 1
Kg  10,1
mc  0,24

600

960

NEW LOT/ECOBEPPE500

EP6.115
Pcs 1
Kg  8,4
mc  0,21

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500

Pcs 1
Kg  83,1
mc  1,41

ECOBEPPE 400 ECOBEPPE 500BEPPE 400 BEPPE 500
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GRAND SIZE
REMO 500 HIGH POWER LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

R60.000.W1L

E27 HIGH POWER LED

+80°C
-30°

90%
HUMIDITY

VOLTAGE SURGE
RESISTANT

INDOOR & 
OUTDOOR 
USE

DRIVER
SILICONE

PROTECTION

luminosa. Fornito completo di lampada a 
LED E27 ad ALTA POTENZA

- 506 -
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REMO 500 GX53 LED

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 9 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 HIGH POWER LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 - COMPONENTSECOVIVI 500 - LANTERN COMPONENTSREMO 500 HIGH POWER LED - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

R60.000 *

600

Ø 60
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PHOTOMETRIC DATA SAMPLE - REMO 500 HIGH POWER LED

(power consumption)

Area: 10x10mt
Height: 5mt

9 lux

=

HIGH POWER LED

100 - 240 V *ADD 
SUFFIX

E27
4000 K
3000 K

E27 60 W
4000 K

3000 K

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

INNER DIFFUSER 

DIFFUSORE INTERNO 

HIGH POWER LED

60W

SAVE

-47%

DOWNWARD 
LIGHT EMISSION 

480

HQI 100W
power 

consumption  
=115W

LED LAMPS 

LVD ERP
6000hEMC

- 507 -
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GRAND SIZE
REMO 500 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

  in 

Provvisto di sistema modulare a LED GX53 
con Kelvin impostable 

R60.000.D9LK

3000 K 4000 K 6500 K

CCT SETTABLE

- 508 -
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REMO 500 GX53 LED

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 9 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 GX53 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 - COMPONENTSECOVIVI 500 - LANTERN COMPONENTSREMO 500 GX53 LED - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400
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RING
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DIFFUSER

DIFFUSORE

BASE

CONE REFLECTOR
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CONO

R60.000 *
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PHOTOMETRIC DATA SAMPLE - REMO 500 GX53 LED

9x7W GX53 LED

63W
(power consumption)

Area: 10x10mt
Height: 5mt

20 lux

= HQI 150W
power 

consumption  
=165W

SAVE

-62%

GX53 LED

100 - 240 V SUFFIX

GX53
LED

63W .C9K4000 K
3000 K

90W 10800 Lm .D9K4000 K
3000 K

LED LAMPS 

LVD ERP
6000hEMC

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GRAND SIZE
REMO 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

R60.000.E27FC6

- 510 -
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E27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

REMO 500 E27

R60.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 6,5 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 E27

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

PHOTOMETRIC DATA SAMPLE

REMO 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 19 lux

The photometric data for all the versions are 
available upon request or on our website.
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GRAND SIZE
REMO 500

R60.374.W1L

R60.417.D9K

R60.253.W1L

R60.115

FUMAGALLI POLES TECHNOLOGY
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600

850

Pcs 1
Kg  9
mc  0,11

960

600

Pcs 1
Kg  9,3
mc  0,12

1250

920

Pcs 1
Kg  11
mc  0,14

600

4735

EKTOR 3000/
REMO500

AKILLE 3000/
REMO500

EKTOR 3500/
REMO500

AKILLE 3500/
REMO500

EKTOR 4000/
REMO500

AKILLE 4000/
REMO500

EKTOR 4500/
REMO500

AKILLE 4500/
REMO500

EKTOR 5000/
REMO500

AKILLE 5000/
REMO500

EKTOR 6000/REMO500

R60.364.000 R60.414.000

R60.367.000 R60.417.000

R60.371.000 R60.421.000

R60.374.000 R60.424.000

R60.377.000 R60.427.000
R60.384.000

REMO500

R60.000

Ø 60

600

5235

600

4235

4735
4235
3735

PILAR/REMO500

R60.253

NEW LOT/REMO500

R60.115

Pcs 1
Kg  36,7
mc  0,28

Pcs 1
Kg  40,1
mc  0,31

Pcs 1
Kg  43,5
mc  0,33

Pcs 1
Kg  49
mc  0,36

Pcs 1
Kg  54,5
mc  0,39

GRAND SIZE
REMO 500

REMO 500 GINO 500GINO 400REMO 400

Pcs 1
Kg  84
mc  1,32

6735

400

600

600

5735
5735
5235

Ø 265Ø 265

EKTOR5000

AKILLE4500

EKTOR4000

AKILLE3500
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GRAND SIZE
GINO 500 HIGH POWER LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

F60.000.W1L

luminosa. Fornito completo di lampada a 
LED E27 ad ALTA POTENZA

- 514 -
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GINO 500 E27

F60.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 7,3 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 HIGH POWER LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

HIGH POWER LED

100 - 240 V *ADD 
SUFFIX

E27
4000 K
3000 K

E27 60 W
4000 K

3000 K

ROOF

TETTO

OUTER DIFFUSER

DIFFUSORE ESTERNO 

CEILING

SOFFITTO

BASE 

BASE 

INNER DIFFUSER 

DIFFUSORE INTERNO 

6

6

7

7

8

8

88

8

8

8

8

9

9

9
9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11
11

11

11

11

11

11
12

12
12

12

12

PHOTOMETRIC DATA SAMPLE - GINO 500 HIGH POWER LED

(power consumption)

Area: 10x10mt
Height: 5mt

9 lux

=

SAVE

-47%
HIGH POWER LED

60W

DOWNWARD 
LIGHT EMISSION 

480

HQI 100W
power 

consumption  
=115W

LED LAMPS 

LVD ERP
6000hEMC

- 515 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



GRAND SIZE
GINO 500 GX53 LED

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

  in 

Provvisto di sistema modulare a LED 
GX53 con Kelvin impostabile 

F60.000.D9K

3000 K 4000 K 6500 K

CCT SETTABLE
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GINO 500 GX53 LED

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 9,8 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 GX53 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

GINO 500 GX53 LED - COMPONENTS

ROOF

TETTO

RING

ANELLO

DIFFUSER

DIFFUSORE

BASE 

BASE

REMO 500 GINO 500GINO 400REMO 400

F60.000 *

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45
45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE - GINO 500 GX53 LED

9x7W GX53 LED

63W
(power consumption)

Area: 10x10mt
Height: 5mt

20 lux

= HQI 150W
power 

consumption  
=165W

SAVE

-62%

LED LAMPS 

LVD ERP
6000hEMC

GX53 LED

100 - 240 V SUFFIX

GX53
LED

63W .C9K4000 K
3000 K

90W 10800 Lm .D9K4000 K
3000 K

CCT SETTABLE LED LAMP

3000 K 4000 K 6500 K
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GRAND SIZE
GINO 500 E27

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

F60.000.E27FC6
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E27-E40 SUFFIX

CFL-LED
SON-HQI

150W

 
.E27

E40
.E40

GINO 500 E27

F60.000 *

Dimensions and weight
Height: 850 mm
Diameter: 600 mm
Weight: 7,3 Kg
Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 E27

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 E27 - E40 - COMPONENTS

REMO 500 GINO 500GINO 400REMO 400

600

Ø 60

PHOTOMETRIC DATA SAMPLE

GINO 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 19 lux

The photometric data for all the versions are 
available upon request or on our website.

13

13

15

15

15

15

15

18

18

18

18

18

18

18

18

18
18

18

20

20

20
20

20

20

20

20

20

23

23 23

23
23

23

23

23
23

25

25

BASE 

BASE

DIFFUSER

DIFFUSORE

Parabolic REFLECTOR

PARABOLA

ROOF

TETTO

LOUVRE

FRANGILUCE
CHROME ALUMINIUM LOUVRE
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GRAND SIZE
GINO 500

F60.421.W1L

F60.115

F60.253.W1L

FUMAGALLI POLES TECHNOLOGY

F60.367.D9K
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1250

920

Pcs 1
Kg  11,8
mc  0,14

600

960

Pcs 1
Kg  10,1
mc  0,12

600

5735

600

850

600

4735

EKTOR 3000/
GINO 500

AKILLE 3000/
GINO 500

EKTOR 3500/
GINO 500

AKILLE 3500/
GINO 500

EKTOR 4000/
GINO 500

AKILLE 4000/
GINO 500

EKTOR 4500/
GINO 500

AKILLE 4500/
GINO 500

EKTOR 5000/
GINO 500

AKILLE 5000/
GINO 500

EKTOR 6000/GINO 500

F60.364.000 F60.414.000

F60.367.000 F60.417.000

F60.371.000 F60.421.000

F60.374.000 F60.424.000

F60.377.000 F60.427.000
F60.384.000

GINO 500

F60.000

Ø 60

600

5235

EKTOR5000

AKILLE4500

600

4235

EKTOR4000

AKILLE3500

4735
4235
3735

PILAR/GINO 500

F60.253

NEW LOT/GINO 500

F60.115

5735
5235

Ø 265Ø 265

Pcs 1
Kg  37,5
mc  0,28

Pcs 1
Kg  40,9
mc  0,31

Pcs 1
Kg  44,3
mc  0,33

Pcs 1
Kg  49,8
mc  0,36

Pcs 1
Kg  55,3
mc  0,39

GRAND SIZE
GINO 500

REMO 500 GINO 500GINO 400REMO 400

Pcs 1
Kg  9,8
mc  0,11

Pcs 1
Kg  84,8
mc  1,32

6735

400

600
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LARGE SIZE
GLOBE 400 MODERN

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

(PMMA) completo di base moderna 

G41.B40.E27FC1

- 522 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



LARGE SIZE
GLOBE 400  MODERN

GLOBE 400 MODERN

G41.B40 *

530

Dimensions and weight
Height: 530 mm
Diameter: 400 mm
Weight: 2,1 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,122

Grey

 Moulded colours: *

Diffuser PMMA: 
Black White

Clear Opal

GLOBE 400 MODERN E27 - COMPONENTS

400

Ø 60

BASE

BASE

LOUVRE

FRANGILUCE

Smoked

PHOTOMETRIC DATA SAMPLE

GLOBE 400 clear E27 High Power LED 
50W.

POST height 3,5mt
10x10mt area: average 7 lux

The photometric data for all the versions are 
available upon request or on our website.

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

4

4

4

4

5

5

5 5

5

5

5

5

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

8

8
8

8

8

8

8

8

8

9

9
9

9

9

9
9

9

10

10

10

10

10
10

10

10

11

11

11

11

11

11

11
12

400 mm GLOBE

GLOBO Ø 400 mm 

Opal

CHROME ALUMINIUM LOUVRE

E27 SUFFIX

CFL-LED

50W

 
.E27

ELECTRICAL 
EQUIPMENT 

SEAT
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LARGE SIZE
GLOBE 400 MODERN

G41.364.A10.E27FC6

G41.115

G41.254.E27FC1

G41.251.E27FC6

G41.414.A10

FUMAGALLI POLES TECHNOLOGY
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3900

400

400

530

2915

400

G41.B40
Pcs 2
Kg  4,2
mc  0,17

GLOBE 400EKTOR 2500/GLOBE400
G41.361.000

Pcs 1
Kg  26,4
mc  0,15

Pcs 1
Kg  29,8
mc  0,17

Pcs 1
Kg  33,2
mc  0,19

EKTOR 3000 /GLOBE400 AKILLE 3000 /GLOBE400

EKTOR 3500/GLOBE400 AKILLE 3500/GLOBE400

G41.364.000 G41.414.000

G41.367.000 G41.417.000

EKTOR 4000/GLOBE400 AKILLE 4000/GLOBE400

G41.371.000 G41.421.000
Pcs 1
Kg  36,6
mc  0,21

LARGE SIZE
GLOBE 400 MODERN  

2755

705

EKTOR 3500 
MIDIPILAR/GLOBE400 1L

AKILLE 3500 
MIDIPILAR/GLOBE400 1L

EKTOR 2500 
MIDIPILAR/GLOBE400 1L

EKTOR 4000 
MIDIPILAR/GLOBE400 1L

AKILLE 4000 
MIDIPILAR/GLOBE400 1L

EKTOR 3000 
MIDIPILAR/GLOBE400 1L

AKILLE 3000 
MIDIPILAR/GLOBE400 1L

G41.367.A10 G41.417.A10

G41.361.A10

G41.371.A10 G41.421.A10

G41.364.A10 G41.414.A10

Pcs 1
Kg  34,5
mc  0,26

Pcs 1
Kg  27,7
mc  0,24

Pcs 1
Kg  37,9
mc  0,30

Pcs 1
Kg  31,1
mc  0,26

Ø 60

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

Ø 265 Ø 265

G41.254

MIDIPILAR/GLOBE 400

Pcs 1
Kg  2,7
mc  0,09

640

590

650

400

G41.115
Pcs 1
Kg  2,4
mc  0,07

NEW LOT/GLOBE 400

780

600

G41.251

ILIO/GLOBE 400

Pcs 1
Kg  2,7
mc  0,10

Colours 
available:
black-white

4255

705
400

Ø 265

4255
3755
3255

4400
3900
3400

EKTOR3500
AKILLE3000

EKTOR3500
AKILLE3000

- 525 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



LARGE SIZE
GLOBE 400 MODERN

G41.414.A30
G41.364.A20.E27FC1

FUMAGALLI POLES TECHNOLOGY
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1140

3115

1040

2755

3615

1040

EKTOR 3500 
MIDIPILAR/GLOBE400 2L

AKILLE 3500 
MIDIPILAR/GLOBE400 2L

EKTOR 3500
MIDIPILAR/GLOBE400 3L

AKILLE 3500
MIDIPILAR/GLOBE400 3L

EKTOR 2500 
MIDIPILAR/GLOBE400 2L

EKTOR 2500
MIDIPILAR/GLOBE400 3L

EKTOR 4000 
MIDIPILAR/GLOBE400 2L

AKILLE 4000 
MIDIPILAR/GLOBE400 2L

EKTOR 4000
MIDIPILAR/GLOBE400 3L

AKILLE 4000
MIDIPILAR/GLOBE400 3L

EKTOR 3000 
MIDIPILAR/GLOBE400 2L

AKILLE 3000 
MIDIPILAR/GLOBE400 2L

EKTOR 3000
MIDIPILAR/GLOBE400 3L

AKILLE 3000
MIDIPILAR/GLOBE400 3L

G41.367.A20 G41.417.A20 G41.367.A30 G41.417.A30

G41.361.A20

G41.361.A30 G41.371.A20 G41.421.A20 G41.371.A30 G41.421.A30

G41.364.A20 G41.414.A20 G41.364.A30 G41.414.A30

Pcs 1
Kg  37,4
mc  0,47

Pcs 1
Kg  40,2
mc  0,55

Pcs 1
Kg  30,6
mc  0,42

Pcs 1
Kg  33,4
mc  0,51

Pcs 1
Kg  40,8
mc  0,49

Pcs 1
Kg  43,6
mc  0,57

Pcs 1
Kg  34
mc  0,45

Pcs 1
Kg  36,8
mc  0,53

LARGE SIZE
GLOBE 400 MODERN  

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

Ø 265 Ø 265 Ø 265

3255

1140

3755
4255

1140

4615
4115

1040

EKTOR3000

AKILLE4000

EKTOR3000

AKILLE4000

4255
3755
3255

4615
4115
3615
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GRAND SIZE
GLOBE 500 MODERN

UV-TREATED PUBLICDOUBLE
INSULATION

ANTI-SHOCK TEMPERATURERECYCLABLE WALL POST

(PMMA) completo di base moderna 

G51.B50.E27FC1
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GLOBE 500 MODERN E27 - COMPONENTS GLOBE 500

G51.B50 *

640

Dimensions and weight
Height: 640 mm
Diameter: 500 mm
Weight: 4 Kg
Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,181

GRAND SIZE
GLOBE 500 MODERN

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

500

Ø 60

BASE

BASE

LOUVRE

FRANGILUCE

Smoked

PHOTOMETRIC DATA SAMPLE

GLOBE 500 opal HQI 100.

POST height 4,5mt
10x10mt area: average 9 lux

The photometric data for all the versions are 
available upon request or on our website.

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

6

6

7

7

7

7

7

7

7

7

7

8

8

8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11

11

11

11

12

12

12

12

12

12

12

12

12

12

13

13

 GLOBE

GLOBO 

fumé
Opal

CHROME ALUMINIUM LOUVRE

E27-E40 SUFFIX

CFL-LED
SON-HQI

100W

 
.E27

E40
.E40

ELECTRICAL 
EQUIPMENT 

SEAT
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GRAND SIZE
GLOBE 500 MODERN

G51.371.P10.E27FC6

G51.253.E27FC6

G51.115

G51.371.E27FC1

FUMAGALLI POLES TECHNOLOGY
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GRAND SIZE
GLOBE 500 MODERN

500

630

GLOBE500

G51.B50
Pcs 2
Kg  8
mc  0,29

740

500

NEW LOT/GLOBE500

G51.115
Pcs 1
Kg  4,3
mc  0,15

4220

982

EKTOR 4500 
PILAR/GLOBE500 1L

AKILLE 4500 
PILAR/GLOBE500 1L

EKTOR 5000 
PILAR/GLOBE500 1L

AKILLE 5000 
PILAR/GLOBE500 1L

G51.374.P10 G51.424.P10

G51.377.P10 G51.427.P10
Pcs 1
Kg  52
mc  0,45

Pcs 1
Kg  46,5
mc  0,42

EKTOR 4000
PILAR/GLOBE500 1L

AKILLE 4000
PILAR/GLOBE500 1L

G51.371.P10 G51.421.P10
Pcs 1
Kg  41
mc  0,39

4220

1700

EKTOR 4500 PILAR/GLOBE500 2L AKILLE 4500 PILAR/GLOBE500 2L

EKTOR 5000 PILAR/GLOBE500 2L AKILLE 5000 PILAR/GLOBE500 2L

G51.374.P20 G51.424.P20

G51.377.P20 G51.427.P20
Pcs 1
Kg  57,7
mc  0,64

Pcs 1
Kg  52,2
mc  0,61

Pcs 1
Kg  46,7
mc  0,58

EKTOR 4000 PILAR/GLOBE500 2L AKILLE 4000 PILAR/GLOBE500 2L

G51.371.P20 G51.421.P20

750

850

PILAR/GLOBE500

G51.253
Pcs 1
Kg  6
mc  0,17

Ø 60

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

Ø 265Ø 265Ø 265

EKTOR 3500/
GLOBE500

AKILLE 3500/
GLOBE500

EKTOR 4000/
GLOBE500

AKILLE 4000/
GLOBE500

EKTOR 4500/
GLOBE500

AKILLE 4500/
GLOBE500

EKTOR 5000/
GLOBE500

AKILLE 5000/
GLOBE500

G51.367.000 G51.417.000

G51.371.000 G51.421.000

G51.374.000 G51.424.000

G51.377.000 G51.427.000

Pcs 1
Kg  35,1
mc  0,34

Pcs 1
Kg  38,5
mc  0,37

Pcs 1
Kg  44
mc  0,39

Pcs 1
Kg  49,5
mc  0,42

3990 39

5220
4520
4220

5220
4520
4220

EKTOR4000

AKILLE4000

EKTOR4000

AKILLE4000

EKTOR3500

AKILLE3500

3990
4490
4990
5490
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NOME
CATEGORIA
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NOME
CATEGORIA

POST

FUMAGALLI POLES TECHNOLOGY
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OUR COLLECTION
CLASSIC POSTS

- 534 -
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THE EXCLUSIVE TECHNOLOGY
CLASSIC POSTS

  METAL POST COVERED BY RESIN

FULLY MODULAR POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

SAFE

UNAFFECTED BY 
CHEMICAL FERTILIZES

NO MAINTENANCE

Ø 60mm BLACK WHITE

ANTIQUE
GREEN
(painted)

ANTIQUE
BRONZE
(painted)

Fumagalli FUMATECH

FUMATECH

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

FUMAGALLI POLES TECHNOLOGY

OUTER RESIN COVER

un unico pezzo 

EXPANSE

duratura nel tempo tra il palo interno in 
metallo e la copertura esterna in resina.

INNER METAL
POLE STRUCTURE

more details
at Pag.20
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240

370

550

400

400

240

for KARMEL posts

for NEBO TABOR HOREB posts

for GIONA posts

The inspection 
door can be 
personalized with 
your own logo 
(available only for 
KARMEL posts)

La porta di 
ispezione può essere 
personalizzata con il 
vostro LOGO
(disponibile solo per i 
pali KARMEL)

Duble Insulation
4 x 16 mm2
3 - WAY

Fuse holder Ifo electric cc.10

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGHW TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
CLASSIC POSTS

Inspection door 
opening:
320 x 60 mm

Inspection door 
opening:
185 x 80 mm

Inspection door 
opening:
340 x 80 mm
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A = 400
B = 400
C = 500
D = 600
E = 800

A = Ø 10
B = Ø 10
C = Ø 14
D = Ø 18
E = Ø 18

A = 400
B = 400
C = 500
D = 600
E = 800

A = 300
B = 300
C = 400
D = 500
E= 700

CLASSIC POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATION

CAGE - A CAGE - D CAGE - E

CAGE - B

CAGE - C
H.GAB.10.A H.GAB.18.D H.GAB.18.E

H.GAB.10.B

H.GAB.14.C

FOUNDATION
CLASSIC POSTS

123 182 182 325

182
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WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MIZAR GIGIERMON.R

MINILOT

ALOE’.R RICU

LOT

ARTU’IAFET.R

MIKROLOT

000.151 000.156000.195

H.111

000.163 000.157

H.113

000.158000.162

H.110

CAGE - A

SCREWS

CAGE -BSCREWSCAGE - C

SCREWS

CAGE - BCAGE - A

SCREWS

CAGE - B

CAGE - A

CAGE - D CAGE - E

CAGE - B CAGE - C
H.GAB.10.A

H.GAB.18.D H.GAB.18.E

H.GAB.10.B H.GAB.14.C

CLASSIC POST COLLECTION
CLASSIC POSTS

123 182 182

325
182

resin resinresin resin
DOOR NOT AVAILABLE DOOR NOT AVAILABLE

Pcs 2
Kg  15,5
mc  0,151

Pcs 5
Kg  3
mc  0,61

Pcs 2
Kg  18,5
mc  0,182

Pcs 2
Kg  6
mc  0,086

Pcs 2
Kg  20
mc  0,214

Pcs 2
Kg  5,3
mc  0,057

Pcs 1
Kg  4,3
mc  0,075
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TABOR KARMEL 3500 GIONA 4500HOREB KARMEL 4000 GIONA 5000NEBO KARMEL 3000 GIONA 4000

000.204 000.234 000.224000.207 000.237 000.227000.201 000.231 000.221

000.206 000.236 000.226000.209 000.239 000.229000.203 000.233 000.223

000.205 000.235 000.225000.208 000.238 000.228000.202 000.232 000.222

CAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - D

CLASSIC POST COLLECTION
CLASSIC POSTS

DOOR IS OPTIONAL DOOR IS OPTIONAL DOOR IS OPTIONAL

Pcs 1
Kg  21
mc  0,135

Pcs 1
Kg  55
mc  0,744

Pcs 1
Kg  25,5
mc  0,167

Pcs 1
Kg  25,5
mc  0,164

Pcs 1
Kg  58
mc  0,871

Pcs 1
Kg  28
mc  0,193

Pcs 1
Kg  28
mc  0,190

Pcs 1
Kg  60
mc  0,968

Pcs 1
Kg  30,5
mc  0,220
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CLASSIC POST TOP SYSTEMS

ARON SYSTEM

ARON SYSTEM 1L
000.000.N10

ARON SYSTEM 2L
000.000.N20

ARON SYSTEM 4L
000.000.N40

CLASSIC POSTS

950 1900 1900

ADAM SYSTEM
ADAM SYSTEM 2L

000.000.M20

ADAM SYSTEM 2 + 1
000.000.M21

ADAM SYSTEM 3L
000.000.M30

ADAM SYSTEM 3 + 1
000.000.M31

1050 1050 900 900

BISSO SYSTEM
BISSO SYSTEM 2L

000.000.S20

BISSO SYSTEM 2 + 1
000.000.S21

BISSO SYSTEM 3L
000.000.S30

BISSO SYSTEM 3 + 1
000.000.S31

550 550 470 470

 OFIR SYSTEM
OFIR SYSTEM 2L

000.000.R20

OFIR SYSTEM 2 + 1
000.000.R21

OFIR SYSTEM 3L
000.000.R30

OFIR SYSTEM 3 + 1
000.000.R31

650 650 560 560

FULLY MODULAR

Ø 60mm

Ø 60mm
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CANA 500
C50.B50

A
M

P
H

O
R

A
E

CLASSIC DIFFUSERS

SMALL SIZE

H
EX

A
G

O
N

A
L 

LA
N

TE
R
N

S
SQ

U
A

R
E 

LA
N

TE
R
N

S
H

A
LF

 L
A

N
TE

R
N

S
G

LO
B

ES

MEDIUM SIZE LARGE SIZE GRAND SIZE

GOLIA TOBIA

DARIA

GLOBE 400 CLASSICGLOBE 300 CLASSIC

IESSE

GLOBE 250 CLASSIC

ELIA
Q23.000 Q33.000

Q35.000 *

 * FLAT
DIFFUSER

 * FLAT
DIFFUSER

Q45.000 *

M28.000

G40.B40G30.B30

M22.000

G25.B25

Q43.000

CEFA SIMON

GLOBE 500 CLASSIC

PIETRO
U23.000 U33.000

U35.000 * U45.000 *

G50.B50

U43.000

ANNA
E22.000

RUT
E26.000

NOEMI
E35.000

SABA
K22.000

SALEM
K26.000

SILOE
K35.000

Ø 400

220

220

260 350

280
Ø400

Ø300Ø250 Ø400 Ø500

230

23
0

330

33
0

430

43
0

CLASSIC POSTS

260 260

350 350

330 330 430 430

230230
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NOME
CATEGORIA
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OUR COLLECTION
MODERN POSTS
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THE EXCLUSIVE TECHNOLOGY
MODERN POSTS

METAL POST COVERED BY RESIN

MODULAR SYSTEM POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

SAFE

NO MAINTENANCE

Ø 60mm

GREY BLACK WHITE

UNAFFECTED BY 
CHEMICAL FERTILIZES

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

Fumagalli FUMATECH

FUMATECH

FUMAGALLI POLES TECHNOLOGY

more details
at Pag.20

OUTER RESIN COVER

un unico pezzo 

EXPANSE

duratura nel tempo tra il palo interno in 
metallo e la copertura esterna in resina.

INNER METAL
POLE STRUCTURE
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220

400

510

400

for EKTOR2500 post

for EKTOR and AKILLE posts

4 x 16 mm2
3 - WAY

Inspection door 
opening:
340 x 80 mm

Inspection door 
opening:
340 x 80 mm

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGH TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
MODERN POSTS
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A = 400
C = 500
D = 600

 = 800

A = Ø 10
C = Ø 14
D = Ø 18
E

E
E = Ø 18

A = 400
C = 500
D = 600

A = 300
C = 400
D = 500

E  = 800E  = 700

MODERN POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATIONS

FOUNDATION
MODERN POSTS

CAGE - A CAGE - D CAGE - ECAGE - C
H.GAB.10.A H.GAB.18.D H.GAB.18.EH.GAB.14.C

123 182 182 325
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ARGO FEBO 1500 ENEA 2400FEBO 500 ENEA 2800FEBO 1000 ENEA 2000

000.241 000.263 000.265000.261 000.266000.262

resin resin resin

000.264

CAGE - ACAGE - ASCREWS CAGE - ACAGE - ACAGE - A CAGE - A

Pcs 4
Kg  9,3
mc  0,086

Pcs 10
Kg  4,4
mc  0,060

Pcs 4
Kg  19,6
mc  0,118

Pcs 4
Kg  6,7
mc  0,057

WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MODERN POST COLLECTION
MODERN POSTS

DOOR NOT AVAILABLEDOOR NOT AVAILABLE

AKILLE 3000 AKILLE 3500 AKILLE 4000

000.414 000.417 000.421

000.416 000.419 000.423

000.415 000.418 000.422

CAGE - DCAGE - C CAGE - C

DOOR IS OPTIONAL

Pcs 1
Kg  8
mc  0,111

Pcs 1
Kg  10
mc  0,132

Pcs 1
Kg  12,5
mc  0,151

CAGE - A

CAGE - D CAGE - E

CAGE - C
H.GAB.10.A

H.GAB.18.D H.GAB.18.E

H.GAB.14.C

123 182

325182

Pcs 1
Kg  34,5
mc  0,212

Pcs 1
Kg  27,7
mc  0,159

Pcs 1
Kg  31,1
mc  0,185
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EKTOR 3000EKTOR 2500

000.364000.361

000.366000.363

000.365000.362

CAGE - C CAGE - C

Pcs 1
Kg  24,3
mc  0,159

Pcs 1
Kg  27,7
mc  0,159

AKILLE 4500 AKILLE 5000

000.424 000.427

000.426 000.429

000.425 000.428

CAGE - D CAGE - D CAGE - D CAGE - D CAGE - DCAGE - C

Pcs 1
Kg  34,5
mc  0,212

Pcs 1
Kg  40
mc  0,238

Pcs 1
Kg  45,5
mc  0,265

Pcs 1
Kg  75
mc  1,21

Pcs 1
Kg  31,1
mc  0,185

EKTOR 4500 EKTOR 5000 EKTOR 6000EKTOR 3500 EKTOR 4000

000.374 000.377 000.384000.367 000.371

000.376 000.379 000.386000.369 000.373

000.375 000.378 000.385000.368 000.372

MODERN POST COLLECTION
MODERN POSTS

CAGE - E

DOOR IS OPTIONALDOOR IS OPTIONAL

Pcs 1
Kg  40
mc  0,238

Pcs 1
Kg  45,5
mc  0,265
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MIDIPILAR SYSTEM 1L
000.000.A10

MIDIPILAR SYSTEM 2L
000.000.A20

MIDIPILAR SYSTEM 3L
000.000.A30

ELI SYSTEM 2L
000.000.L20

ELI SYSTEM 3L
000.000.L30

470 830 650

MODERN POST TOP SYSTEMS

 MIDIPILAR SYSTEM

 ELI SYSTEM

MODERN POSTS

960 820

PILAR SYSTEM 1L
000.000.P10

PILAR SYSTEM 2L
000.000.P20

610 1210

PILAR SYSTEM

GIORGIO
4P2.000.G10

ROSA
4P2.000.G20

420

Ø60

300

153

700

Ø60

300

153

Ø 60mm

FULLY MODULAR

Ø 60mm

4P1.000.G10 4P1.000.G20
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LARGE SIZE GRAND SIZE

Ø 60

715

480

680

480

680

480

Ø 60

480

715

Ø 60

850

600

600

850

Ø 60

600

850

Ø 500

Ø 60

630

300

600

Ø 60

Ø 60

600

850

Ø 60

600

600

Ø 60

480

420

Ø 60

480

243

Ø 60

530

MODERN DIFFUSERS

REMO 400

BEPPE 400

ECOVIVI 400

REMO 500

BEPPE 500

VIVI 500

GINO 400

ECOBEPPE 400

VIVI 400

GLOBE 400 MODERN

GINO 500

ECOBEPPE 500

ECOVIVI 500

GLOBE 500 MODERN

R50.000

P50.000

EV4.000

R60.000

P60.000

V60.000

F50.000

EP5.000

V50.000

G41.B40

F60.000

EP6.000

EV6.000

G51.B50

Ø600

Ø600 Ø600Ø480

Ø480

Ø480

Ø480

Ø480 Ø480

Ø500Ø400

Ø600

Ø600 Ø600

MODERN POSTS
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LAMPS
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 with standard E27, GX53 ,R7s, 

combing in series Fumagalli GX53 lamps you get a powerful 

luminaries. 

quick and easy lamp replacement.
standard lamp holder.

performances easy to upgrade to latest technology developments.
driver fully protected against heat and humidity by silicone paste.

TÜ

FUMAGALLI LED LAMPS
MODULAR SYSTEM

LVD EMC ERP
6000h

RoHS
REACH
compliant

- 552 -
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 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

to protect the driver both from voltage droop and voltage 

components of the driver and the consequent risk of components unsoldering.

 Chips connected by pure gold wires, which are able to withstand at the 

case of high and low temperatures.

 The driver is fully enclosed in a special silicone paste, which ensures the 

Tested according to :
EN 62560:2012/A1: 2015

IEC/TR 62778:2014
EN 62493:2015

OUTDOOR
APPROVED

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

EMC
TESTED and its amendments.

ERP
6000 h

EC and EU 2015/1428 about the energy performance requirements of energy related products. 

LVD
TESTED

RoHS
REACH
COMPLIANT

countries all over the world.IECEE CB
SCHEME
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FUMAGALLI LED LAMPS



LENS
Opal color lens reducing dazzle.
Made of UV stabilized resin 
material to avoid yellowing 
process.

GOLD WIRE BONDING
120 LED chips connected 
by pure  able to 
withstand at the highest and 
lowest temperatures and 

.
SMD 3528.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
 working 

temperature.

unsoldering of the electronic 
components of the driver.

HEATSINK
Made by white painted 
aluminum.
Special design to grant a correct 

IECEE CB CERTIFICATE
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E27 HIGH POWER LED

E27 HIGH POWER LED

POWER 15 W 30 W
LUMINOUS FLUX 1800 lm 3500 lm

SIZE & SOCKET

Ø100

165

E27

Ø100

165

E27

EFFICIENCY 120 Lm/W 116Lm/W
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
CURRENT 130 mA 135 mA
POWER FACTOR > 0,5 > 0,9
COLOR RENDERING INDEX RA > 80 > 80
SDCM < 6 < 6
BEAM ANGLE 200° 200°
WARM UP TIME < 0,5” < 1”
SWITCHING CYCLE 30.000 30.000 
LIFETIME 25.000 h 25.000 h
KELVIN 4000 K 3000 K 4000 K 3000 K
REF. CODE H3.LED.HIP.4K H3.LED.HIP.3K H2.LED.HIP.4K H2.LED.HIP.3K

COMPARISON

15W
1800 Lm

100W
incandescent

30W
3500 Lm

50W
HQI-SON

SAVE 

40%SAVE 

85%

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

POWER 50 W 60 W
LUMINOUS FLUX 5300 lm 7000 lm

SIZE & SOCKET

Ø118

185

E27

Ø138

205

E27
EFFICIENCY 106 Lm/W 116 Lm/W
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
CURRENT 210 mA 290 mA
POWER FACTOR > 0,9 > 0,9
COLOR RENDERING INDEX RA > 80 > 80
SDCM < 6 < 6
BEAM ANGLE 200° 200°
WARM UP TIME < 1” < 0.5”
SWITCHING CYCLE 30.000 30.000 
LIFETIME 25.000 h 25.000 h
KELVIN 4000 K 3000 K 4000 K 3000 K
REF. CODE H.LED.HIP.4K H.LED.HIP.3K H4.LED.HIP.4K H4.LED.HIP.3K

COMPARISON

50W
5300 Lm

70W
HQI-SON

60W
7000 Lm

100W
HQI-SON

SAVE 

40%
SAVE 

30%

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA
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E27 HIGH POWER LED

R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



PHOSPHOR DISPENSING

phosphor.
Phosphor dispensed on both side 

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

SAPPHIRE
CHIP SUPPORT

VOLTAGE SURGE
RESISTANT

GOLD WIRE BONDING
LED chips connected by  
able to withstand at the highest 
and lowest temperatures and 

.

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
 working 

temperature.

unsoldering of the electronic 
components of the driver.

BULB GLASS
Bulb glass with 

Filament welded and inserted 

get a much more precise result.

CHIP ON CORD TECHNOLOGY
Epistar led chips bounded 

 
substrate.
Improved shock resistance.
Higher transparency, increased 

glass or ceramic substrate.

IECEE CB CERTIFICATE
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E27 LED FILAMENT A60

E27 LED FILAMENT A70

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

POWER 6 W 8 W
LUMINOUS FLUX 800 lm 1000 lm

SIZE & SOCKET

Ø60

110

EFFICIENCY 133 Lm/W 125 Lm/W
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
CURRENT 60 mA 76 mA
POWER FACTOR > 0,7 > 0,7
COLOR RENDERING INDEX RA > 80 > 80
SDCM < 6 < 6
BEAM ANGLE 360° 360°
WARM UP TIME ≤ 0,5” ≤ 0,5”
SWITCHING CYCLE > 100.000 > 100.000 
LIFETIME 25.000 h 25.000 h
KELVIN 4000K 2700 K 4000K 2700 K
REF. CODE H.LED.FIL.4K H.LED.FIL.3K H2.LED.FIL.4K H2.LED.FIL.3K

COMPARISON

8W
1000 Lm

75W
incandescent

SAVE 

90%
SAVE 

89%

E27

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

POWER 12 W
LUMINOUS FLUX 1500 lm

SIZE & SOCKET

Ø70

130

EFFICIENCY 125 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 100 mA
POWER FACTOR > 0,7
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE > 100.000
LIFETIME 25.000 h
KELVIN 4000K 2700K
REF. CODE H3.LED.FIL.4K H3.LED.FIL.3K

COMPARISON

12W
1500 Lm

100W
incandescent

SAVE 

88%

E27

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA
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E27 FILAMENT LED

R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.
SMD 3528 LED.

PCB AND CONNECTION RING

temperatures and to keep the 
PCB adhering to the heatsink.

Quick and easy lamp replacement 
and version upgrade.

to 180° and 250V.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.
High quality capacitors and 

withstand power surges.

LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.
Very compact and  for 

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

IECEE CB CERTIFICATE

CCT SETTABLE

Kelvin temperature (3000K, 
4000K, 6500K) and get a 
customized ambiance.
SDCM < 6.

3000 K 4000 K 6500 K

- 558 -
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GX53 LED Ø75mm



GX53 Ø75 - CCT SETTABLE

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

POWER 3 W
LUMINOUS FLUX 350 lm

SIZE & SOCKET

Ø75

20

EFFICIENCY 116 Lm/W

VOLTAGE 100-240 V

FREQUENCY 50/60 Hz

CURRENT 30 mA

COLOR RENDERING INDEX RA > 80

SDCM < 6

BEAM ANGLE 120°

WARM UP TIME 0 s

SWITCHING CYCLE > 30.000

LIFETIME 25.000 h

KELVIN SETTABLE 3000 K  / 4000 K / 6500 K

REF. CODE H.LED.G53.CCT

COMPARISON

3W
350 Lm

40W
incandescent

SAVE 

93%

GX53

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

3000 K 4000 K 6500 K

CCT SETTABLE
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GX53 LED Ø75mm

R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.

HEATSINK
Made by white painted 
aluminum.
Special design to grant a correct 

Quick and easy lamp replacement 
and version upgrade.

to 180° and 250V.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

PCB AND CONNECTION RING

temperatures and to keep the 
PCB adhering to the heatsink.

heatsink and for helping the heat 

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
working 

temperature.

unsoldering of the electronic 
components of the driver.

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.
SMD 3528 LED.

CCT SETTABLE

Kelvin temperature (3000K, 
4000K, 6500K) and get a 
customized ambiance.
SDCM < 6.

IECEE CB CERTIFICATE

3000 K 4000 K 6500 K
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GX53 Ø100 - CCT SETTABLE

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:

POWER 7 W 10 W
LUMINOUS FLUX 800 lm 1200 lm

SIZE & SOCKET

Ø100

37

EFFICIENCY 114 Lm/W 120 Lm/W
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
CURRENT 34 mA 48 mA
POWER FACTOR 0,8 0,8
COLOR RENDERING INDEX RA > 80 > 80
SDCM < 6 < 6
BEAM ANGLE 120° 120°
WARM UP TIME 0 s 0 s
SWITCHING CYCLE > 30.000 > 30.000 
LIFETIME 25.000 h 25.000 h
KELVIN SETTABLE 3000 K  / 4000 K / 6500 K 3000 K  / 4000 K / 6500 K
REF. CODE H2.LED.G53.CCT H3.LED.G53.CCT

COMPARISON

7W
800 Lm

75W
incandescent

10W
1200 Lm

100W
incandescent

SAVE 

90%
SAVE 

90%

GX53

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

3000 K 4000 K 6500 K

CCT SETTABLE
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R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

Quick and easy lamp replacement 
and version upgrade.

to 180° and 250V.

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.
SMD 3528 LED.

HEAT DISSIPATION
Special design of the lamp base to 

LENS
Frosted color lens reducing dazzle.
Made of UV stabilized resin material to 
avoid yellowing process.
Very compact and slim design for 

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

THERMOCONDUCTIVE
SILICONE PASTE 

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside 
 

working temperature.

unsoldering of the electronic 
components of the driver.

IECEE CB CERTIFICATE

CCT SETTABLE

temperature (2700K, 4000K, 6500K) 
and get a customized ambiance.
2700K, 4000K and 6500K led chips on 
3 separate circuits to grant SDCM < 6.

2700 K 4000 K 6500 K
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GX53 Ø180 - CCT SETTABLE

GX53 Ø180 - CCT SETTABLE

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:
SG PSB-LE-02346

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:
SG PSB-LE-02346

POWER 7 W
LUMINOUS FLUX 800 lm

SIZE & SOCKET

Ø180

33

EFFICIENCY 114 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 125 mA
POWER FACTOR 0,5
CRI (RA) > 80
SDCM < 6
BEAM ANGLE 90°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 30.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H6.LED.G53.CCT

COMPARISON

7W
800 Lm

60W
incandescent

POWER 11 W 18 W
LUMINOUS FLUX 1300 lm 2000 lm

SIZE & SOCKET

Ø180

33

EFFICIENCY 118 Lm/W 111 Lm/W
VOLTAGE 100-240 V 100-240 V
FREQUENCY 50/60 Hz 50/60 Hz
CURRENT 140 mA 220 mA
POWER FACTOR 0,9 0,9
CRI (RA) > 80 > 80
SDCM < 6 < 6
BEAM ANGLE 90° 90°
WARM UP TIME ≤ 0,5” ≤ 0,5”
SWITCHING CYCLE > 25.000 > 25.000 
LIFETIME 25.000 h 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K 2700 K / 4000 K / 6500 K
REF. CODE H4.LED.G53.CCT H5.LED.G53.CCT

COMPARISON

11W
1300 Lm

100W
incandescent

18W
2000 Lm

150W
incandescent

SAVE 

88%

SAVE 

89%
SAVE 

88%

GX53

GX53

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

2700 K 4000 K 6500 K

CCT SETTABLE

2700 K 4000 K 6500 K

CCT SETTABLE
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R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



GOLD WIRE BONDING

DRIVER 100-240V

100-240V 

IECEE CB CERTIFICATE

LENS

G9 LAMPHOLDER

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

HEATSINK

- 564 -
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G9 LED

POWER 1,7 W
LUMINOUS FLUX 170 lm

SIZE & SOCKET

EFFICIENCY 100 lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 17 mA
COLOR RENDERING INDEX RA 80
SDCM < 6
BEAM ANGLE 110°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE > 40.000 
LIFETIME 15.000 h
KELVIN 4000 K 3000 K
REF. CODE H.LED.G09.4K H.LED.G09.3K

-30 +80 °C 90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:
SG PSB-LE-02130

Ø23

31

G9

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA
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G9 LED

R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9

TÜV - CB CERTIFIED LED MODULES



90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

GOLD WIRE BONDING
LED chips connected by pure 

 able to withstand at the 
highest and lowest temperatures 

.
SMD 3528 LED.

DRIVER 100-240V
IC isolated driver technology.
Wide voltage range: 100-240V 

driver both from voltage droop 
and voltage overshoot.

 and 

power surges.

THERMOCONDUCTIVE
SILICONE PASTE

To protect the driver against 
moisture and humidity up to 90%, 

to the metal powder inside the 
 working 

temperature.

unsoldering of the electronic 
components of the driver.

SILICONE PROTECTION

LENS

reducing dazzle.
Made of UV stabilized PMMA to avoid 
yellowing process.

GU10 LAMPHOLDER
Quick and easy lamp replacement 
and version upgrade.
Made of ceramic material to resist 
up to 250°.

HEATSINK
Made by aluminum and 
designed to grant a correct heat 

IECEE CB CERTIFICATE

CCT SETTABLE

Kelvin temperature (2700K, 4000K) 
and get a customized ambiance.
2700k and 4000K led chips on 2 
separate circuits to grant SDCM < 6.

2700 K 4000 K
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GU10 LED - CCT SETTABLE

POWER 3,5 W
LUMINOUS FLUX 350 lm

SIZE & SOCKET

Ø50

54

EFFICIENCY 100 lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 70 mA
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 36°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE > 25.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K
REF. CODE H.LED.GU10.CCT

COMPARISON

3,5W
400 Lm

50W
halogen

SAVE

92%

GU10

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:
SG PSB-LE-02300A1

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

GU10 LED - CCT SETTABLE

POWER 6 W
LUMINOUS FLUX 600 lm

SIZE & SOCKET

Ø50

58

EFFICIENCY 100 lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 70 mA
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 45°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE > 25.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K
REF. CODE H2.LED.GU10.CCT

COMPARISON

6W
600 Lm

100W
halogen

SAVE

95%

GU10

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

IECEE CB CERTIFICATE:
SG PSB-LE-02300A1

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

2700 K 4000 K

CCT SETTABLE

2700 K 4000 K

CCT SETTABLE

- 567 -
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R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9



GOLD WIRE BONDING

DRIVER 100-240V

100-240V 

LENS

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

DRIVER

THERMOCONDUCTIVE
SILICONE PASTE 

90%

 

HEATSINK

CCT SETTABLE

Kelvin temperature (2700K, 
4000K, 6500K) and get a 
customized ambiance.
2700K, 4000K and 6500K led 
chips on 3 separate circuits to 
grant SDCM < 6.

2700 K 4000 K 6500 K
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R7s LED 78mm - CCT SETTABLE

R7s LED 78mm - CCT SETTABLE

R7s LED 78mm - CCT SETTABLE

LVD EMC ERP
6000h

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

POWER 3 W
LUMINOUS FLUX 400 lm

SIZE & SOCKET

Ø22

78

EFFICIENCY 133 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 75 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H7.LED.R7S.CCT

R7s

Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

POWER 7,5 W
LUMINOUS FLUX 850 lm

SIZE & SOCKET

Ø22

118

EFFICIENCY 113 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 168 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H8.LED.R7S.CCT

R7s
Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

POWER 10,5 W
LUMINOUS FLUX 1100 lm

SIZE & SOCKET

189

Ø22

EFFICIENCY 104 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 170 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H9.LED.R7S.CCT

R7s

Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

2700 K 4000 K 6500 K

CCT SETTABLE

2700 K 4000 K 6500 K

CCT SETTABLE

2700 K 4000 K 6500 K

CCT SETTABLE
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FUMAGALLI IN 
THE WORLD

- 571 -- 571 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 572 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 573 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 574 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 575 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 576 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 577 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 578 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 579 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 580 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 581 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 582 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 583 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 584 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 585 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 586 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 587 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 588 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 589 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 590 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



- 591 -

B
U

LK
H

EA
D

B
R

IC
K

LI
G

H
T

G
A

R
D

EN
FL

O
O

D
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
IN

-G
R
O

U
N

D
D

O
W

N
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

PO
ST

R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D



- 592 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D



NOTES

IN
DE

X



www.fumagalli.it


